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PIN TUMBLER LOCKS 


GROUP A 


All locks in this group can be keyed alike, all different, Masterkeyed or Grand 


Masterkeyed in sets with each other. 


All locks in this group can be keyed alike, all different, or masterkeyed in se 


with each other. 


DISC TUMBLER LOCKS 


No. Type | 
P95 Padlock P65 Padlock 
178 Padlock P65H Padlock 
178A Padlock PosK Padlock 
190FL Padlock P65R Padlock 
TOOAFL Padlock P75 Padlock 
191 Padlock 1000 Lever Handle 
191A Padlock 1001 Tee Handle 
0168 2060 Drawer 
L215A 2060C Drawer 
1215¢ 2060GF Drawer 
0370B 02065 Drawer 
0665 020651 Drawer 
0666 02066 Drawer 
066612 02067 Cupboard 
0667 02068 Drawer 
0737 Cupboard 0206812 Drawer 
0738 Drawer 9913 Padlock 
904 Padlock 9913H Padlock 
0904 Padlock 9913P Padlock 
2061 15258 Cam Lock 
02063 15258 Cam Lock 
02289 15259 Cam Lock 
02290 A15259 Cam Lock 
02291 €15259 Cam Lock 
02291L AC15259 Cam Lock 
2510 Triplelox 15751 Cam Lock 
2510% Triplelox €15751 Cam Lock 
25155 Triplelox BC15751 Cam Lock 
2540 Triplelox 15752 Cam Lock 
25405 Triplelox 15753 Cam Lock 
2709 Triplelox 15766 Tee Handle 
2719 Utility 15767 Panel Board 
2720 Flush Metal 15791 Panel Board 
2881 Padlock 
9908" Padlock Secure LEVER TUMBLER LOCKS 
eer ke epee The locks as grouped can be keyed alike, all different, or masterkeyec 
15748 Cam Lock 
15749 Cam Lock GROUP A 
15750 Cam Lock 
15777¢ Lever Handle 
15783 Cam Lock cupborrd 
15783W Cam Lock 
15783WA Cam Lock GROUP B 
15876 Rosette 

GROUP B Brae 
All locks in this group can be keyed alike, all different, Masterkeyed or Grand Cupboard 
Masterkeyed, in sets with each other. 

N Wee GROUP C Tyee 
193 Padlock Drawer 
193A Padlock Cupboard 
NO686 Drawer 
NO764L Cupboard GROUP D Type 
192 Padlock 
192A Padlock Locker Lock 
360 Night Latch Locker Lock 
366 Night Latch 
906 Padlock 
0906 Padlock 
908 Padlock 
0908 Padlock 
9906 Padlock 
02291X Sliding Door 
2722 Cam Lock “The number of key changes all different in any master- 
2863 Padlock keyed group is controlled by the lock or locks having the 
2863A Padlock shertest cylinder and lowest number of pin tumblers, i.e. 
2873 Padlock One or more 4 pin tumbler locks limits the group to a 4 
2873A Padlock pin system with maximum key changes limited to the num- 
23882 Padlock ber available for 4 pin tumbler locks” 
2882A Padlock 
2883 Padlock 
2883A Padlock 
15622 _|_ Padlock 


Adapta Lock . 


Assembly Plates 38 
B 
Blanks, Key ... 77-86 
Box Catches . .. 90-100 
Box Hinges . 110, 112, 115, 116, 119 
Box Locks ... .. 22,23 
Brackets, Corner . 106 
Butts, Brass 119 
Cc 
Cams 39, 73, 74, 75 
Card Holders . 107-108 
Card Holders and Pulls Combined 107 
Case Corners ......,.........04: - 109, 110, 111 
Case Locks ..............sesnsses sr 22,23 
Catches 
Cup and Drop Handle 70, 71,72 
Draw Pull .. 91-98 
Flush Ring .. 90 
Friction ..... 
Panel Board 
Screen Door Catch . 121 
Suit Case 98 
Chain Assemblies, Padlock 56 
Chains, Padlock .................. 56 
Checks, Key 106 
Chest Handles . 104 
Chest Locks ..... ~ 16, 17 
Clasps, Hinge . 114 
Clip Locks 37 
Clip, Mirror 105 
Control Lock with Indicator 61 
Corner Brackets .. 106, 110 
Corner Plates .... . 106, 110 
Corners, Case .... 109, 110 
Cupboard Locks ... 11-15 
Cylinders 
ine NUimbler with! CON eo. cecce 32a riterescctesaversoerewsscas 30-32 
Bisa Tumbler With COM ...:.s.:.-senrncvetecen<acncnerengnoraneren 33-35 
D 
Dead Locks, Rim 122 
Desk Locks ... 16 
Disc Tumbler Cylinders with Cam 33-35 
Door Closers .... . 125-136 
Door Handles 103 
Draw Pull Catches 91-100 
Drawer Knobs .... 104 
Drawer Locks 3-9 
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Page 
Drawer Pulls), Ee ee: 103, 104 
Dust Cap .... tENT OFFICE 38 


Elbow Catches 
Escutcheons ... 
Eyes, Padlock 


F 
Federal Specification Comparison List .................. Xi! 
Flap Hinges ma ble 
Flush Ring Pulls 104-106 
4-Keyway System IX 
Friction Catches 90 
H 
Hand of Locks XI 
Handle Lock, Heavy Duty xe 62 
Handles 103, 104 
Handles — One, Two, Three Point . 64-69 
Heres, Hinge: as.cscsica re sciicscenssass rolled) 
Hinges 
BOs co 116 
Brass Slip Pin . 117 
Brass Spring 115 
Show Case 115 
Spring .. 115 
Stay and Support . Bed) 
Hinge Hasps . 114, 115 
Holders, Card .. 107, 108 
Hook, Utility 105 
K 
Key Blanks ..... 77-86 
Keying Kits ... 87, 88 
Kit, Conversion ... 123 
Knobs, Drawer . 104 
Kwikset Key Blanks . ave 81 
Kwikset Keying Kits...0.......0..cccceceseeseeeseseeseeereeees 88 


Drawer 


Locker 
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Page 
Luggage 24 
Metal Cabinet 28, 29 
Metal Products 26-29 


Padlocks ...... 41-56 


Panel Board 26-29 
Rim Latches .. 122 
Show Case . 21 
Sliding Door ... . 20,21 
Special Purpose . 36-37 
“Lockout” Safety Device .. 54 
Luggage Locks (Sesamee) 24 
M 
Master Key Groups I 
Mending Straps 106 
Merchandisers, Carded Hardware 
KOO Mires ate. creme ners ws ratareerane Ripe mas 40 
110 
112 
Metal Cabinet Locks ... 28, 29 


Metal Products Locks . 
Mirror Clip 
Modernization Ki 


N 
Names Plates 105 
Night Latches, Rim . 122 

Pp 
Paves EvCOFIN ROY: BlGUNKS ia, fccccts2se-r cn .teeesectys 80 
Padlocks 41-56 
Padlock Chains . 56 
Padlock Chain Assemblies . 56 
Padlock Eyes ............... 56 
Panel Board Catches . . 27 
Panel Board Locks ..... 26-29 
Panel Board Lock and Catch Combined . vee 26-29 
Pin Tumbler Cylinders with Cam oo... 30-32 


Plates, Corner .. 106,110,111 
PIGOS NGG! tress srsivrcessartevenccderes teat eeeteitiwe ees 105 
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mae >. 


5. hs 


i 


Page 
Pulls 
Doors 103 
Drawer 103 
Flush Ring - 104, 106 
R 
Rim Dead Locks .... 122 
Rim Night Latches ae 2 122 
Ring Pulls, Flush . 104, 106 
ROsGte LOCK? io slo ssscectocias surat tartans 63 
Russwin Key Blank . 81 
s 
Safety Device, “Lockout oo... cccecceeeeetenees 54 
Safety Hinge Hasps 115 
Screen Door Catch . 121 
Sesamee Box Locks 23 
Sesamee Luggage Locks 24 
Sesamee Padlocks 43 
Shelf Rests ......... 105 
Show Case Hinge 115 
Show Case Lock .. 21 
Sliding Door Locks 20, 21 
Stay and Support Hinges .. 120 
Straps, Mending ................ 106 
Strikes 
LOCK: prisnsras caer d tananyscst ei pettaptcbisnNauaciees een ARO 25 
Draw Pull Catch . 99, 100 
Suit Case Catches 98 
T 
Tags 106 
Triplelox 58, 59, 60, 61 
Types of Locking Mechanism .2......000.00 ccc X, XI 
U 
Utility Hook 5. 2s Siesta qiacnaeee eee. 105 
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1B 

HI 

KI 

1s 

si 

XI 

Zi 
Z1-60-4 
Z1-60-5 
Z1-60-6 
1-270 
1-271 
2B 

H2 

Cc2L 
MK2 

2s 

$2 

c2s 
CcT2V 
22-60-4 
72-60-5 


Z3-60-5 
Z3-60-6 
K4 

C4L 
c4s 

x4 

v4 

74 
Z4-60-4 
Z4-60-5 
Z4-60-6 
58 

C5L 
css 
CTS 
CT6é 

K6L 

CéL 
cés 
CI7 

7s 

cis 

09 

010 
O11 
012 
12S 

16S 


Type 
Padlock Chain 
Holding Plate 
Keying Kit 
Padlock Chain 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Keying Kit 
Keying Kit 
Padlock Chain 
Holding Plate 
Cam 
Keying Kit 
Padlock Chain 
Key Blank 
Cam 
Block 
Key Blank 
Key Blank 
Key Blank 
Padlock Chain 
Holding Plate 
Cam 
Padlock Chain 
Cam 
Assembly Block 
Key Blank 
Key Blank 
Key Blank 
Keying Kit 
Cam 
Cam 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Padlock Chain 
Cam 
Cam 
Reamer 
Tweezers 
Cam 
Cam 
Cam 
Burring Tool 
Strike 
Pliers 
Name Plate 
Name Plate 
Name Plate 
Name Plate 
Strike 
Strike 


Type 
Strike 
Name Plate 
Name Plate 
Strike 
Strike 
Follower 
Strike 
Chest Lock 
Chest Lock (carded) 
Padlock 
Strike 
Setting Up Vise 
Strike 
Keying Kit 
Strike 
Key Blank 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Strike 
Strike 
Key Blank 
Key Blank 
Padlock 
Chest Lock 
Key Blank 
Key Blank 
Utility Hook 
Padlock 
Padlock 
Keying Kit 
Strike 
Keying Kit 
Chest Lock 
Chest Lock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 


193 
193A 
193AH 
193AL 
193H 
193L 
215 
215A 
215C 
L215A 
L215C 
219 
0244 
K300 


0357SG 
360 
366 
0370B 
K400 
422L 
422R 
423L 
423R 
436N 
0436N 
437N 
438N 
440 
441 
441K 
500 
K500 
557B 
558%4B 


Type 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Adapta Lock Case 
Adapta Cylinder 
Adapta Cylinder 
Adapta Lock 
Adapta Lock 
Key Blank 
Cupboard Lock 
Chest, Drawer and 

Cabinet Locks 
(carded) 
Panel Board Lock 
Rim Deadlock 
Rim Night Latch 
Cupboard Lock 
Merchandiser 
Luggage Lock 
Luggage Lock 
Luggage Lock 
Luggage Lock 
Padlock 
Padlock 
Padlock 
Padlock 
Box Lock 
Box Lock 
Box Lock 
Safety Device 
Merchandiser 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Locker Lock 
Locker Lock 
Cupboard Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
(carded) 
Cupboard Lock 
Drawer Lock 
(carded) 
Cupboard Lock 


DIMENSIONS SHOWN FOR REFERENCE ONLY — REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


—_— 


VI 


CORBIN 


No. 


0737 
0738 
0749 
0750 
752B 
NO764L 
0784 
797 
803 
803X 
803XB 
852B 
85234B 
85274B 
861UB 
870B 
900 
0900 
904 
904H 
904L 
904W 
0904 
0904H 
0904W 
906 
906H 
906M 
906S 
906W 
0906 
0906H 
0906S 
0906W 
908 
908H 
908L 
0908 
0908H 
o908L 
9376 
961B 
961% 
961% 
981B 
981348 
9817%6B 
1-1063 
1000 


w1000 
1000A 
W1000A 


1000B 


® 


Type 
Cupboard Leck 
Drawer Lock 
Cupboard Lock 
Cupboard Lock 
Key Blank 
Cupboard Lock 
Cupboard Lock 
Panel Board Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock with Chain 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Key Blank 
Lever Locking 

-Handle 


Lever Locking 
Handle 


Lever Operating 
Handle 


Lever Operating 
Handle 


Lever Rigid Handle 


64 


64 
64 
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W1000B 
1001 
W1001 
1001A 


WI1001A 


1001B 
W1001B 
011434 
1230 
1231 
1232 
%41232-04 
1234 
1235 
1236 
1237 
1238 
1239 
1241 
1242 
1243 
1244 
1245 
1246 
1247 
1248 
1250 
1570 
1721 
1752 
1756 
1768 
K1768 
1771 
K1771%4 
1771% 
017772 
17782 
1778% 
1835 
1893%4H 
19024H 
19114H 
191244H 
1913A 
19134%4H 
19144H 
19154H 
1923%4H 
1925%4H 
19324H 
1935A 
1935%4H 
2040 
2041 


Type 


Lever Rigid Handle — 


Tee Locking Handle 

Tee Locking Handle 

Tee Operating 
Handle 

Tee Operating 
Handle 

Tee Rigid Handle 

Tee Rigid Handle 

Handle 

Shelf Rest 

Catch 

Catch 

Wosher 

Key 

Key 

Handle 

Handle 

Handle 

Handle 

Ring Pull 

Ring Pull 

Ring Pull 

Ring Pull 

Ring Pull 

Ring Pull 

Ring Pull 

Ring Pull 

Catch 

Drawer Knob 

Stay Hinge 

Stay Hinge 

Stay Hinge 

Shelf Rest 

Shelf Rest 

Suit Case Catch 

Mirror Clip 

Suit Case Catch 

Mirror Clip 

Suit Case Catch 

Suit Case Catch 

Case Lock 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Card Holder 

Kit 

Kit 


Page 
64 


110,111 
98 
110, 111 
98 
105 
98 
98 
22 
108 
107 
107 
107 
108 
108 
108 
108 
108 
107 
107 
107 
107 
123 
123 


No. 
2060 


2060C 
$2060C 
2060GF 
S$2060GF 
2061 


02063 
02063A 
K02065 


02065 
0206512 
02066 
K02066 


02067 
02068 
02068)2 
K02068)2 


02108 
02109 
02110 
02111 
KO2111 
02112 
02114 
KO2114 
02115 
KO2115 
02116 
02122 
KO2122 
2125 
02160 
K02160 


02161 
K02161 


02162 
K02162 


02163 
K02163 


2203 
02203 
2206 
2207 
02207 
2214 
2217 
02217 
2223 
02223 


Type 
Special Purpose 
Lock 
Clip Lock 
Clip Lock 
Clip Lock 
Clip Lock 
Special Purpose 
Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
(carded) 
Drawer Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
(carded) 
Cupboard Lock 
Drawer Lock 
Drawer Lock 
Drawer Lock 
(carded) 
Box Hinge 
Box Hinge 
Box Hinge 
Box Hinge 
Box Hinge 
Box Hinge 
Box Hinge 
Box Hinge 
Flap Hinge 
Flap Hinge 
Flap Hinge 
Box Hinge 
Box Hinge 
Show Case Hinge 
Narrow Butts 
Butt Hinges 
YA" to at? 
Middle Butts 
Butt Hinges 
17, Te”, 
2%" 
Broad Butts 
Butt Hinges 
14", 2" 
Desk Butts 
Butt Hinges 
1,14" 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
Chain Assembly 
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40 
116 
116 
116 
116 
110, 111 
116 
116 
110,171 
115 
110, 111 
115 
116 
110, 111 
115 
119 


112, 113 
119 


112, 113 
119 


112,113 
119 


112,113 
56 
56 
56 
56 
56 
56 
56 
56 
56 
56 


No. 


02285 
02289 
02290 
022908 
02291 
02291L 
02291X 
2475 


2500 
2500 
2500 
2502 
2504 
2505!2 
025052 
025052 
250534 
02505%4 
0250534 
2506 
2506 
2506B 
2506DT 
2506CS 
2510 
2510 
25102 
2510% 
2513 
2515 
2515% 
2516 
2519 
2520 
2520% 
25205 
2525% 
2526 
2527 
2540 
2540 
254012 
25405 
2541 
2541 
2545 
2548 
2562 
2562 
2563 
2563 
2568 
2571 
2573 
2573 
(2587 


Type 

Sliding Door Lock 

Sliding Door Lock 

Sliding Door Lock 

Strike 

Sliding Door Lock 

Sliding Door Lock 

Sliding Door Lock 

Push-Pull Screen 
Catch 

Straight Cam 

Offset Cam 

3 Point Catch 

3 Point Catch 

1 Point Catch 

Drop Handle Catch 

Cam 

Drop Handle Catch 

Drop Handle Catch 

Cam 

Drop Handle Catch 

Cam 

1 Point Cam 

Assembly Plate 

Assembly Plate 

Assembly Plate 

Cam 

Triple Lock 

3 Point Catch 

Triple Lock 

3 Point Catch 

Cam 

Triple Lock 

1 Point Catch 

1 Point Catch 

Triple Lock 

Triple Lock Catch 

Triple Lock 

Triple Lock 

Lever Handle Catch 

Padlock Eyes 

Triple Lock 

Strike 

Triple Lock Catch 

Triple Lock 

Cam 

3 Point Catch 

Cam 

Cam 

Drop Handle Catch 

Cam 

Drop Handle Catch 

Cam 

Strike 

Strike 

Cam 

Drop Handle Catch 

1 Point Catch 


2589% 
2598 


121 
75 
75 
65 
65 


70 


72 


2598 
2599 
2599 
2602 
2604 
2606 
2607 
02607 
2608 
2612 
2613 
2614 
2627 
2628 
2645 
2701 
2702 
2706 
2709 
2719 
2719 
2720 
2722 
2722 
2863 
2863A 
2863L 
2863AL 
2863H 
2863AH 
2873 
2873A 
2873L 
2873AL 
2873H 
2873AH 
2881 
2881A 
2881H 
2881W 
2881AH 
2881AL 
2881AW 
2882 
2882A 
2882H 
2882S 
2882W 
2882AH 
2882AM 
2882AS 
2882AW 
2883 
2883A 
2883H 


Cam 

Cam 

Drop Handle Catch 
Cam 

Drop Handle Catch 
Steel Hinge 
Steel Hinge 
Steel Hinge 
Escutcheon 
Steel Hinge 
Steel Hinge 
Steel Hinge 
Steel Hinge 
Escutcheon 
Brass Pin Hinge 
Brass Pin Hinge 
Brass Spring Hinge 
Assembly Plate 
Assembly Plate 
1 Point Catch 
Control Lock 
Cam Lock 

Cam 

Flush Metal Lock 
Cam Lock 

Cam 

Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 


No. 


2883L 
2883AH 
2883AL 
2951G 
02951 
03000 
K03000 
03001 
03002 
3004 
03004 
K03004 
03017 
K03017 
03032 
K03032 


3066 
306612 
3066CR 
3067 
30672 
3067CR 
3068 
306812 
3068CR 
3284 
03306% 
3502 
03502 
03503 
03504 
K03504 


03505 
3506 
3513 
3516 
03602 
03603 
03604 
K03604 
03605 
03614 
K03614 
03615 
03700 
K03700 
03703 
3713% 
3713% 
K3713%2 
03715 
03900 
03901 
03902 
03903 
03904 


Type 
Padlock 
Padlock 
Padlock 
Padlock 
Padlock 
Hinge Hasp 
Hinge Hasp 
Hinge Hasp 
Hinge Hasp 
Hinge Hasp 
Hinge Hasp 
Hasp 
Hinge Hasp 
Hinge Hasp 
Safety Hinge Hasp 
Safety Hinge 

Hasp 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Friction Catch 
Handle 
Safety Hinge Hasp 
3 Point Catch 
Mending Strap 
Mending Strap 
Mending Strap 
Mending 

Strap 
Mending Strap 
1 Point Catch 
3 Point Catch 
1 Point Catch 
Bracket 
Bracket 
Bracket 
Bracket 
Bracket 
Corner Plate 
Corner Plate 
Corner Plate 
Case Corner 
Case Corner 
Case Corner 
Case Corner 
Case Corner 
Case Corner 
Case Corner 
Tags 
Tags 
Tags 
Tags 
Tags 
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110, 111 


114 
114 
114 
114 


110, 111 


114 


110,111 


115 


110, 111 


90 
90 
90 
90 
90 
90 
90 
90 
90 
103 
WS: 
65 
106 
106 
106 


110,111 


106 
66 
69 
66 

106 

106 

106 


110,111 


106 
106 


110,111 


106 
109 


110,171 


109 
109 
109 


110,111 


109 
106 
106 
106 
106 
106 
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No. Type No. Type No. Type 
03934 Tags 8618C Key Blank 15541 Escutcheon 
4106 Key Blank 8618C-CR__ Key Blank 15552 Pronged Washer 
4107 Key Blank 8618C-CL Key Blank 15622 Locker Lock 
4112 Key Blank 8618C-VL Key Blank 15630 Panel Board Lock 
4113B Key Blank 8618C-VR Key Blank 15631 Panel Board Catch 
41168 Key Blank 8632C Key Blank 15641 Draw Pull Catch 
4117B Key Blank 8632C-VL Key Blank 15641 Strike 
4120A Key Blank 8632C-VR Key Blank 15641A Strike 
4120B Key Blank | 8658JL Key Blank 15641C Draw Pull Catch 
4122B Key Blank 8658JR Key Blank | 15641N Draw Pull Catch 
4126B Key Blank 8658)S Key Blank 15641P Draw Pull Catch 
4126C Key Blank 8658JVL Key Blank 15641T Strike 
4127B Key Blank 8658JVR Key Blank 015641D Draw Pull Catch 
4128B Key Blank 8687C Key Blank 15642 Draw Pull Catch 
4131A Key Blank 8687CL Key Blank 15642 Draw Pull Catch 
4131B Key Blank 8687CVL Key Blank 

15642S Draw Pull Catch 

4133A Key Blank 8687CVR Key Blank . 
41338 Key Blank 8715A Key Blank oeaecomes Draw Pull Catch 
4140A Key Blank 8715B Key Blank Wesazeemes Strike 
4143 Key Blank 8715C Key Blank 15642SEP Strike 
41448 Key Blank 8715D Key Blank 15642SN Draw Pull Catch 
4151 Key Blank | 9904 Padlock ) | 15642SP Draw Pull Catch 
4152 Key Blank 9906 Padlock 15642X Strike 
4179 Key Blank 9913 Padlock } 15642Y Strike 
4197\4YB Key Blank | 9913H Padlock | 156427 Strike 
4359K Key Blank 9913K Padlock 015642H Strike 
4370 Handle 3 | 9913P Padlock J 015642SD Draw Pull Catch 
4402 Box Lock | $11132 Cam 7 ] A15652DH Lock with Cam 
4409K Key Blank | $11422 Cam 15659 Nut 
4412 Box Lock $11448 Cam 15703N Special Cam 
4412K Box Lock | $11449 Cam 15714 Special Cam 
4491 Key Blank $11463 Cam ] 15727A Special Cam 
4610K Key Blank $11543 Cam 15728 Special Cam 
4740 Key Blank | $11553 Cam 15748 Pin Tumbler 
4741 Key Blank $11577 Cam | Cylinder 
47410 Key Blank $11587 Cam 75 | 15749 Pin Tumbler 
4741B Key Blank $11591 Cam Cylinder 
A741C Key Blank i | $11592 Cam 73 | 15750 Pin Tumbler 
4742 Key Blank rea: $11619 Cam 7 | Cylinder 
47420 Key Blank ‘ $11739 Cam 15751 Cam 
4742B Key Blank 15250 Draw Pull Catch ‘ 15751 Disc Tumbler 
4742C Key Blank : 15250C Draw Pull Catch | Cylinder 
4743A Key Blank 15250F Draw Pull Catch : 15751 Washer 
4743C Key Blank 15250FC Draw Pull Catch 15751A Cam 
4773 Key Blank ; | 15250N Draw Pull Catch 9 15751E Cam 
4780 Key Blank | 015250 Draw Pull Catch 15751EA Cam 
5558 Key Blank K015250 Draw Pull Catch ] 15751EB Cam 
5679 Key Blank 3 15251 Draw Pull Catch | 15752 Disc Tumbler 
5692 Key Blank 15258 Lock with Cam | Cylinder 
5860KM Key Blank : €15258 Clip Lock | 15753 Disc Tumbler 
5861KM Key Blank 8 15259 Lock with Cam Cylinder 
5865JL Key Blank 2 A15259 Lock with Cam | 15760 Disc Tumbler Cam 
5865JR Key Blank | C15259 Clip Lock Lock 
5865JS Key Blank 15481A Panel Board Lock | 15766 Cabinet Lock 
5865JVR Key Blank 2 15481AR Panel Board Lock - 15766A Cabinet Lock 
KB7525 Key Blank 15481ARS Panel Board Lock 15767 Panel Board Lock 
7792V4D Key Blank 15481AS Panel Board Lock 15768 Panel Board Lock 


779242CD Key Blank 15538WA = Washer 15774 Case Lock 
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No. 


15774¢ 
15777B 
15777€ 
15783 
15783W 
15783WA 
15786 
15791 
15794 
157940 
15794B 
15794BC 
15794BP 
15794BPH 
15794BPH 
15794T 
15794TA 
15794TP 
15794TS 
015794 
15795 
15795C 
15795H 


Type No. Type 

Case Catch 15795HC Draw Pull Catch 
Handle Catch 15795P Draw Pull Catch 
Handle Lock 15797 Draw Pull Catch 
Cam Lock 157974 Strike 

Cam Lock 15797C Draw Pull Catch 
Cam Lock | 15797E Draw Pull Catch 
Dust'Cap 15797EC Draw Pull Catch 


Panel Board Lock | 15797N Draw Pull Catch 


Strike 15797P Strike 

Strike 15797P Draw Pull Catch 
Draw Pull Catch 15797PH Draw Pull Catch 
Draw Pull Catch 15797ZP Draw Pull Catch 
Draw Pull Catch | 015797 Draw Pull Catch 
Draw Pull Catch | 15801-11 Retainer Spring 
Strike 15801-11C = Retainer Spring 
Strike 15804 Draw Pull Catch 
Strike | 15804C Draw Pull Catch 
Strike I | 15822 Retainer Spring 
Strike 100 15822C Retainer Spring 
Strike F 15824 Draw Pull Catch 
Draw Pull’Catch ; Mg 15824C Draw Pull Catch 


15824H Draw Pull Catch 
15824P Draw Pull Catch 
15834 Draw Pull Catch 


Draw Pull Catch 
Draw Pull Catch 


An outstanding CCL feature for 
sectional keying 


The CORBIN 4-Keyway 
System 


available on all locks in 
PIN TUMBLER GROUP A 


SERVICE KEYS 
FOR KEYWAY B 


No. Type 


15834H Draw Pull Catch 
15834HA Draw Pull Catch 
15834HB Draw Pull Catch 
158345 Draw Pull Catch 
15834SH Draw Pull Catch 
15834SHA Draw Pull Catch 
15834SHB Draw Pull Catch 
15834U Draw Pull Catch 
15834UH Draw Pull Catch 
15834UHA Draw Pull Catch 
15834UHB Draw Pull Catch 
15835 Draw Pull Catch 
158358 Draw Pull Catch 
15835U Draw Pull Catch 
15840 Draw Pull Catch 
158404 Strike 
15840B Strike 
15840C Draw Pull Catch 
15840P Draw Pull Catch 
15840PB Strike 

15842ST Strike 

15853 Lock with Cam 
15853A Lock with Cam 
15876 Rosette Lock 
20190 Nut 

20191 Nut 


SERVICE KEYS 
FOR KEYWAY © 


SERVICE KEYS 
FOR KEYWAY D 
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IX 


TYPES OF LOCKING MECHANISMS 


PIN TUMBLER 


Until proper key is inserted, plug is locked Proper key lines up pins evenly at top of A turn of the key rotates the plug which in 
in shell by pins and cannot be rotated. plug and plug can now be rotated. turn operates the lock mechanism. 


Corbin Pin Tumbler Cylinders are still, after many years, the finest locking device known for doors, drawers, etc. 
t requiring security in a high degree plus smooth, easy operation. The number of key changes available and the pre- 
\ cision with which they are manufactured makes them essential to the best installations. 


PIN TUMBLER—MASTER-KEYED 


The service key aligns pins at the surface The master-key aligns pins at the outside surface 
of the plug permitting rotation of the plug of the master-ring permitting rotation of the 
and operation of the locking mechanism. plug and operation of the locking mechanism. 


The Corbin method of master-keying cylinder locks by means of a master-ring is an exclusive Corbin feature giving 
far greater security and greater diversity in master-key systems. The master-ring which encircles the plug contains a 
complete set of pins for the master-key. 


i DISC TUMBLER 


Until proper key is inserted plug is locked in Proper key reiracts discs into plug and 
shell by projecting discs and cannol be rotated. plug can now be rotated to operate lock. 


Corbin disc cylinders offer a limited number of key changes for installations where cost does not permit the use of pin 
tumbler cylinders. They are remarkably free from the imperfections frequently found in locks of this type. 


Until proper key is inserted, levers are not aligned Proper key places levers in alignment permitting 
preventing retraction of bolt. bolt to be retracted by turn of key. 


Lever locks are made in varying grades and degrees of security, the number of key changes depending on the num- 
ber of levers used. Corbin lever locks are made for applications of all kinds and can be masterkeyed in most cases. 


WARDED LOCKS 


In warded locks the key is cut to correspond with one or more wards which 
project from the sides of the lock case. Locks of this type are suitable where a 
high degree of security is not essential. 


HAND OF LOCKS 


When ordering locks which are available for either right hand or left hand 
doors, it is necessary to specify the hand required. Otherwise right hand locks 
will be furnished. 


The above illustrations show o right hand door Above illustrations show a left hand door and 
and a right hand lock is shown below. (Swings a left hand lock is shown below. (Swings to the 
to the right.) left.) 


Right Hand Lock Left Hand Lock 


NAVY AND FEDERAL SPECIFICATIONS 
COMPARATIVE LIST 


Item Navy Specification No. Corbin No. 
Drawer Lock MIL-L-2898C (3/8/1961) Type B 0664XN 
Wardrobe or MIL-L-2898C (3/8/1961) Type A 0784 


Locker Lock 


Item Navy or Federal Specification No. Corbin No. 
Padlock F-F-P-101c (4/27/1956) Type EPB—1 6” 178A 
Padlock F-F-P-101c (4/27/1956) Type EPB—1 42” A191A 
Padlock F-F-P-101c (4/27/1956) Type EPB—1 34” A192A 
Padlock F-F-P-101c (4/27/1956) Type EPB—2” A193A 
Padlock F-F-P-101c (4/27/1956) Type EPE—1 2” 178 
Padlock F-F-P-101c (4/27/1956) Type EPE—1 2” 191 
Padlock F-F-P-101c (4/27/1956) Type EPE—1 3%” 192 
Padlock F-F-P-101c¢ (4/27/1956) Type EPE—2” 193 
Padlock F-F-P-101c¢ (4/27/1956) Type ED—1” P55 
Padlock F-F-P-101c (4/27/1956) Type ED—1 2” P65 
Padlock F-F-P-101c¢ (4/27/1956) Type ED—1 %4” P75 

Item Federal Specification No. Corbin No. 

Chest Lock FF-L-486 (6/5/1950) Type 901 0142P 

Drawer Lock FF-L-486 (6/5/1950) Type 910 0665 

Cupboard Lock FF-L-486 (6/5/1950) Type 910C 0370A 

Drawer Lock FF-L-486 (6/5/1950) Type 912 0666/2 

Drawer Lock FF-L-486 (6/5/1950) Type 915 0686 

Drawer Lock FF-L-486 (6/5/1950) Type 925 0601S 

Drawer Lock FF-L-486 (6/5/1950) Type 926 0590 

Drawer Lock FF-L-486 (6/5/1950) Type 926A 590 

Drawer Lock FF-L-486 (6/5/1950) Type 929 02065 

Drawer Lock FF-L-486 (6/5/1950) Type 934 02066 

Cupboard Lock FF-L-486 (6/5/1950) Type 950 0749 

Cupboard Lock FF-L-486 (6/5/1950) Type 950B 0750 

Wardrobe or FF-L-486 (6/5/1950) Type 957 0737 (%"' Dia. Cyl.) 
Locker Locks FF-L-486 (6/5/1950) Type 957 NO76AL (1% Dia. Cyl.) 
Sliding Door Lock FF-L-486 (6/5/1950) Type 970 02290 (%", 1%", 1%") 
Sliding Door Lock FF-L-486 (6/5/1950) Type 970 02291 (%", 1%’’) 
Wardrobe Lock FF-L-486 (6/5/1950) Type 960 0244 

Locker Lock FF-L-486 (6/5/1950) Type 965 582X 
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PATENT OFFICE 


BEC 4 49084 
DIVISIGNS 8) & #2 


oa 


ORBIN 


LOCKS 
ABINET 


SS OCK une 


CORBIN CABINET LOCK DIVISION Witrraieaeirrrcret 


DRAWER LOCKS 


#4 F. H. BRASS SCREWS 
Ws, 


ie eal As 


No. N0686 
Pin Tumbler 


Can be Masterkeyed. 


Strike: No. 12, brass, to order only. 
To Federal Specification FF-L-486, Type 915. 


(June 5, 1950) 


A 
For Thickness of Material orate ees ree ne 
No. Material Regular | Also Available Changes Blank No. Pack Weight 
All brass fy if All Yr!’ wood—No. Z1-60-4 (4 Pins) 
No686 Finish US 4 Rh" 1%" —1% Different 1%‘ 13%” wood No. Z1-60-5 (5 Pins) 6 1lb. 8 oz. 
No. 0738 


Pin Tumbler 


Can be Masterkeyed. 
Strike No. 2540, brass, to order only. 


Operation: Bolt shoots up and down. 


A 
For Thickness of Material 
Regular Key 2 Nickel Plated Brass Keys | Standard 
No. Material Regular Also Available Changes Blank No. Pack Weight 
All brass All ; 
0738 oe %" "14! 13%"' z H 6 1 Ib. 12 oz. 
Finish US 4 | 7 A! VAN Different SepoCRe (5 Kins) 


No. 02063 
Pin Tumbler 


Can be Masterkeyed. 


Strike No. 7S, brass, to order only. 


eels, 


N26 FH.SCRS. 


Material x 2:NickeliPlaked 
Case — Pressure Cast, 3 ji Regular ickel Plate Standard 
No. Brass Plate; Bali — Steel; Be Bee oud Key Changes | Brass Keys Blank No. | _ Pack Weight 
a | Cylinder & Plug — egular so Available = : 
02063 Taree poe use Th! 1%" i All Different | 8618C-R1(5 Pins)| 6 2 Ibs. 


02063A Same as 02063 except bolt projects 13/32 in unlocked position 
DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


DRAWER LOCKS 


No. 0666 

Type of No. 0665 
and No. 0667. 

Pin Tumbler 

Can be Masterkeyed. 


Strike: No.1 2S, brass, 
to order only. 


To Federal specification FF-L-486, 
Type 910 (June 5, 1950) 
CTSK. FOR NO. 4 SCREWS 2564 | 


i, 5764 
Yeas ‘ [ ] % db 


CTSK. FOR NO. 4 SCREWS 


264 
vied tae 
% 


7 
fa) a2 he jae 
64 
A 
No. 0667 i No. 0666 
| 
A 
For Thickness of Material Regular Key Changes 2 Nickel Plated Brass Keys Standard | Weight 
No. Material Regular Also Available Blank No. Pack 
0665 = |All brass) Finish rr" YY" All 1 Ib. 6 oz. 
0666 = |All brass rh" 4" 1%" a %!' wood. No. 8632C -R1 (4 Pins) 6 1 Ib. 7 oz. 
” ’ Different Reece 
0667 = |All brass A" WY! %e"-1%q"-134" wood. No. 8618C-R1 1 Ib.8 oz. 
(5 Pins) 


CTSK. FOR NO. 4 SCREWS 


No. 06662 
Pin Tumbler 
Can be Masterkeyed. 


Strike: No. 1008, brass, 
regularly furnished. 


To Federal specification FF-L-486, 
Type 912 (June 5, 1950) 


For Thickness of Material Regulor 2 Nickel Plated Brass Keys Standard Weight 
No. Material Regular Also Available | Key Changes Blank No. Pack 
0666) All brass Ue y" All 3 ean 6 1 Ib. 8 oz. 
ini : %' wood. No. 8632C -R1 (4 Pins 
Fish USS Diterert 7" wood. No. 8618C-R1 (5 Pins) 


4 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINIS*” 


ConBiN) | | | OC ‘Ss 
‘ \ | = | aT f 
CORBIN Vids pe av 


No. 02065 
Disc Tumbler 


Can be Masterkeyed. 

Strike: No. 7S, brass, to order only 
To Federal specification FF-L-486, 
Type 929 (June 5, 1950) 


A Possible Masterkeyed 
» For Thickness of Material Key Key 2 Nickel Plated Brass | Standard 
No. Material Regular | Also Available Changes Changes Keys Blank No. Pack Weight 


02065 | Backplate brass | 7’ Yl" Ve" 200 180 5865JVR 10 2 |bs.7 oz. 
(5 Dises) 


Cylinder and 
bolt, pressure 


cast. 1%" 8658JVR 
Finish US 3 (6 Discs) 


No. 0206512 
Disc Tumbler 
Can be Masterkeyed. 


Strike: No. 26S, brass, 
regularly furnished. 


Regular Possible Masterkeyed 


Key Key Key 2 Nickel Plated Brass| Standard 
No, Material Changes Changes Changes Keys Blank No. Pack Weight 
020651 | Back plate brass | 7%” Hy 1V0" 200 200 180 5865JVR 10 2 Ibs.140z. 

Cylinder and (5 Discs) 

bolt, pressure 

: Sash a 1400 700 
or 1% 200 8658JVR 
Finish US 3 (6 Discs) | 
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CORBIN 


DRAWER LOCKS 


No. 02068 
Disc Tumbler 


Can be Masterkeyed. 


Strike: No. 7S, brass, 
to order only 
A B 
SURFACE HALF MORTISE 


For Thickness of Material 


A B Regular Possible Masterkeyed 2 Nickle Plated 
For Surface | For Half-Mortice Key Key Key Brass Keys Standard 
No. Material Mounting Mounting Changes Changes Changes Blank No. Pack Weight 
02068 | Back plate brass} 12” A" 200 200 180 5865JVR 10 2 Ibs.140z. 

Cylinder and *” % (5 Discs) 

bolt, pressure % : 1 a 

cast. he’ 1% 

Finish US 3 7’ 1%" 200 1400 700 8658JVR 
(6 Discs) 


No. 0206812 
e Disc Tumbler 
Can be Masterkeyed. 


Strike No. 26S, brass, 
regularly furnished. 


jd 


SURFACE HALF MORTISE 


For Thickness of Material | 


A B Regular Possible Masterkeyed | 2 Nickle Plated 
For Surface | For Half-Mortice Key Key Key Brass Keys Standard 
No. Material Mounting Mounting Changes Changes Changes Blank No. Pack Weight 
0206812 | Back plate brass yA" yy" 200 200 180 5865JVR 10 2 Ibs.140z. 

” Yl 

Cylinder and #, a (5 Discs) 

bolt, pressure ta y,"" 

cast. ts % 70 R 

: 1 a 2 0 8658)V 
Finish US 3 | % % ee PS (6 Discs) 


6 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


DRAWER LOCKS 


No. 02066 
sas Bak) Dise Tumbler 
Can be Masterkeyed. 

Strike: No. 75S, brass, to order only 


To Federal specification No. FF-L-486, 


Type 934 (June 5, 1950). 


¢ NSP H SCRS. 
A Regular Possible Masterkeyed 
For Thickness of Material Key Key Key 2 Nickel Plated Brass | Standard 
No. Material Regular | Also Available Changes Changes Changes Keys Blank No. Pack Weight 
Back plate & 
02066 Baie teal i" %" 1%" 200 200 180 5865JVR 10 2 Ibs. 14 oz. 
Cylinder — (5 Discs) 
Pressure cast | 
es 200 1400 | 700 8658JVR 
Finish US 3 (6 Discs) 
2B 
7 Fe] crsk ror 
le 3 Z N'4 SCREWS 
No. 0601S 
Secure Lever 
= 
3 Can be Masterkeyed. 
Bx 
4 Strike: No. 22S, brass, to order only. 


To Federal specification No. FF-L-486, 
Type 925 (June 5, 1950). 


A B 
a ‘ Regular Possible | Masterkeyed 
borings of Matera! DebibiouCase Key Key Key 2Nickel Plated] Standard | Weight 
No. Material Regular Also Available | Regular Special Changes | Changes Changes Steel Keys Pack 
06015 A! brass Ag Wy WV 1H""| H" 12 210 4120B 10 2 Ibs. 8 oz. 
Finish US4 
31/64 | | 7770 | 1290 
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DRAWER LOCKS 


‘No. 0664XN. 
Secure Lever 
Can be Masterkeyed. 
Strike: No. 12S, brass, to order only 


15%, 1% To Navy specification MIL-L-2898C 
5 (3/8/61) 
32 4 K 
DIA. HOLES a—| Type B. 
1%, : 
| 
| B Regular | Possible | Masterkeyed |2 Nickel Plated 
A Depth of Case Key Key Key Steel Keys | Standard 
No. Material For Thickness of Material Regular | Special | Changes| Changes Changes Blank No. Pack i Weight 
0664XN | AllBrass | 3%” %" %’ 1” | %" | | 1290 | 1290 47418 | 10 | 2ibs. Boz. 
Finish US 4 | 29/64" | | 7770 | 1290 
j 
No.590 and No.0590 
Secure Lever 
No.0590 Can be Masterkeyed. 
Strike: No. 7S, brass, to order only 
To Federal Specifications FF-L-486 
(June 5, 1950). 
No. 590 Type 926A, 
No. 0590 Type 926. 
A B Regular | Possible | Masterkeyed|2.Nickle Plated 
For Thickness of Material Depth of Case Key Key Key Steel Keys |Standard 
No. Material Regular | Also Available | Regular | Special _|Changes| Changes | Changes | Blank No. Pack | Weight 
590) |(stesliPronzerFlsted! | iy" Sgn | ei 12 4740 | 10 |1 Ib. 4 oz, 
with Brass Tube 7 = 77 77 
PERUSE Ye) PRA | 12 | 7770 4740 10 |1 1b. 4 oz. 
059d All brass | 11/32” 1290 | 210 
Finish US 4 | 28/64" 7770 | 1290 
No. 699 
| Secure Lever 
Strike: No. 49S, brass, to order only 
b-A-L] 
CTSK.FOR ail 
N24ScREWS oS 
A Regular Possible |2 Nickle Plated | 
For Thickness of Material Key Key Steel Keys | Standard | 
No. Material Regular Also Available Changes Changes Biank No. Pack Weight 
699 Steel. Bronze Plated | 7/// Ve ea a 12 36 4151 10 2 Ibs. 
| with Brass Tube 


Finish US 4 
8 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH 


DRAWER LOCKS 


No. 625 
Ward Construction 
Strike: No. 7S, Brass, to order only 


Operation: Keyhole double cut for 
cupboard and drawer. 


1 Nickel Plated Malleable Standard 
Material Key Change Iron Key Blank No. Pack 


No. 803X 
Ward Construction 


No. 803XB 
Ward Construction 


1 Nickel Plated Steel Key 
Blank No. 


A 
For Thickness of Material 


No. Material Regular Also Available Weight 
803X | Steel Bronze Plated ie Ye!’ Material—No. 8560A | 59 |2 lbs. 10 oz. 
Brass Tube Y%'’ Material—No. 8560B 


Finish US 4 


| 1 _ |2.Nickel Plated Steel Keys No. 415] 50 _|2 Ibs. 10 oz. 


No. 803 


Ward Construction 


A 
For Thickness | 1 Nickel Plated Steel Key | Standard 
No. Material Key Change | _ of Material Blank No. Pack Weight 
803 Steel Bronze Plated 1 tee 4179 50 2 Ibs. 3 oz. 
Brass Tube 


Finish US 4 
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No. 215 CASE 


cTSk FOR 
N@4 SCREWS, 


No. L215A 
Type of L215C 


No. 215A CYL. 


| KH", 7%", 


LH CUPBOARD 


Cylinder 
Adjusting 
Tool No. 215C CYL. 
Furnished with Adjustable for material 
each lock. TY" 1%" 1594" 


Adjustable for material 


ADAPTA LOCK 


9-WAY 
LOCK ENSEMBLE 
PIN TUMBLER CYLINDER 


Can be masterkeyed. 


Strike: No. 12S, brass, to order only. 


Meets 95% of the demand for 
cabinet and drawer locks 


One lock — can be furnished in 

three different positions Right or left hand 
cabinet doors or drawers simply by retracting a 
plunger and rotating cylinder. 


Case or cylinders can be ordered separately. 


a 
Complete Adjustable 

Leck with Lock Only Cylinder for Thickness Regular Key | 2 Nickel Plated Brass Standard Weight 
Cylinder No. Material No. No. of Material Changes Keys Blank No. Pack 

L215A_ | All brass Finish US 4 215 215A Hy", "1" All 8632C R1 (4 Pins) 6 |2Ibs.2 oz. 
L215C All brass Finish US 4 215 215C | 1%", 1%", 1%" | Different | 8618C R1 (5 Pins) 6 |2 Ibs.8 oz. 


ADAPTA-LOCK ® — Patent No. 2,707,385 


10iF a SPECIFIC KEYWAY 1S REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


A 2 Brass N P. Keys 
For Thickness of Material Regular Key Changes Blank No. on Standard 
No. Material Regular | Also Available all Numbers Pack | Weight 


0370B | All brass he" w", 1%" %" wood. No. 8632C R1 (4 Pins) él Dies 


Finish US 4 i aes %"-1Y_" wood. No, 8618C-R1 (5 Pins) 


CUPBOARD LOCKS 


No. NO764L 
Pin Tumbler 
Can be Masterkeyed. 


Strike: No. 2540, brass, to order only. 


Z Operation: Bolt shoots right and left for 
1% | | either hand door. 


DIA. To Federal specification FF-L-486 (June 
5, 1950) Type 957—1%" Dia. 
Pade 
A 2 Nickel Silver 
For Thickness of Material Regular Keys Standard 
No, Material Regular Also Available Key Changes Blank No. Pack Weight 


6 2 Ibs. 4 oz. 


NO764L | All brass | 7%” WV" All ¥%"’ wood—No. Z1-60-4 (4 Pins) 
Finish US 4 1%" Different 7%" 14" 1%" wood —No. Z1-60-5 (5 Pins) 
No. 0737 
A 5, 
br +3 Pin Tumbler 

ce 3 } Can be Masterkeyed. 

Z fe Strike: No. 2540, brass, to order only. 
Operation: Bolt shoots right and left for 
either hand door. 

“148 DIAHOLES. 
To Federal specification FF-L-486 
; (June 5, 1950) Type 957—%"" Dia. 
A 
For Thickness of Material Regutar 2 Nickel Plated Brass Keys Standard 
No. Material | Regular | Also Available Key Changes Blank No. Pack Weight 
0737 | All brass | 74 %" All No. 8618C —R1_ (5 Pins) 6 |Ilb. 120z. 
US 4 1%" 1%” Different 


12: IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINiS 


i ra’ =] 
LOC 


No. 02067 
Disc Tumbler 


Can be Masterkeyed. 
Strike: No. 7S, brass, to order only. 


Operation: Reversible for either hand door. 


A 
Thickness of Material 


‘ Masterteved | 2 Nickel Plated Brass Keys 
Material Regular | Also Available Changes Blank No. 


Hl—1V0" 5865JVR (5 Discs) 
200 | 1400 700 8658JVR (6 Discs) 


Standard 
Pack 


Weight 


Cylinder Pressure 
cast, Finish US3 


No. 0784 


Secure Lever 


Can be Masterkeyed. 

Strike: No. 49S, brass, to order only. 
Operation: Bolt shoots right and left for 
either hand door. 

To Navy specification MIL-L-2898C Type 
A (3/8/61).. 


A B Possible | Masterkeyed | 2 Zinc Plated 
For Thickness of Material Depth of Case Key Key Steel Keys Standard 
No. Material Regula Special | Changes Changes Blank No. Pack Weight 
0784 | ,Allbrass, | ye” Hl We" W'1" | 9/32 1290 4126C 10 |2 Ibs. 4 oz. 
% 3 35/64| 7770 1290 
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aD 


CUPBOARD LOCKS 


No. 0244 


Secure Lever 


Can be Masterkeyed. 


Strike: No. 52S, brass, regularly furnished. 
Operation: Bolt shoots right and left for either hand door. 
To Federal specification: FF-L-486 Type 960 (June 5, 19.50). 


A Possible Masterkeyed | 2 Nickel Plated 
Fer Thickness of Material Key Key Steel Keys | Standard 
No. Material [Regular | Also Available Changes Changes Blank No. Pack Weight 
All brass 1/ Au TA “ ye’ sg 
0244 | ,Allbras | 7%” [a 1” 1%" 1%”| 16800 | 2394 ANBIA 10 5 Ibs. 
No. 0749 
Secure Lever 
Can be Masterkeyed. 
Strike: No. 46S, brass, to order only. 
Operation: Bolt shoots right and left for 
either hand door. 
To Federal specification: FF-L-486 
(June 5, 1950) Type 950. 
Regular | Possible | Masterkeyed 
For Thickness of Material Depth of Case Key Key Key 2 Nickel Plated] Standard 
No. Material ~ Regular Also Available “Regular | M Special 2d] Changes} Changes Changes Steel Keys Pack Weight 
0749 | Allbrass Finish US 4 | Yo" —H!'—1VA""|9:/32" | 12 i 4144B 10 1 Ib. 
| [1290 [| 210 
Me 
Pironscn No. 0750 


Secure Lever 

Can be masterkeyed. 

Strike: No. 51S, brass, to order only. 
Operation: Bolt shoots right and left for 
either hand door. 

To Federal specification: FF-L-486 

(June 5, 1950) Type 950B. 


A B Regular | Possible | Masterkeyed| 2 Nickel Plated 
For Thickness of Material Depth of Case Key Key Key Steel Keys Standard 
No. Material Regular | Also Available | Special| Regular | Changes | Changes Changes Blank No. Pack Weight 
All brass Yl! Ya" Eyag | 
0750 | Fishus 4 %e 1Ve | Ye 12 4127B 10 2\bs. 4 oz. 
i i y, | 1290 | 7770 1290 
14 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINIS’” 


CUPBOARD LOCKS 


No. 587H 


RIGHT HAND 
MOUNTING DIMENSIONS 


LEFT HAND MOUNTING DIMENSIONS 


A 2 Nickel Plated Standard 
No. Material For'Thicknessof Material! | S*¥ Changes Steel Kay Pack Weight 
Steel, M&T bronze 
587H plated with brass yr 12 4113B 10 2 |bs. 
cyl. 


No. 701B 
Ward Construction 


Operation: Keyhole cut for drawer and 
cupboard. Bolt shoots right and left for 
either hand door. 


1 Nickel Plated 
Malleable Iron Standard 
No. Material Key Changes Key Blank No. Pack Weight 
7O1B | Steel-bronze plated 1 4359K | 10 1 lb. 2 0z. 
@) O 


Ward Construction 


5 | No. 7O4L 
| Operation: Keyhole cut for drawer and 


1 ‘i P cupboard. Bolt shoots right and left for 
| A either hand door. 


4 HOLES 


Bon 
1 Nickel Plated 
Malleable Iron Standard 
Matera Key Changes Key Blank No. Pack Weight 
7O4L | Steel—bronze plated 1 | 4409K | 10 2ibs. 9 oz: 
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iL Lit 
INTERSUNK 
RN 1% a 
Lae: 


No. 0168 
Pin Tumbler 
Can be Masterkeyed. 
Strike: No. 165, brass, regularly furnished. 


Hook Bolt: Not self locking. Retracts when 
unlocked. 


For Thickness cf Material Regular 2 Nickel Plated Brass Keys Standard 
No. Material Regular | Also Available Key Changes Blank No. Pack Weight 
0168 | All brass i" %" %"’ wood. No. 8632C — R1 (4 Pins) 6 1 Ib. 10 oz. 
Finish US 4 1%" All different | %'’1¥" wood. No. 8618C—R1 (5 Pins) 


No. 0142P 
Secure Lever 
Double link. Not self locking. 


To Federal specification No. FF-L-486 
(June 5, 1950) Type 901. 


A Regular Possible 2 Nickel Plated 
For Thickness of Material Key Key staal Keys Standard 
No. Material Regular Also Available Changes Changes Blank No. Pack Weight 
0142P All brass y" A" 12 252 4107 10 T lb. 8 0z. 
Finish US 4 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH 


Brass Regular Possible 1 Nickel Plated 
Escutcheon Key Key Malleable tron | standard 
No. Material ie a By Changes Changes Key Blank No. Pack Weight 
80 Steel-bronze plated| 2614 1 2 4491 | 10 |1tb.150z. 


fTHECT INnCKS 
lane LLL LOCKS 


No. 80 
Secure Lever 
Double link. Self locking. 


No. 34 
Ward Construction 
Double link. Not self iocking. 


Nickel Plated 

Malleable | 
No. Material Key Changes | Key'BlankNo| Pack’ Weight 
34 Steel— bronze plated 1 4780 10 1 Ib. 4 oz. 


DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 
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LOCKER LOCKS 


No. 15622 
Pin Tumbler 


Can be masierkeyed. 


Note: Key can be withdrawn only 
when locked. 


18 iF A\ SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINI. 


No. 581X 
Secure Lever 


Can be masterkeyed. 


Regular Possible Masterkeyed 2 Nickel Plated 
Key Key Key Steel Keys Standard 
No. Material Regular | Also Available | Changes Changes Changes Blank No. Pack Weight 
581X | Case — Steel, cadm’m Y"" yl’ 12 7770 1290 4120A 10 3 Ibs. 


plated; brass tube and 
bolt, Finish US 4 


No. 582X 
Secure Lever 


Can be masterkeyed. 


To Federal Specification FF-L-486, Type 
965 (June 5, 1950). 


A Regular Possible Regular Possible |2 Nickel Plated 


: For Thickness of Material Key Key \Masterkeyed/ Masterkeyed| Steel Keys Standard Weight 
No. Material Regular Also Available | Changes Changes |Key Changes/ Key Changes} Blank No. Pack 
582X | Case — Steel, cadm’m yy’ Hy’ Hr," 12 7770 1290 4090 


4120A 10 3 Ibs. 
plated; brass tube and 
bolt, Finish US 4 
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SLIDING DOOR LOCKS 


| 
| 
| 
| 


Pin Tumbler 


Can be masterkeyed. 


_ Strike: No. 17F96, brass, regularly | 
furnished. 


No. 02291X | 
} 


Ys 
Operation: Push Bolt Type 
To lock, push end of cylinder. To unlock, use key. 
For regular thickness 144”, throw of bolt is %4"; 
for %”, 1¥_", throw of bolt is ¥”. 
A Regular 2 Nickel-Silver 
For Thickness of Material Key Keys Standard 
No. Material Regular Also Available Changes Blank No. Pack Weight 
02291X All brass 1%" Tel 14" All A’ wood—No. Z1-60-4 (4 Pins) 6 1 Ib. 13 oz. 
Finish US 4 Different |1Y%') 1%” wood No. Z1-60-5 (5 Pins) 


No. 02291 


Pin Tumbler 

Can be masterkeyed. 

strike: No. 022905 brass, 
regularly furnished. 

Operation: Push Bolt Type 

Note: To lock, push end of cylinder. 

To unlock, use key, 

To Federal Specification FF-L-486, 
Type 970 (June 5, 1950). 


ry Regular 2 Nickel Plated 


For Thickness of Material Key Brass Keys Standard 
No. Material Regular Also Available Changes Blank No. Pack Weight 
02291 All brass A" ye" All 8618C-R1 6 1 lb. 11 oz. 
Finish US 4 Different (5 Pins) 


No. 02291L 
Pin Tumbler 


Can be masterkeyea. 


Strike: No. O2291L, brass 
regularly furnished. 


To unlock, turn clockwise with key. Pin on end of bolt locks behind 
strike which prevents doors from being spread apart. For protection of 


| 

. 
Operation: To lock, push in cylinder and turn counter-clockwise with key. 
doors, bolt is locked in both in or out positions. 


A Regular 2 Brass Keys 
For Thickness of Material Key Nickel Plated Standard 
No. Material Regular Also Available Changes Blank No. Pack Weight 
02291L All brass Ya" 14" —1%" All Different | 8618C — R1 6 1 Ib. 13 oz. 
Finish US 4 (5 Pins) 


20 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


COUNTERSUNK 
FOR No. 5 


Tl 


| = 


SLIDING DOOR LOCKS 


No. 02290 
Pin Tumbler 


Can be masterkeyed. 


strike: No. 022905, brass, regularly 
furnished, 

Operation: Push Bolt Type 

To lock, push end of cylinder. 

To unlock use key. 

To Federal specification FF-L-486, Type 
970 (June 5, 1950). 


a 


? 


A Regular 
For Thickness of Material Key | 2 Brass Keys N.P. Standard 
No. Material Regulor Also Available Changes Blank No. Pack Weight 
02290 | Allbrass, A" %"—1%" | All %'’ —5862C RI (3 Pins) 6 | 1lb. 5oz. 
Finish US 4 Different 14%’ —8632C-R1 (4 Pins) 


1%/’ —8618C-R1 (5 Pins) 


N°¢4SCREWS 


No. 02285 
Ward Construction 


Strike: No. 022908, brass, regularly 
furnished. 


Operation: Push Bolt Type 
To lock, push end of cylinder. 


To unlock, use key. 


A 2 Nickel Plated 
For Thickness of Material Key Steel Keys Standard 
No. Material Regular Also Available Changes Blank No. Pack Weight 
02285 | All brass, ih" 1%" 6 4773 10 1 lb. 2 0z. 
Finish US 4 
No. 02289 


Pin Tumbler 
Can be Masterkeyed. 


Operation: 

Three locking positions . . 
overlap of 1”, 1%” and 12”. Adjust- 
able clip is made to fit standard clear- 


. for glass 


ances. Compression holds it securely to 


inside glass panel. 


Forqicknens Regular aabievel ricted) 

; ie or 

Number Material | oF Material | Key Chonges Brass Keys a Weight 
02289 | All brass, ‘Finish US 260 | yr | all Different | 8618C-R1(5 Pins) 6 2 Ibs. 


DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 
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No. 1835 
Secure Lever 


1 Nickel Plated 
Steel Key Standard 
Blank No. Pack Weight 


4140A 6 


Material 


Steel, Finish US 4 


No. 15774 15774C 


OPERATION: Surface applied, self 
latching hook type strike. 


When unlocked, BOTH levers at end of 
case must be depressed fo open. Can 
be used as catch only by leaving in 


unlocked position. 


1 Nickel Plated 
Regular Steel Key Standard 
No. Material Key Changes Blank No. Pack Weight 
15774 Pressure castsanded nickel finish 1 5074K | 10 |1 lb. 2oz. 


15774C | Same as above except without locking mechanism 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


SESAMEE COMBINATION LOCKS 


183 
Fata | 
ic) 


These locks are particularly adaptable for installation on 
wood, fibre, leather or metal boxes such as jewel cases, silver 
chests, camera cases, humidors, tool or tackle boxes, cash 
asz PARTING LINE boxes iste: 

| Mi FI] Bee Corbin-Sesamee Locks provide for the establishing of your own 


1 
em private number and they give you a thousand numbers from 
2-HOves which to choose. 
aderisiia, | ¢ ‘i 


1 


1.590 
1.595 


4432 


Opening numbers are quickly and easily set, and can be 


254 changed at any time if desired. 


[256 
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14 
1452 


PARTING LINE FRONT PLATE 


Lock 
a 
FRONT 
PLATE 
Fon privers 
No. 441 | 
EOLES No. 441K 
{FOR ERivers if : FRONT PLATE 
Front Supplied | Possible 
Plate with |Opening | Standard 
No. Supplied Strike |Numbers| Pack Weight 
440 None 1 1000 50 |7 Ibs. 6 oz. 
4402 None 2 1000 50 {7 Ibs. 6 oz. 
441 441 Brass, fin. US3 1 1000 50/8 Ibs. 6 oz. 
441K 4A1K Brass, fin. US3 1 1000 50 8 Ibs. 6 oz. 
4412 441 Brass, fin. US3 2 1000 50/8 Ibs. 6 oz. 
4412K 441K Brass, fin. US3 2 1000 50 {8 Ibs. 6 oz. 
ron gaIvers Complete instructions packed with each lock. 


No. 4412 
23 
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sewer 


SESAMEE 
LUGGAGE LOCKS 


Opening number is quickly and easily set and can be changed 


at any time by owner. Full instructions furnished with each lock. 


Type of 423R 


No. 423R 
Possible Standard 
No. Material and Finish Hand Opening Numbers Pack Weight 
422R Brass US 3 Right 1000 10 2 Ibs. 13 oz. 
422L Brass US 3 Left 1000 10 2 Ibs. 13 oz. 
423R Brass US 3 Right 1000 10 3 Ib. 6 oz. 
423L Brass US 3 Left 1000 10 3 Ib. 6 oz. 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


16, 


STRIKES 


Ges 
td 
No. 02290S. Wrought Brass - 2 


. cTsk. cTsK. FoR 
FA es FORNE4 
er] Screws 


DO 


TSK, FOR 
NO.4 SCREW: 


No. 21-S. Wrought Brass 16S Wrought Brass 
? : CTSK. FOR | 
CTSK. FOR N°4 FH. SCRS. Is NO.3 SCREWS crsk =o 
x L "9 Sie 
B 2h 
¢ 64 
bs | a os |g F 37 ak 
aloss 64 ca 
COM.TOL. lea 3 
16 
mm 
ce) ce) sO Cf = 
No. 7S. Wrought Brass 2568 Wrought Brass 2571 Wrought Brass | No. 22S Wrought Brass 


i 


air 
lg a+ N®4 SCRS. 


og No. 1005, fey | le —_ 


No. 69S. Wrought Brass 


a SK 3ScRS. 
é2"| 1% fea a N@ 3SCRS. 


No. 68S. Wrought Brass’ 


CTSK. FOR N24 FH. SCRS. 15 CTSK.FOR Nt4 
=n lie——| SCREWS 
ees 
8 


Escutcheon Escutcheon 
No. 2540. Wrought Brass | No. 2614 Brass No. 2607 
No. 51S. Wrought Brass 
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® 


PANEL BOARD 
LOCKS AND CATCHES 


No. 15767 
Disc Tumbler 
Can be Masterkeyed. 


ea | 
tine Operation: Self Latching. Latch bolt | 
tate he retracted by lifting up on lift lever except 
ih + when lever is locked down by key. Key | 
#5 removable in either locked or unlocked 
‘ad Be position. 


Pane. curour 
FOR MOUNTING 


-EOGE OF PANEL. 


| 


Regularly furnished right hand, left hand when specified 


Regular and 2 Nickel Plated 


Made Possible Masterkeyed Brass Keys Standard 
No Material for Metal |Key Changes| Key Changes Blank No. Pack Weight 
15767 Lift Lever and Bolt — Pressure Ya inch 200 180 5865JVR 10 4 Ibs. 
Cast 2 Tone Chromium Finish | maximum (5 Discs) 
Case — Steel, Cadmium Plated 
15768 Same as No. 15767 except without keys or locking mechanism. 
No. 15791 


\ clkar ror 
32 sees, 


Disc Tumbler 


Can be Masterkeyed. 


Operation: 


Self latching. Latch bolt retracted by 
lifting ring pull except when ring pull is 
locked down by key. Key removable in 
either locked or unlocked position. 


PANEL CUTOUT 


Regularly furnished right hand, left hand when specified 


Made Regular and | Masterkeyed | 2 Nickel Plated Standard 
5 i rass Keys " 
No. Material for Metal eer Chataes Key Changes |__ Blank No. Pack Weight 
15791 Steel, cadmium plated, ring pull Ye inch 200 180 5865JVR 10 3 Ibs. 4 oz. 
and cyl. — brass, Finish US 14 maximum (5 Discs) 
IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE 
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THICKNESS OF WOOD, KEYING, AND FINISH. 


PANEL BOARD 
LOCKS AND CATCHES 


No. 15630 
Secure Lever 


Self latching. Latch bolt retracted by 
lifting ring pull except when ring pull is 
locked down by key. Key removable in 
either locked or unlocked position. 


Regularly furnished right hand, left 
hand when specified. 


2 Nickel Plated 


Made reg. Regular Possible Standard Weight 
No. | Material for metal Key Changes Key Changes Steel Kays Pack ot 
15630 | 


Steel, cadmium plated, ring pull Ye’ max. 1 5 4741C 10 3 Ibs. 4 oz. 
and cyl. — brass, Finish US 14 


EDGE OF CATCH: 


Ao = No. 15631 


Reversible. 
For right or left hand. 


Ring pull operates the bolt. 


CATCH ONLY 


Made Regular Standard 


No, Material for metal Pack Weight 
15631 | Steel, cadmium plated, ring pull Vg” max. 10 1 Ib.14 oz 
— brass, Finish US 14 


No. 797 


Secure Lever 


Operation: Latch bolt retracted 
by turning knob except when 
knob is locked by key. Knob op- 
erates bolt when unlocked and 
allows the lock to be used as a 


catch. 
— Nickle Plated Sandhed 
fegular i Steel Ki andar: 
No. Material Key Changer | Pestle | aioe No. Pack Weight 
. he 
797 | Steel, cadmium plated; bronze 1 Seana 4743C 10 3 Ibs. 
bolt; brass knob, Finish US 14 


DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


27 


This lock, with hook draw back, is particularly 


No. 2720 adapted to use on “break-glass’ emergency cabi- 
Pin Tumbler nets. Hook furnished only when ordered. 

CAN BE MASTERKEYED 

Right hand shown 


Operation: One-eighth turn of key retracts latch bolt. 
Regularly furnished right hand, left hand when specified 


2 Nickel Silver Keys 
Blank No. 


Cast bronze Finish US10 | $1-26-5 (5 Pins) 


28 |F A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


PANEL BOARD 
LOCKS AND CATCHES 


No. 15481AR 


Pin Tumbler 

Can be Masterkeyed. 

Operation: 

Latch Bolt: Steel Armored, Self Locking. 


A Regular 
For Thickness of Material Key 2Nickel-Silver Keys | Standard 
No. Material Regular Also Available Changes | Blank No. Pack Weight 
15481AR brass i" y%" All %'' wood—No. $8690S (4Pins)| 6 5 lbs. 12 oz. 
Finish US 4 Different |/’ wood—No. $8690 (5 Pins) 

154814 | Same as 15481AR except for left hand door 

15481ARS | Same as No. 15481 AR except furnished with dust cap to cover keyway 

15481AS | Same as No. 15481A except furnished with dust cap to cover keyway 
No. 0357SG 


PANEL CUTOUT 


Ward Construction. 


Operation: 
Latch Bolt: Self Locking. 


Furnished right hand only. 


Regular Possible 1 Bronze Key Standard 
No. Material Key Changes Key Changes Blank No. Pack Weight 
0357SG Brass, cast bronze bolt 1 12 04236 6 | 2lbs. 3 oz. 


DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 29 


CORBIN 


MOUNTING HOLE 


755 .630 
765 [1 640 


MOUNTING HOLE 


i 
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PIN TUMBLER CAM LOCKS 


No. 2722 
Pin Tumbler 
Can be Masterkeyed. 


Cylinder: Head 114)” diameter. Barrel 1%" diameter with slabbed 
off sides. Threaded entire length. 


Cam: 114” center to end of cam. 
Operation: Operated by a full turn of the key. Key removable on 
either locked or unlocked position. 


Not reversible. Regularly furnished right hand. Left hand fur- 
nished only when so ordered. Right hand cam in locked position 
at 9 o'clock — unlocked at 12 o’clock. Left hand cam in locked 
position at 3 o’clock — unlocked at 12 o’clock. 


Dust cap — can be furnished with dust cap to cover keyway see 
page 38. 


2 Keys 
Regular Nickel Silver | Standard 
No. Material Key Changes Blank No. Pack Weight 


6 3 Ibs. 6 oz. 


2722 | AllBronze All Different Z1-60-5 
Finish US 10 (5 Pins) 


No. 2719 
Pin Tumbler 
Can be Masterkeyed. 


Cylinder: Head 1%,” diameter, flush with collar, Barrel 34” 
diameter with slabbed off sides. Threaded entire length. Fur- 
nished with dust cap when so specified. 

(see page 38) 

Collar: Recessed cylinder collar 1%," diameter, 3,” high. Not 
beveled, straight sides. 


Cam: 114” center to end of cam. 
Operation: Operated by a quarter turn of the key. Key removable 


in locked position only. Not reversible. Regularly furnished 
Right Hand. 


Left Hand furnished only when so ordered. Right hand cam in 
locked position at 9 o’clock — unlocked at 12 o'clock. 

Left hand cam in locked position at 3 o’clock — unlocked at 12 
o'clock. 

Cam can also be positioned to lock at 12 o’clock or 6 o'clock. 


= 2 Nickel-Silver mrandard 
egular 
No. Material Key Changes Keys Pack Weight 
2719 All Bronze | All Different S$1-26-5 6 1 lb. 4 0z. 
Finish US 10 (5 Pins) 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


Conon) 


No. 15783W 


rage 


Fe 


1y 
6 


. IS! 
THD. % 


DIA, 


No. 15783WA 


MOUNTING. HOLE FOR 
15783, 15783W 
15783WA 


PIN TUMBLER CAM LOCKS 


OPERATIONS 


Locks operated by full turn of key — key removable in locked or unlocked position. 


No. 15783 


Pin Tumbler, 


Can be Masterkeyed. 


Not Reversible — Regularly furnished right hand. 


Left hand furnished only when so ordered. 


Cam Rotation 


Right hand — 90° from 12 to 9 o'clock 
Left hand — 90° from 12 to 3 o'clock 


Cam rotations also available from 6 to 9 o'clock and from 6 to 3 o'clock. 


2 Brass 
Nickle Plated 
Regula: Keys Standard 
No. Material Key Changes Blank No. Pack Weight 
15783 Brass 8618C-R1 
15783W All Different (5 Pins) 6 1 Ib. 6 oz. 
15783WA Finish US 14 
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PIN TUMBLER CAM LOCK* 


No. 15748XC2S 
Type of No. 15749 
and 15750 


Cams: Regularly furnished two lengths. See Dimension “A” in table. 
Cams measured from center of cylinder to end of cam. Other cams 
available see page 39. 


Cam Positions: Regularly furnished with cam mounted in locked posi- 
tion at 12 o’clock. If required different, please mention position when 
ordering. End of cylinder plug milled square and cams punched with 
square hole to allow cam to be applied in any one of four positions. 


Cam Rotation: Furnished with 90° or 180° rotation. State which is re- 
quired. (Regular rotation 90° clockwise from 12 to 3 o’clock.) 
Key removable in locked position only. 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


-765 
1755 
R. -661 
eat | 
CUTOUT'‘FOR MOUNTING 
Ft 
Beata la Regular 2 Nickel Plated Brass Standard 
Material Key Changes Keys Blank No. Pack 
8632C-R1 (4 Pins) 1 Ib. 10 oz. | 
Brass All ; a aera Meee 
Sid earl el 8618C-R1 (5 Pins) 1 Ib. 11 oz. | 
8618C-R1 (5 Pins) 1 Ib. 12 oz. 
Distance ‘a 
Under Head / 
to Cam 
15748XC2S 
15748XC2L 
No. 15748 apreekes fe 
i 15748XC3L yn 
Pin Tumbler a 
15748XC4S %" 
Can be masterkeyed 15748XC4L H" 
15748XC5S nm" 
15748XC5L 4" 
15748XC6S he” 
15748XC6L %" 
Distance = 
ength Resection 
to Cam 
No. No. A B BI BO 
15749xC2S |C2S} %” |." 
15749XC2L | C2L} 1%” |." 
avr a 
No. 15749 15749xC3s | C3S| % ‘ 
. 15749XC3L | C3L| 1%” ie" 
Pin Tumbler 
15749xC4s | C4s| 3%” Ker 
Can be masterkeyed 15749XC4L | C4L} 1%” He" 
15749XC5S | C5S| %” U6" 
15749XC5L | C5L| 1%” THe" 
15749Xxc6S | CéS}| 3” 1 
15749XC6L } 
_ 
Distance . 
Under Head 
Length 
5 con [Ca | ecam 
jee No. No. | A B | at / 
— : 
I 15750XC2s | C2s] %”|1” | 
ye 15750xc2L | c2L| 1%”|1” | 
i 15750XC3S | C3S} %” K" } 
— it Ne? 15750 15750XC3L | C3L| 1%” he | 
conan a | 38 Pin Tumbler 15750xC4s | C4s| 4” y" | 
r Can be masterkeyed 15750XCAL | C4L} 14” A" 
x 15750xc5s | C5s| %” 1%" 
Bee fon 15750XCS5L | C5L| 14” 1K" | 
: 15750XC6S | C6S} 3%” 1%” | 
32 } 15750XC6L | CéL| 1%” 14" | 


i ie 
Ys ae 
cei 
as 
MG 
ns 2 
es 
630 
.640[ >; | .755 


Le pr 


MOUNTING HOLE 
No. 15258 


MOUNTING HOLE 
No. 15259 


MOUNTING HOLE 


MOUNTING HOLE 
No. 15853 


DISC TUMBLER 
CAM LOCKS 


No. 15258 


Disc tumbler can be masterkeyed. 

(Key and cam operation as described for No. 15751.) 
No. 15259 

Disc tumbler can be masterkeyed. 


(Cam rotation 90° clockwise standard. Locked at 12 o/clock 
Unlocked at 9 o’clock. Key removable both positions. Other 
cam positions available as described for No. 15751.) 


No. 15258, illustrated with standard com. Cylinder: Slabbed on both sides. 
Also available with clips. C15258 and C15259 for 18, 20, and 22 gauge metal. 


Regular Masterkeyed 2 Nickel Plated 


Key Key Brass Keys : 
No. Material Changes Changes Blank No. Weight 
200 


15259 [Finish US 14 200 1 Ib. 8 oz. 


A15259 Same as 15159 except cam is affixed with a nut. 


No. A15652DH 

Disc tumbler can be masterkeyed. 

(Key removable in either locked or unlocked position.) 
Cylinder: Slabbed on both sides. 

Cam: 180° rotation only. 


Regular Masterkeyed 2 Nickel Plated 
Key Key Brass Keys Standard i 
Changes Changes Blank No, Pack Weight 
S865JR (5 Discs) 1 Ib. 8 oz. 


Finish US 14 


No. 15853 

Disc tumbler can be masterkeyed. 

(Key removable in either locked or unlocked position.) 
Cylinder: Slabbed on both sides. 

Cam: 180° rotation only. 

No. 15853A 


(First key rotates 90° clockwise. 


Second key rotates 90° clockwise and 90° counterclockwise. 
This feature available in other disc tumbler locks.) 


Cylinder: Slabbed on both sides. 
Material and Finish: cast, nickel plated. . 


Regular Masterkeyed | 2 Nickel Plated 
Key Key Brass Keys _|Standard ; 
No. Material Changes Changes Blank No. Pack Weight 
| 15853 Pressure Cast 200 180 5865JR (5 Discs)} 10 1 Ib. 8 oz. 
| 158534 [Finish US 14 200 |5865JR (5 Discs: 10 1 Ib. 8 oz. 
| 
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Dust Cap 15751 K 
furnished when specified 
on 15751 only. 


STANDARDIZED 


DISC TUMBLER CAM LOCKS 


No. 1575 1XC2S 
Type of 15752 and 
5753 


1 | 
\ \ \ \ 


yy) by. 


ZE 


Also available with clip. 
C15751 


For 18, 20 and 22 gauge metal. 
BC15751 
For 14 and 16 gauge metal. 


Cams: Regularly furnished two lengths. See Dimension “A” in table. 
Cams measured from center of cylinder to end of cam. Other cams 
available see page 39. 

Cam Positions: Regularly furnished with cam mounted in locked posi- 
tion at 12 o'clock. If required different, please mention position when 
ordering. End of cylinder plug milled square and cams and stop cams 
punched with square hole to allow cam to be applied in any one of 
four positions. 

Cam Rotation: Furnished with 90° or 180° stop cam. State which is 
required. (Regular rotation 90° counter clockwise from 12 to 9 o'clock.) 
180° stop cam allows key to throw the cam 180° which permits the 
key to be withdrawn in either locked or unlocked position. 90° stop cam 
allows the key to throw the cam 90° which permits the key to be re- 
moved in the locked position only. 


Regular Possible | Masterkeyed | 9 Nickel Plated 
Key Key Key BrassKeys | Standard 
RSC HOe No: | Materialand Finish | Changes | Changes | Changes Blank No. Pack | __Weight 
| 15751 | Pressure Cast 1lb. 9 oz. 
: 8658JVR 
15752 ini 200 1400 700 4 10 1 Ib. 10 oz. 
15783 [yoeneS te (6 Discs) 1 Ib. 11 07. 
Distance 
Under Head 
Length to Cam 
Cam Cam 
No. No. A | B ryeaeg [ace 
15751XC2S Cc2s 7," %" 
No. 15751 15751XC2L | C2L | 1%" | %" 
Dic Tuber domme es | fe | alee 
A, 
Can be Masterkeyed. is7sixcas | cas | 74” Al 
15751XC4L C4L 14,” ¥%," 
15751XC5S C5S, 7," 4," 
15751XC5L C5L 1y4," 3," 
15751XC6S | C6S i" %" 
15751XC6L C6L 144" Ya" 
| 
Distance . 
Under Head 
Length to Cam ) 
Cam Cam 
No. No. A B BI Be | 
15752xC2S | C2S %" Ke" 
No. 15752 15752XC2L C2-L 14,” 134," 
Disc Tumbler Ler RECS C3S Ze, Wy," | 
5752 C3L 144" Wg" 
Can be Masterkeyed. 15752xC4S | CAS en ar | 
15752XC4L C4L 14%," He" 
15752XC5S | C5S i" V6" 
15752XC5L CSL 1y4,” He" 
15752XC6S CéS Ya" 1%” 
15752XC6L C6L 1," 1h." . 
Distance 
Under Head 
Length to Cam 
| Cam Cam 
| No. No. A Sees 
ty 15753XC2S C2S A % Ys ae 
No. 15753 15753XC2L | C2L Aga els . ! 
i na | Disc Tumbler 15753XC3S | C3S %" %" 
% 15753XC3L C3L 14% VA 
ieee Can be Masterkeyed. 15753XC4S c4s We yi 
15753XC4L C4L 14” x," 
15753XC5S C5S %," 14%" 
ap i.) 15753XC5L C5L 14” 14%" 
‘Seeiceny | 15753XC6S Cc6éS ue 144” 
THUNDER LENT | 15753XC6L C6L 14," 1," 
‘i 1 %_ —>| | | 
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CORBIN DISC TUMBLER CAM LOCKS 


® 


No. 15760 


THREAD LENGTH 
Vs a) 
Cams: Regularly furnished two lengths. See Dimension “A” in table. 


CYLINDER LENGTH t 
1y, Cams measured from center of cylinder to end of cam, Other cams 
pene fee Ee r 
. available see page 39. 


No.15760 Cam Positions: Regularly furnished with cam mounted in locked posi- 
tion at 12 o'clock. If required different, please mention position when 
ordering. End of cylinder plug milled square and cams and stop cams 


PERT punched with square hole to allow cam to be applied in any one of 
Length four positions. 
Cam Rotation: Furnished with 90° or 180° stop cam. State which is 
No. required. (Regular rotation 90° counter clockwise from 12 to 9 o'clock.) 
25 180° stop cam allows key to throw the cam 180° which permits the 
1576 OXC: key to be withdrawn in either locked or unlocked position. 90° stop cam 
15760XC2L aloe the ey to throw the cam 90° which permits the key to be re- 
15760XC3S moved in the locked position only. 
15760XC3L 
15760XC4S 
1576 0XC4L Ragulor “alae Metres AC Plated 
rass K 
1576 Oxcs5s No. Material Game Changs chariay Blonk No. ae! Weight 
15760XC5L 15760] Pressure Cast 
ReSEOREES panna e200 1400 700 eI. 10 | 11b.14 02. 
15760XC6L 


K-15760 @ VISUAL PACK — FACTORY SEALED 
@ BRIGHT CHROME FINISH 


@ PACKED WITH 1 STRAIGHT CAM — 4 POSITIONS 
1 OFFSET CAM — 8 POSITIONS 
1 FINISH ESCUTCHEON 
1 PRONGED WASHER 
2 KEYS 


ALSO AVAILABLE KEYED ALIKE — SPECIFY K-15760A 


Can be installed by simply Can be used on material up 
drilling a 34” diameter hole. to 1” thick. 


Card will hang on single — double 
Weight Per 

Box of Six or “U” type pegboard hooks. 

1% Lbs. 


35, 


No. 2061 
Pin Tumbler 
Can be Masterkeyed. 


Cylinder: Slabbed on both sides. 


Bolt, nut and cylinder packed unassembled. Bolt is 
inserted after cylinder is installed and is held in place 
by a spring retainer. Bolt can be removed by use of a 
picking tool. 


2061 


758 
MOUNTING HOLE 


-379R. 


Regular |2 Nickel Plated Brass! gy ndard Weight 
Material Key Changes Keys Blank No. Pack 
Brass Cylinder _All 8618C-R1 10 2 Ibs. 14 oz, 
Pressure Cast Bolt Different (5 Pins) 
Finish US26D 
No. 2060 


Disc Tumbler 
Can be Masterkeyed. 


Cylinder: Slabbed on both sides. 


Bolt, nut and cylinder packed unassembled. Bolt is 
inserted after cylinder is installed and is held in place 
by a spring retainer. Bolt can be removed by use of a 
picking tool. 


Ba -633 


Regular | Masterkeyed| 2 Nickel Plated Brass | Standard Weight 
MOUNTING HOLE ' No. Material Key Changes | Key Changes Keys Blank No. Pack 
| 2060 Pressure Cast 200 180 5865JVR (5 Discs) 10 1 Ib. 10 oz. 
| Finish US_ 15 


36 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


; 


const -« SPECIAL PURPOSE LOCKS 


= 
ru 


No. 2060C, Type of S2060C 
Disc Tumbler 


Can be Masterkeyed. 
(For 18, 20 and 22 gauge metal) 


Bolt, clip, cylinder and plug packed unassembled. Bolt 
is inserted after cylinder is installed. Bolt can be re- 
moved by use of a picking tool. 


Lockep 27 

posivion “otf 7%2 

H | UNLOCKED 
Position 


Clip Locks — Patent No. 2,948,141 


h 
Spring-In-Bolt Lock — Patent No. 2,962,888 
%0.0. | 
| 
ane Y°. 7515 | 
; “ne ) Regular |Masterkeyed| 2 Nickel Plated Brass | Standard | Weight 
No. Material Key Changes | Key Changes Keys Blank No. Pack i, 
Pressure Cast 5 Discs b. 10 oz. 
2060C Finish US26D 200 180 5865JVR (5 Discs) 1) 0z. 
626 min. Same as 2060C but with SPRING-IN bolt. 


MOUNTING HOLE 


No. $2060C and S2060GF 

Clip 

Made of tempered spring steel. Locks and snaps into place § 
with an assuring click. An exclusive and patented design 
holds clip securely in place; notches on clip engage notches 
on cylinder. ’ 
No time-consuming, fumbling assembly operations. No spe- 
cial installation skills needed. Just a snap and the job is done 
—on 14, 16, 18, 20 and 22 gauge metal. 
Spring-In-Bolt 

Bolt, clip and cylinder packed unassembled. Bolt is inserted 
after cylinder is installed. Bolt can be removed by use of 


TURNED-DOWN LEG 
PREVENTS PERMANENT SET 


POSITIVE 
POINTER, 


LOCKING 
NOTCHES. 


TURNED-DOWN LEG 
PREVENTS PERMANENT SET 


Patented Clip picking tool. 
No. 99F26 pat ) 
Az ) 
er j 
Ph Ke No. 2060GF, Type of S2060GF 
E ia Disc Tumbler 
Can be Masterkeyed. 
14 (For 18, 20 and 22 gauge metal) 
Yea 
34/55 Cylinder: Slabbed on both sides. 
| Bolt, clip, cylinder, and plug packed unassembled. Bolt 
position “Oat 72 | is inserted after cylinder is installed. Bolt can be re- 
it | uNLocKeo | moved by use of a picking tool. 
POSITION 
“ha 
i 
Iyo.v. 
Regular 4 
SHARP. RAD, and 
Se ae | Possible | Masterkeyed| 2 Nickel Plated Brass | Standard | Weight 
| No Material and Finish | Key Changes |Key Changes| Keys Blank No. Pack 
Pressure Cast i 
2060GF Finish US26D 200 180 5865JVR (5 Discs) 10 1 Ib. 10 oz. 
' S2060GF| Same as 2060GF but with SPRING-IN bolt. 


626 min. 


MOUNTING HOLE 
DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 
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@ t : 


No. 15538WA 


| 
aie 


STOP CAMS 


For Disc Tumbler Locks 


ACCESSORIES 


For Cam Locks 


WASHERS 


No. %1232-04 


EO } 


He Plug Lox Washer 


Cylinder Lox Washer 


No. 15552 
Pronged Washer 
For use under nut on 
wood application to 
prevent cylinder from 
turning. 


For use with locks 
15748, 15749, 15750, 15783, 
Ye 15783W and 15783WA. 


For 180° throw of cam. 


ESCUTCHEON 


t@ 


No. 15541 


For 90° throw of cam. 


For use with locks 2060, 15258, 15259, A15259, 
A15652DH, 15751, 15752, 15753, 15760. 


__, DUST CAPS 


No. 15786 


No. 15751 
Pronged Washer 
For use under nut on wood 
application to prevent 
cylinder from turning. 
For use with locks — 2060, 


15258, A15652DH, 15751, 
15752, 15753 and 15760. 


NUTS 


Disc and Pin Tumbler 
No. 20191 Cyl. Nut 


(Dise and Pin 
Tumbler) 


No. 20190 Cyl. Nut 


(Disc Tumbler) (Pin Tumbler) 


For use with locks 2719, 2722. 


ASSEMBLY PLATES 


No. 2701 % 


Also available with prongs. 
For use with locks 2060, 2719, 15258, yy 
A15652 DH, 15751, 15752, 15753, 
and 15760. 
Assembly plate for spot welding. Its 
use allows cabinet manufacturer to 
drill round hole in door. 


1 
No. 2702 a 
Also available with prongs 
For use with lock 2722. y 
Hs 
Wes 
Assembly plate for spot welding. Its 72 
use allows cabinet manufacturer to Pal 


drill round hole in door. 


38 IF A SPECIFIC KEYWAY IS = MUST SO SPECIFY. WHEN ORDERING INCLUDE THICKNESS OF WOOD, KEYING, AND FINISH. 


Dust Proof Shutters Can 
Be Furnished With Locks 
Listed Below: They are 
pushed back when key is 
inserted and automati- 
cally closed when key is 
withdrawn. To order, Suf- 
fix DP to number, i.e., 
No. 192-DP. 


192 2863 
193 2873 
906 N0686 
908 NO764L 
2882 2722 
2883 


Ss 
C5S — Same as C3S 


with reverse application. 


Cams for use with locks 15258, C15258, 15259, A15259, C15259, AC15259, 
15748, 15749, 15750, 15751, C15751, BC15751, 15752, 15753, 15760 


% 


= 
Ys | "Ae 


% 


ne 


he 
a 
1 Y, 


=a 


r 


No. 15751A 


he 
156 Rav. f 
Mig RAD. 


As 
232 
oh 
Sen 
No. C4L 


C6L — Same as C4L 
with reverse application. 


DIMENSIONS SHOWN FOR 


MOUNTING 
HOLES ON 
ALL CAMS 
-316-3.20 


SQUARE 


Sees 


"% 


No. C4S 
C6S — Same as C4S 
with reverse application. 


Ne faa 


Vv 
% ofa 
1 


No. 15728 


C5L — Same as C3L 
with reverse application. 


chest, drawer and cabinet locks 
@ COLORFUL, TRAFFIC-STOPPER DISPLAY! 


, HANGS ON PEGBOARD , 


Qo (@e—o 
“CUSTOM FIT” ic o2005 FAST NONE | HOLE” K 02066 


DOOR or DRAWER LOCK Doon 'S: DRAWER LOCK 


FASTENS 
TO WALL 


K 02065 iia Sik we K 02066 FAST ‘ONE HOLE” 
DOOR or DRAWER LOCK INSTALLATION DOOR or 
DRAWER LOCK 


K-300 
MERCHANDISER 
\ —Compact, 
convenient, 
colorful. 


Measures only 
STANDS ON 15" high, 


COUNTER i 
14" wide, 
OR TABLE 6 deep. 


te) (to 
SELF-LOCKING «x oioeen “IDEAL” 
CABINET LOCK 


designed for fast se/f-service sales 


An exciting first in a lock assortment... 
only from CORBIN! Six quality locks, 
individually bubble-packed and carded to 
ee SELF RTE REaRC RAEN CHESTALAGR : show use, simple ‘‘how-to” instructions and 
CABINET Loc | price area—all in plain view. A “natural” 
for easy, profitable, self-service sales! 


WEIGHT PER 
ITEMS BOX OF SIX 


rr a — 


aa | 


e—- 
EASY. cz 


noe 


ae 
"RE-NEW-IT" x vow 
DOOR or DRAWER LOCK 


DOOR or ive Lock 


K 02065 1 Ib. 10 oz. 
| K 02066 1 Ib. 10 oz. 
] K 02068%4 2 Ibs. 

K 34 1 Ib. 4 oz. 

K 701B 14 oz. 


K 699 1 Ib. 4 oz. 


\ K-300 ASSORTMENT 


| consists of six each of Or Veie 


11 Ibs. 6 oz. 


K 701B **RE-NEW-IT'" DOOR K 699 EASY-ON-DOOR or the above items 


or DRAWER LOCK DRAWER LOCK 


K-3 WIRE RACK DISPLAY FREE WITH K-300 ASSORTMENT 


Above bubble-packed items also available as open stock in boxes of six. 


CORBIN GABINET LOCK DIVISION 


THE AMERICAN HARDWARE CORP. e NEW BRITAIN, CONN. 


| 


40 
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 ORBIN Wy yu 
; Ams 
_OCK, ‘LINE 


CORBIN CABINET LOCK DIVISION NEW BRITAIN, CONNEETICUT 


Printed in U.S.A 


x 


eeeoeeeee 


Gay SESAMEE PADLOCKS 


PERSONAL SAFETY PADLOCK 


436D 
ATTRACTIVE 2 COLOR 
DISPLAY BOX 1 


ur 
past 
a 


AOENED 


3 ; ue 
| No. 437N 
2% y, 
Te Personal -adleck without a key ; 
The rugged all-brass padlock, with case hardened steel =a 


shackle zinc plated to resist corrosion, may be used under all 
conditions with the assurance of giving long satisfactory serv- 
5 | ice. It is particularly suited for out-of-door use where com- 
| plete safety is desired. Corbin-Sesamee, “the padlock with- 

out a key”, means strength and simplicity in locking security. 


No. 438N Opening number is quickly and easily set. and can be 
! changed any time by the owner. Full instructions furnished 


with each lock. 


Height of | Possible Opening |Standard Weight 
No. Material Shackle Shackle Numbers Pack ae 
436D i Brass Hardened steel, me - : 3 
(is packed 436N finish US4 zinc plated, iridited Ts TOeg0 e eilbs) 10lors 
with 436N Bae = : x 
padlock)  0436N Renee Brass % 10,000 6 2 Ibs. 10 oz. 
Brass Hardened steel, VF 
437N finish US4 zinc plated, iridited 2%, 19,200 id zi abe. mez 
Brass Hardened steel, 3 
sen finish US4 zinc plated, iridited 2 10,000 J Sa 


Chain: Can be furnished with 9’ chain. Steel shackle 
2217 chain assembly. Brass shackle with 02217 chain 
assembly. In ordering affix “C’” to number, thus, 436NC, 
etc. 
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Sie> PADLOCKS 


® 


2881 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 288114, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2217 chain assembly. Brass shackle with 02217 chain 
assembly, In ordering affix C" to number, thus: 2881C, 


etc. 
| rea ] A Height ofNumber | Regular | 2 Nickel 
Number Shackle | of Pin | Key | Plated [Standard] W.ia4y 
Case Shackle Opening |Tumblers | Changes |Brass Keys| Pack ron 
| 
Solldiprasml Donn j All 
| 2881 Solid brass | Solid brass % 5 a Diterent [8618-1] 6 | 2 Ibs. 1202. 
Solld brass ||| Hardanedisfae!) F All 
een finish US4 | zinc plated, iridited % Pimn|miferent |Our 68 [2 Ibs Tiere: 
Solid brass | sof; ; All ; 
2esiw | Solid brass | solid brass % [ Dittrenr 8618C-R1] 6 | ibs. Box. 
Solid brass) | Hardened steels i All 
finish US4_| zinc plated, iridited hs Semel Ciftercntele ee eo | uber Bio 
2881AW " g : 1 
Solidibrass) | aa j All 
2881H Solid brass | Solid brass 2% 5 | oigeens [8618C-R1] 6 | 3 ibs. Box, 
Solid brass | Hardened steel, ” All . : 
SSBNAHD) Prins. |\-zineploledsiriditeds| (maces 5 |pifferent [8618¢ “| eR ee 
Solid brass Hardened steel, ” All \ 
288TAL || “tinishiUs4 | zine plated, iidited|| Pia Gificrent (Pec ine S NEB He 


2882 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 28824, ete. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly, Brass shackle with 02223 chain 
assembly. In ordering affix C" to number, thus: 2882C, 
etc. 


| encnn Height of [Namber T] Regular | 2 Nickel 
Hisomber Shackle | of Pin Key [Silver Keys | Standard Went 
Case Shackle Opening Tumblers | Changes |Blank No. | Pack eign. 
Solid brass 
2882 finch Usa | Solid bross ¥," i 5 ae 21-60-5 6 4 bs. 7.02. 
} Solid brass | Hardened steel, ae All 
2EmA i finish US4_| zinc plated, iridited | __% Seal Differenti| sco alice oS lbs Tice 
28825 Sos pee brass 1%," 5 |pincten | 2-605 | 6 — [4 tbs. 1402. 
Solid brass | Hardened steel, z All 
ir Soe A AS sl atintshitisd) | ‘Sinelplctad* tidied’ | acu oat a Bifferentille soe alle [ese isiaes 
cies | i ” 
1% 2882W pelea Solid brass 1%," 5 Sodas 21-60-5 6 4 bs, 14 oz, 
| Solid brass | Hardened steel, ” All 
TE ez OW || HnithUS4 || sinc plated itaitedl| aoe SONA Sitisrent | OES <p inace 
| : 
| 2882H eaatien Solid brass 2%," ERM een |te20.5 6 |élbs 14. oz, 
Solid brass | Hordened steel, i All 
ERE finish US4_| zinc plated, iridited | 22 [ Sl mellbinetent a) S pts Ese 
Solid brass | Hardened steel, ¥ All 
SERIA | Aithssé) || sinclated Additedt 04 5 Ipifterent | 21-605 | 6 — |4'lbs. 14 07. 
; =A see | 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING 


CORBIN 


PADLOCKS 


2883 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix %4 to num- 
ber, i.e., 288344, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly. In ordering affix “C" to number, thus: 2883C, 


etc. 


Material Height of |Number | Regular | 2 Nickel 
Shackle | of Pin Key |Silver Keys | Standard e, 
Number ck Weight 
Case Shackle Opening |Tumblers| Changes | Blank No, | Pack ¥ 
Solid brass if 1 All 
2883 finish US4 Solid brass a” 5 Different | Z1-60-5 6 5 lbs. 4 oz, 
Solid brass Hardened steel, Wwe All 
aeaae finish USA _| zinc plated, iridited He GAN |iDitstents| (2 ee ale pale) cb 
4 
Solid brass a ” All 
2883L finish US4 Solid brass 1% 5 Different Z1-60-5 6 5 lbs. 12 oz. 
Solid.brass | Hardened steel, y," All ent 
2883AL | finish US4 | zinc plated, iridited | 1% Sell pinatson lio ee = eae me (per eouaies 
Solid krass 5 ye All 
2883H finish US4 Solid brass | 2% 5 Different Z1-60-5 6 5 lbs, 12 oz, 
Solid brass | Hardened steel we All 
2883AH | finish US4 | zinc plated, iridited | 2% | BEBE: Different |= Lae le aeasies 


2863 series 
Pin Tumbler 


Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 286314, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly. In ordering affix “C'' to number, thus: 2863C, 
etc. 


* Can be supplied with 5 pin tumblers when so specified. 


ncael Height of [Number | Regular | 2 Nickel 
aaa Care | Shackle Opectne Hamble | Cuoteed (Beak Ne | eck | Sai 
Pp ig 9 

2863 ee Solid brass 214," 6 ee Z1-60-6 6 6 Ibs. 
2863A Faun uss Pacsieedl ridiied al" 2 Won Lise) 6 ole 
2863L Sel Solid brass 1%,” 6 Bi pe Z1-60-6 6 6 Ibs. 8 oz. 
gtesee Finish USE Bseiaad aed 14" 8 | iterent | 260-6 : See ices 
2863H folie wres® | Solid brass 2%" 6 one) (2160-6 ||) 8 6 Ibs. 8 oz. 
ancaan | Solstron [Heard | 2 | 6 [ov [2-04 | | capes 
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CORBIN 


PADLOCKS 


2873 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix Y%4 to num- 
ber, i.e., 287314, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly. In ordering affix "C"' to number, thus: 2873C 
etc. 


Material Height of] Number | Regular | 2 Nickel 
Number 2s Shackle | of Pin Key _ |Silver Keys Standard 
Case Shackle Opening |Tumblers| Changes | Blank No. | Pack Weight 
/ 
2873 Solid brass | Solid brass %" 7 Been 11-60-7 6 6 Ibs. 4 oz, 
pe F Hardened steel, ay" All % | 
% 2873A Solid brass | Jin plated, iridited Yo cA Different | 21-60-7 6 6 Ibs. 4 oz. 
28731 Solid brass | Solid brass 1%," 7 scat 21-60-7 6 6 Ibs. 4 oz. 
2 a Hardened steel, ” All 
2873AL Solid brass | ciated, iidited | 1% 7 Different | 21-60-7 6 6 Ibs. 4 oz, 
2873H Solid brass | Solid brass 2%" 7 Whyeemeae lt zt-soers |e 6 Ibs. 4 oz. 
| ; Hardened steel, og" All 
2873AH | Solid bross | inc plated, iridited | 2% 7 Different | 2160-7 6 6 Ibs, 4 oz. 
No. 178A series Pin Tumbler 
Can be masterkeyed 
Masterkeying: Available masterkeyed, suffix 4 to num- 
hee ber, i.e., 17814, 178 YA. 
%e Mo Chain: Can be furnished with 9-inch chain. Stee! shackle 
with 2207 chain assembly. Brass shackle with 02207 chain 
assembly. In ordering affix "C" to number, thus: 178C, 
1% 178AC. 
Complies with Federal Specifications FFP-101C (4-27-56) 
— Type EPE 1%” equals lock 178; Type EPB 1%” equals 
ear lock 178A. | 
Ke Note: Can be furnished with case stamped to cus- ; 
be] Va tomers’ requirements at no additional price. 
2 Nickel | 
Material Number | Regular | Plated | standard A 
Number vof Pin | Key Brass Keys] pack | Wciaht | 
Case Shackle Tumblers | Changes | Blank No. 
Solid brass, Hardened steel, All 
178A | = iheel finish zinc plated, iridited > “|| Different eee eure eI, 
_ 
| 
No. 190AFL series Pin Tumbler 
_ Can be masterkeyed 
enh lay.» we ss Masterkeying: Available masterkeyed suffix Yj to num- 
rf) 4a 3 ber, i.e., 190%4AFL, 190% FL. 
ae Chain: Can be furnished with 9-inch chain. Steel shackle 
, with 2203 chain assembly. Brass shackle with 02203 chain 
; assembly. In ordering affix "“C"’ to number, thus: 190AFLC, 
1% 190FLC. 
| Note: Can be furnished with case stamped to cus- _ 
tomers’ requirements at no additional price. 
T 
‘atestal Height of | Number | Regular | 2 Brass : 
GAS | Number Shackle | of pin | Key |N.P.Keys | Pack |  \ci9h! 
E Case Shackle Opening | Tumblers| Changes |Blank No. Peres 
1%” i Solid brass ass, | Hardened steel, ae All 
% T9OAFL | wheel finish zinc plated, iridited| _ 7@ S| pitterant OZ CESS gaia 
46 ‘oor, | Solid brass Solid brass ae 6 hu Different] 8687C-R1| 6 2 Ibs. 5 oz. 
\ 


wheel finish 
i IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING. 


CORBIN 


, ii Height of |Number | Regular Bee 
Material A Plated | stand 
(©) Wee Shackle | of pin Key Brass Keys fanee Weight 
Case Shackle Opening |Tumblers| Changes | Blank No. 
ae i) of Solid brass _ All 
1% 191 etrcel finich | Solid brass yn 5 Different |8618C-R1 6 2 Ibs. 12 oz, 
Solid brass | Hardened steel, an All , 
ea wheelfinish_| zinc plated, iridited | __~ 5) prterent| CoueSE | ole a eens 
Solid brass, em All 
191W wheel finign | Solid brass 1% 5 Different |8618C-R! 6 3 Ibs. 8 oz. 
Solid brass, | Hardened steel, it All 
T9TAW | Wheelfinish | zinc plated, iridited | '% Dera Upinerental eos emees (tonics Rlgeles 
lid b | | 
Solid brass, . ” All 
191H SoclAnicn | Solid brass 2% 5 Different |8618C-R1 6 3 Ibs. 8 oz. 
Solid brass, Hardened steel, yy," All 
19IAH | Wheelfinish | zinc plated, iridited | 7% Sit il Ditrerent | SOveC RU Bom a liiaeeanas 
Solid brass, Hardened steel, ” All 
Ut eel zinc plated, iridited Dama boiterenta lec nlite SHO 
a 
192 serles Can be masterkeyed 
ig, Pin Tumbler 
if Masterkeying: Available masterkeyed, suffix Yy to num- 
| ber, i.e., 192Y%4, etc. 
J Chain: Can be furnished with 9-inch chain. Steel shackle 
1 with 2223 chain assembly; Brass shackle with 02223 chain 
4, 34," ] assembly. In ordering affix "C" to number, thus: 192C, etc. 
‘ | Complies with Federal Specifications FFP-101C (4-27-56) 
; 
| —Type EPB 134” equals A192A. Type EPE 1%” equals 
192. 
° 
1% Note: Can be furnished with case stamped to cus- . 
i" tomers’ requirements at no additional price. 
Material ] Height of Number Regular 2 Nickel Standard 
Number Shackle | of Pin Key _ [Silver Keys : 
© “ | Case Shackle Opening |Tumblers| Changes [Blank No. | Pack | Weight 
UE | 
Solid brass, ; 5 All 77 
1 192 heel faich | Solid brass % 5 Different | 2160-5 6 4 Ibs. 7 oz. 
Be 34," i Solid brass, | Hardened steel, 9," All yA 
Wect: wheel finish | zinc plated, iridited % 5a Diterent hones ¢ ESS 
Solid brass : Fi All 
192s Wheel finish | S0lid Broce 1% 5 Different | 21-605 6 4 Ibs. 14 oz. 
Solid brass, | Hardened steel, » All om + 
SOZASIN Swhealfinih|(czinc plated) iridited: | 3 Different [eee ee | eo Nomen 
Solid brass, . € All 
192W heel finicy | Solid brass 1% 5 Different | 21-60-5 6 4 Ibs. 14 oz. 
} Solid brass | Hardened steel, ue All a 
192AWi | heel finish | <incplated,iridited ||‘ Sl pifterent [ialeO | coe aca 
Solid brass, - ” All 
192H seer nan | Solid brass 2% 5 Different | 2160-5 6 4 Ibs. 14 oz. 
: Solid brass | Hardened steel, ” All 
j 192AH | wheelfinish | zinc plated, iridited | 7% 5) | pitteventi eee | fees 
Solid brass Hardened steel, All 
192AM | Vheelfinish | zinc plated, iridited | 4 Si libifarenta|(s soe] Sint PBs ee 


PADLOCKS 


191 series 
Pin Turabler Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 191%, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2217 chain assembly. Brass shackle with 02217 chain 
assembly. In ordering affix ‘'C'’ to number, thus: 191C, etc. 


Complies with Federal Specifications FFP-101C (4-27-56) 
—Type EPB 11%)” equals AI91A. Type EPE 11” equals 
191. 

Note: Can be furnished with case stamped to cus- 
tomers’ requirements at no additional price. 
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<i PADLOCKS 


193 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix %4 to num- 
ber, i.e., 193Y%, etc. 

Chain: Can be furnished with 9-inch chain, Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly. In ordering affix “C'' to number, thus: 193C, etc. 


Complies with Federal Specifications FFP-101C (4-27-56) 
— Type EPB 2” equals A193A; Type EPE 2” equals 193. 
Note: Can be furnished with case stamped to cus- 
tomers’ requirements at no additional price. 


Materia Bian ot| Marte’ | Regulor | 2st [Stender] weian 

Number Case Shackle Opening |Tumblers| Changes | Blank No. Pack 

193 Solid bross. | Solid brass ay," 5 | recvng | 2160-5 iz 5 lbs. 4 oz. 
ce rea ee ee eee 
1931 Sele Solid brass 134" 5 aes 71-605 | 6 | 5tbs. 12 0z. 
WALD Spent aSeRIe Tidiica 1%" S$ Dinter nySO S Des 
193H beaeay? Solid brass 2%” 5 lpittvem [21-605 | 6  |Sibs. 1202 
saan ncaa REeaRe nae: 28 2 > |piteren Caples s eilaeliazs 


A8 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING, 


“ae PADLOCKS 


® 
| ats 
| 
| 
; 
SK VAldd 
%a 249" 
No. 900 
1% Pin Tumbler 
Chain: Can be furnished with 9-inch chain. Steel shackle 
” with 2207 chain assembly. Brass shackle with 02207 chain 
Ke assembly. In ordering affix ''C'' to number, thus: 0900C, 
| 900C. 
bel % 


2 Nickel 
Material Height of |Number | Regular | Plated ? 
Nember a Ghiceklal || oF Fin || iKeyiedl Brass'Keys||Stondard | an wean 
Case Shackle Opening [Tumblers | Changes |Blank No.} Pack 

Solid brass, | Hardened steel, Soph All z 

ese, wheel finish | zinc plated, iridited ‘6a Seliger en olliens Plseices: 
Solid brass, - ye" | All ; 

0900 vtheel fnich | Solid brass Mo 4 Different | 419744 6 1 Ib. 2 oz. 


904 series 
Pin Tumbler 


Can be masterkeyed 
Masterkeying: Available masterkeyed, suffix 4 to num- 
Ph ah ber, i.e., 904%, etc. 
Ke % Chain: Can be furnished with 9-inch chain. Steel shackle 
eae with 2217 chain assembly. Brass shackle with 02217 chain 
assembly. In ordering affix "‘C"" to number, thus: 0904C, 
etc. 
1 % 2 Nickel | 
eee Height of Number | Regular | Plated ‘ 
Nonben Shackle | of pin. | Key. [Brae Keys (Standerd | Weight, 
Case Shackle Opening |Tumblers | Changes | Blank No.| Pack 
Solid brass, | Hardened steel, S All 
«OD PY * poe wheel finish | zinc plated, iridited % oo etl Biierentelece cecilia 
64 Solid brass, 7 y" All i 
0904 Selig brass, | Solid brass Y, 5 |oierenr [8618C-R1 | 6 — | 2 Ibs. 12 oz. 
L Vy" a Solid brass, | Hardened steel, Fe All 
1% oo wheellfipishel zine blaledatiditactial muse ee slayiricny eels ee 
Solid brass, | : All 
0904w Selig ross: | Solid brass % 5 |ilens [86TBC-RI | 6 3 Ibs. 8 oz. 
Solid brass, | Hardened steel, ere All 
post wheelfinish | zincplatedsitidited| | = 22 Ipiteientl le SB ee eae 
Solid brass, | —,. % All 
Solid brass, | solid brass 2" Res See lasiscni |i 6 3\lbs, 8 oz. 
Solid brass, | Hardened steel, = All 
wheel finish | zinc plated, iridited | 4 >: lil Ditterentalee ake |e a Slee ee 
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PADLOCKS 


906 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 906%, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly. In ordering affix “C'’ to number, thus: 0906C, 
etc. 


2 Nickel 
| Height of | Number | Regular Plated 
Number Material Shackle | of pin | Key [Brass Keys |Standard| Weight 
) Case Shackle Opening |Tumblers | Changes [Blank No. 
Solid brass, | Hardened steel, in All rae 
| poe Whieelifiniahy|zine'plated:iridited: |i. S lForcal Asean lp OF alee 
Solid brass, . ” All 
| 0906 otrcel fitch | Solid brass % 5 Different | 21-60-5 6 4 Ibs. 7 oz, 
Solid brass, | Hardened steel, ” All “ens 
cee wheel finish | zinc plated, iridited % & Different | 7!-60-5 Z HEE oes 
09065 Solid brass, | solid brass 1%" 5 Al T7105 | 6 | 4tbs, 140% 
wheel finish be Different f i 
Solid brass, | Hardened steel, ” All 
goers wheelfinish | zinc plated;iridited | _'% 2 | Diferent Bee) Cy A bes iozs 
Solid brass, a ” All 
0906w eircel fitch | Solid brass 1% 5 Different | 21-60-5 6 4 Ibs. 14 oz. 
Solid brass, | Hardened steel, yn All Wr 
206H Mhaslnnisna| zine platedsiridited| |) 02" 2a \Wpirarantt| eke Glvibaes 
Solid brass, e All 
0906H wheel finich | Solid brass 2% 5 Different | 21-60-5 6 4 Ibs. 14 oz. 
: Solid brass, | Hardened steel, ” All a 
| 906M | wheelfinish | zinc plated, iridited | 4 et l|aibiffetenits| ese ese dl eure tome | ca 


| 


| FOR RUSH ORDERS Corbin now offers two new service 

units . . . the 9904 and 9906. These units are shipped 
partially assembled to save you time and effort in key- 
ing operations. 

Illustration of partially assembled 9904 padlock shows 
_shackle and retainer screws and pin slide in place but 
“not set. After sizing pins and bitting keys pin slide is 
| pounded down and peened then screws are turned in with 
\ pair of pliers and ends peened. Simple polishing opera- 


The 9904 and 9906 Units are shipped in individual 
plastic containers complete with keys notched for proper 
spacing of pin springs. 


Chain: Can be furnished with 9-inch chain. No. 2217 for 
9904 lock, No. 2223 for 9906 lock. In ordering affix ''C"’ 
to number, thus: 9904C, 9906C. 


tion removes traces of assembly. Case Size, 
Inches 
; Seta beaten Hardened steel; F 
wen! wheel finish | zinc plated, iridited | page| SMS a) | Gunite 
Solid brass, | Hardened steel, i : 
ee Wheel finish |zine plated, iridited| | Pa Ua Een | ai eee 7s 
| 


IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING 


%" 


Matenal Height of |Number | Regular | 2 Nickel ; 
/ Number L Shackle | of Pin | Key  |Silver Keys es Weight, 
Case Shackle Opening |Tumblers | Changes | Blank No. | | 7° 
Solid brass, | Hardened steel, ne" All eo. 
kes; 2” = eA wheel finish | zinc plated, iridited He 5 eilMbtderent eseoe > 6 les 
Solid brass, ; aa All 
0908 seat Auch | Solid brass a A 5 Different | 21-60°5 6 5 lbs. 4 oz. 
= = 
Solid brass, | Hardened steel, All ne 
ohh wheel finish | zinc plated, iridited i (Lisi ens el) eae |) SG 
Solid brass, : All 
0908. soe nay | Solid brass 5.” plore nae ip 1c6055) 6 5 lbs. 12 oz, 
Solid brass, | Hardened steel, All 
oooh wheel finish | zinc plated, iridited a Different Maen . Ue cre 
Solid brass, . All 
0908H scl funk, | Solid brass 2%" 5 piverenn|aieos 6 5 Ibs. 12 oz. 
| 
/ 
No. P95 | 
Type of P95L | 
Pin Tumbler 


CORBIN 


PADLOCKS 


908 series 
Pin Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., 908Y%4, etc. 

Chain: Can be furnished with 9-inch chain. Steel shackle 
with 2223 chain assembly. Brass shackle with 02223 chain 
assembly, In ordering affix “‘C’' to number, thus: 0908C. 


Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix ¥%4 to num- 
ber, i.e., P9SY4, PISY4L. 

Chain: Can be furnished with 9-inch steel chain with 2214 
steel chain assembly. In ordering affix “‘C’’ to number, 
thus: P95C, P9SLC. 


2 Nickel 
: Height of | Number | Regular | Plated 
Meledal ‘Shackle | of Pin | Key | Brass Keys [Standard] — Weight, 
Number Cae Shackle Opening |Tumblers| Changes | Blank No. | Pack 
Solid pressure cast, | Hardened steel, yr 3 All 
P95 lovey lustre finish zinc plated, iridited % : DifferonPle eal ee DUERS 
P95L_ | Solid pressure cast, | Harden steel, 2” 6 All | g687¢-R1 10 | 5tbs. 10 oz. 
grey lustre finish zinc plated, Different 
iridited L 
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PADLOCKS 


No. P55 
Disc Tumbler 


; 
| 
| 
i 
| 


Chain: Can be furnished with 9-inch chain with 2207 steel 
chain assembly. In ordering affix “'C’’ to number, thus: 
P55C, etc. 


Beak 


1 
Ya Complies with Federal Specifications FFP-101C (4-27-56) 
—Type ED 1” equals P55. 
Ww 
” ] 2 Nickel 
(6) “fe Meee jeight of [Number | Regular Plated [Standard | Wai, 
a < Shackle | of Disc Key Brass Keys Pack Approx. 
1 Number Case Shackle Opening fumblers| © Changes Blank No. 
144 
4 F (canbe 
P55 See eae Fe Hardens ee yy" 5 | furnishedall | 4197%4YB| 10 | 11b,7 oz. 
grey lustre finis! zincbisied, different to 
iridited 300 changes) 
| - = 
P55H Solid pressure cast, Harden steel, “5 144 7 2 Ibs. 
grey lustre finish zinc plated, 16" 5 (can be 4197/48 10 
iridited furnished all 
different to 
300 changes) 


52 IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING 


Sachi PADLOCKS 


Ada WY, wy 


P65 and 9913 series 
Disc Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i,e., P6544, etc. 


Chain: Can be furnished with 9-inch chain with 2206 


Chain Assembly. In ordering affix "'C'' to number, thus: 
} P6SC, etc. 
Complies with Federal Specifications FFP-101C, (4-27-56) 
1h” —Type ED 1%" equals P65. 


asterkeyed Plated Stan 


Key Brass Keys Gil 
Changes _|Blank No. |' 


180 5865-JVR 
700 8658-JVR 
180 |5865-JVR 


700 _[8658-JVR 


Material 


Number 


Case Weight, 


Hardened steel, 
zinc plated, iridited 
Hardened steel, 
chrome plated 


Solid pressure cast, 
grey lustre finish 
Solid pressure cast, 
chrome plated 


3 Ibs. 14 oz, 


Ibs. 14 oz, 


Solid pressure cast, |Hardened steel, 200 180  |[5865-JVR AO iLateeeaee 
| grey lustre finish _|zinc plated, iridited | 6 | 200 | 1400 | 700 _[8658-JvR PSE 


oe =e 
"s [200] 1400 700 |aeseJVR 4 Ibs. 3 oz, 
» [5 | 200 | 200 [180 | 5865.JVR 
| re fi 2% 10 |4 Ibs. 3 oz, 
200 _| 1400 00 
| Solid t, [Hardened steel 200 | 200 
| pressure cast, |Hardened steel, apr i ; 
chrome plated _|chrome plated EES 1400! 700 | Bal eect 
Solid pressure cast, |Hardened steel, | 5 | 200 | 200] 180 | 5865JVR 
a. ey 10 |4 Ibs, 3 oz. 
grey lustre finish —_|zinc plated, iridited ae Ee 00 [200 8658-JVR 
Solid pressure cast, | Hardened steel, raner | 180 | 5865-JVR 
9913K | chrome plated chrome plated 6 700 8658-JVR eae eesiere 


No. P75 
Disc Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix %4 to num- 
ber, i.e., P75. 

Chain: Can be furnished with 9-inch chain with 2214 
Steel Chain Assembly. In ordering affix “C" to number, 
thus: P75C, P75Y%4C. 

Complies with Federal Specifications FFP-101C (4-27-56) 
—Type ED 1%” equals P75. 


| 2 Nickel 
5 Number | Regular | Possible |Masterkeyed| Plated Weight, 
| picterial of Disc Key Key Key Brass Keys | Standard Salts 
| Number Case Shackle Tumblers|Changes|Changes| Changes [Blank No. 
|p75 | Solid pressure cast,) Hardened steel, | 5 | 299 | 200 | 180 fesssvr | 10 | 41bs. 1502. 
ss grey lustre finish zinc plated, iridite é 200 1400 700 8658-JVR 
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CORBIN 


Solid pressure cast, 
grey lustre finish 


Material and Finish 
5 ee 


Hardened steel 
zinc plated, iridited 


PADLOCKS 


No. P65R 
Disc Tumbler 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix 4 to num- 
ber, i.e., PO5Y4R. 
Brass Clevis: Steel nickel plated ring and brass tag. 


Chain: Can be furnished with chain assembly No. 2206 
in ordering affix “C’” to number, thus: P65RC 


Nickel 
Possible |Masterkeyed| ‘oid, 


Key Key 
Changes 


Standard 
Pack 


Brass Keys 
Blank No. 


Weight 
4 Ibs. 3 oz, 


No. 500 
“LOCK OUT’ SAFETY DEVICE 


FOR USE ON SWITCHES, FUSE BOXES, 
BOILER ROOMS, ETC. 
Stops all possibility of starting equipment when mainte- 
nance or repairmen are working on it. Holes permit six 
different men fo put locks on a switch, Machine cannot 
be operated until last workman removes his lock. Coated 
with heavy vinyl plastic for top insulating qualities. 


Overall size — 44%" x 11” Standard Pack — 10 
Dia. Opening — 1” Weight, — 11 oz. 
No. P45 


Ward Mechanism 


Chain: Can be furnished with 9-inch chain, 2206 steel 
chain assembly. In ordering affix "“C"’ to number, thus: 


P45C. 
ca nee | "| 2Nickel 
jaterial and Finis Plated 4 
{ Key | steel Keys; |Standard | Weight, 
No. Case Shackle | Changes Blank No. Pack 
P45 Pressure cast Steel, nickel plated 4 8715 10 2 Ibs. 10 oz. 


54 | IF A SPECIFIC KEYWAY IS REQUIRED — ORDER MUST SO SPECIFY. WHEN ORDERING INCLUDE KEYING. 


“acai PADLOCKS 


No. 937G 
Secure Lever 


Chain: Can be furnjshed with chain. In ordering affix 'C"’ 
to number, thus: 937GC with 15-inch. steel cadmium plated 
chain No. 20S. 


Regular |Possible | 2 Nickel 
Key Key Plated |Standard| Weight, 
Changes |Changes |Steel Keys] Pack 


Material 
Shackle 


Number 
Case 


Malleable iron, 
cadmium plated 


Steel, cadmium 


plated 5556 10 2 Ibs. 12 oz. 


937G 


No. 2951G, 02951 
Secure Lever 
Can be masterkeyed 


Masterkeying: Available masterkeyed, suffix MK fo num- 
ber, i.e., 2951GMK, 02951MK. 

Chain: Can be furnished with chain, In ordering affix ‘C"' 
to number, thus: 02951C with 9-inch brass chain No. 8B, 
2951GC with 15-inch steel cadmium plated chain No. 20S. 


; Master- | 2 Nickel 
: Regular | Possible keyed Plated 
Material ; 
Nanbee sed Key Key Key Bronze Keys |Standard] Weight, 
Case Shackle Changes |Changes | Changes | Blank No. | Pack 
4 Lev. 
Steel, cadmium | Malleable iron, 252 
29516 plated cadiiibis plated 12 Bees 4090 5558 10 lbs. 9 oz. 
4090 
4 Lev. 
02951 Wrought brass | Bronze 12 aoe 4090 5558 10 8 Ibs. 9 oz. 
4090 
va OL 
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PADLOCK CHAIN 
ASSEMBLIES 


FOR ROUND WIRE SHACKLE PADLOCKS 
(SSS SSScOom 


No. 2207 Steel, Chain assembly for .203 dia. shackle Standard Pack — 10 
No. 15, Steel Chain, zinc plated finish Weight — 6 oz. 
No. 02207 Brass, Chain assembly for .203 dia. shackle For use with padlocks 178, 900 and P55. 


No. 1B, Chain, Brass, dipped finish 


No. 2203 Steel, Chain assembly for .262 dia. shackle Standard Pack — 10 
No. 25, Steel Chain, zinc plated finish Weight — 7 oz. 
No. 02203 Brass, Chain assembly for .262 dia. shackle For use with padlocks 190AFL. 


No. 2B, Chain, Brass, dipped finish 


Standard Pack — 10. 


No. 2217 Steel, Chain assembly for .312 dia. shackle : Weight — 8 oz. 
No. 35, Steel Chain, zinc plated finish For use with padlocks 191, 904, 2881 & 436N, 
No. 02217 Brass, Chain assembly for .312 dia. shackle 437N and 438N. 


No. 3B, Chain, Brass, dipped finish 
No. 2214 Steel, Chain assembly; same as above except for .281 dia. shackle (For use with padlocks P75, P95). 


No. 2223 Steel, Chain assembly for .375 dia. shackle Standard Pack — 10 

No. 35, Steel Chain zinc plated finish ; Weight — 10 oz. 
No. 02223 Brass, Chain assembly for .375 dia. shackle For use with padlocks 192, 193, 906, 908, 
No. 3B, Chain, Brass, dipped finish 2882, 2883, 2863. 


Standard Pack — 10 


No. 2206 Steel, Chain assembly for . 25 dia. shackle Weight — 10 oz. 
No. 55S, Steel Chain, zinc plated finish For use with padlocks P65, 9913, P45. 


PADLOCK EYES 


For single or double doors 


oo ai geen | 5 


oO Spot welded to surface Cut into edge and spot 
= welded to back 


Can be applied to metal cabinets in pairs to permit use 
of padlock to lock doors which are provided with handle 
or pull having no‘locking feature. 


No- Material Overall | _ Hole _ Standard — ay 
ee ee ees Size -_ Diam. Pack. | ~~ Weight = Z 
— 2527 | Wrought Steel; Galvanized Ve xe GE -10 pr. Tb. 3 oz, = ry 


LEVER & TEE 
HANDLES 
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CORBIN 


® 


2, | 


With and Without Locking 
Mechanism 


Nos. 2510, 2510% 
Type of 2510% 


Pin Tumbler 
Can be master keyed 
Handle: bronze, Finish US1O 


Cam: cast bronze, zinc plated 


Spindle: bronze, 5 in. on the diamond. 


Hand: Furnished regularly right hand, as 
illustrated. Left hand available when 
specified. 


Rods and Guides: not furnished. 


Dust Cap 
No. 2510 
Applied, typical application Available only with Triplelox 


Nos. 2510, or 2510%, 
! when so ordered, 


No. 2515% 
Pin Tumbler 


Can be master keyed 


(A) 
Handle 2 Nickel- 
or Knob Rose P Silver 
Size Diameter | Projection} Keys | Standard | Weight 
Number Operation Inches Inches Inches | Blank No.| Pack 
Top and bottom bolts and cam operated by a quarter 
turn of the handle except when they are locked by key. . it 4 ; ; 
2510 Key can be withdrawn only when bolts are in locked 2% % LAME | Shee iene 
position. (5 pins) 
4, | Top and bottom bolts and cam operated by a quarter : $1265 
2510% | turn of the handle except when they are locked by key. 2% % IAs | (5 pins) 1 13% Oz. 
25155/ | Key can be withdrawn when in either locked or unlocked | 2% x1 Ye 1% 1% $1-26-5 1 11 Oz. 
position. (5 pins) 
Without key or locking mechanism. Top and bottom 
bolts and cam operated by a quarter turn of handle. To 
2510% | use as dummy trim with handle, rigid and inoperative, 2% M% 1% | Without 1 13% Oz. 
adjust the rose so that the stop in shank of handle will 
be in the small slot of the rose. Cut off tongue of cam. 


bn 
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CORBIN 


With and Without Locking 
Mechanism 


Handle: bronze, finish US10. 


Cam: cast bronze, zinc plated. 


mond with %g in. threaded end when so 
ordered. 


specified. 
Rods and Guides: not furnished. 


Nos. 2540, 2540% 
Type of 25401 
Pin Tumbler 
Can be master keyed 


Spindle: bronze, 4 in. on the diamond, 
Can be furnished % in. spindle on the dia- 


Hand: Furnished regularly right hand, as 
illustrated, Left hand available when 


Top and bottom bolts and cam operated by a quarter 
turn of the handle except when they are locked by key. 
2540 Key can be withdrawn only when bolts are in locked 
position. 


Top and bottom bolts and cam operated by a quarter 
turn of the handle except when they are locked by key. 

2540% Key can be withdrawn when in either locked or unlocked 
position. 


Without key or locking mechanism. Top and bottom 
bolts and cam operated by a quarter turn of handle. To 
2540% use as dummy trim with handle, rigid and inoperative, 
adjust the rose so that the stop in shank of handle will 
be in the small slot of the rose. Cut off tongue of cam. 


3% 


3% 


3% 


2 Nickel- 
Silver 

Keys Standard 

Blank No. Pack 


Weight 


S1-26-5 
(5 pin) 


15 Oz. 


15 Oz. 


15 Oz. 
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TRIPLELOX 


With and Without Locking 


Mechanism 
Handle: 
bronze, finish US10. 
Catch: 


cast bronze, 244” x 144" x Ke", 
backset 1%’ latchbolt cast 
bronze 4” throw. 

Spindle: 

bronze, %5’ on diamond Nos. 
2520, 252034, 252014. 36 on 
square 252554. Regular length 
%". Special lengths from 1’ to 
13%” in Y4" increments. 


No. 2520, 2520% Hand: 
Type of 252044 furnished regularly right hand as 
Pin Tumbler illustrated. Left hand available 
Can be master keyed when specified. 
P 
A Rose Projec- 2 Nickel- 
Handle Diameter, tion Silver Keys Standard 
Operation No. Size Inches Inches Blank No. Pack Weight 
Latch bolt operated by a turn of the handle 
except when they are locked by key. Ke 
i i eee 2520 2% 1% M\% S1-26-5 1 1 Lb. 
can be withdrawn only when in locked = 
(5 pin) 
position, 
Latch bolt operated by a turn of the handle 
hen th locked by key. K 
except when they are locke y key. Key 2520% 2% Y% 1K, S1-26-5 1 sa, 
can be withdrawn when in either locked or ‘ 
(5 pin) 
unlocked position. 
Without k locki hanism. 
ithout key or locking mechanism aeaol 2% 1% mM, Wilhout 1 1 Lb. 
Latch bolt operated by handle at all times. 
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No, 2525 % 
Pin Tumbler 
Can be master keyed 


2 Nickel- 
_ | Silver Keys 
Blank No. 


Rose 
Diameter, 
Inches 


Standard 
Pack 


Operation Weight 


Latch bolt operated by a turn of the Tee 
handle or knob except when they are 
locked by key. Key can be withdrawn when 
in either locked or unlocked position. 


SI-26-5 
(5 pin) 


14 Oz. 


No. 2709 


Pin Tumbler 
Can be master keyed. 


Spindle: bronze, 6 on diamond. 1%’ long. 
Furnished with two %” 16 thread hexagon 
nuts. 


Operation: Handle is used to operate on 
rheostat and can be furnished to lock in 
from 1 to 6 positions to order. When made 
to lock in 6 positions handle makes a com- 
plete revolution with 60° between locking 
points. Key removable in locked position only 


Rose Two Nickel- 
i Silver Key 
No. Material page Blank No. Weight 
2709 | Bronze, Finish US10 % SI-26-5 13 oz. 
2 (5 pin) 
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Section showing lock No. 15777C applied 
in horizontal position on outside of cab 
door fitted with latch and inside lever by 
body manufacturer, 


HANDLE LOCK 


— HEAVY DUTY 


For use with Commercial Auto 
_ Body Hardware. Also suitable for 
Fire Trucks, Safes, Cabinets, etc. 


No. 15777C€ 
Type of 15777B 


Pin Tumbler 
Can be master keyed. 


OPERATION 


The latch bolt is operated from the outside 
by the handle except when it is locked by 
key. When so locked, outside handle is held 
rigid and is disconnected from the spindle 
allowing the door to be opened by the 
inside lever at all times. 


| Length of Regular 2 Nickel-Silver 
Spindle Key Keys Standard 
No. Material "A" Changes Blank No. Pack Weight 
15777C | Cast bronze sanded 2% in. All Different |$8690S (4 Pins) 1 1 Ib. 10 0z. 


15777B | Steel Spindles 


62 


1% in. 


Same as above except without keys or locking mechanism 
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Ts Per; 


ROSETTE LOCK 


ROSETTE LOCK 


No. 15876 
Pin Tumbler 


Can be master keyed. 
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Ye MAX. DOOR 
8 THICKNESS 


LEVER AND TEE HANDLES 


For Metal or Wood Application 


% 
i 
SUP Nae SMART NEW DESIGNS 
IN LEVER AND TEE HANDLES 


CAM & HOLDING PLATE ] 
FURNISHED WITH CAT. NO’S: | 
1000 & 10004 ONLY WHEN ' 
SO ORDERED 


SpA. = - 
329 HOLES fs 


These handsome new Corbin Lever and Tee 
Handles are designed for use on a variety of 
doors, including cabinets, panel boards, ma- 
chinery, electronic equipment, and many 
others. 
Operation: Furnished for one, two or three 
point locking; for right or left hand doors. 
90° or 180° rotation (90°, RH regularly fur- 
nished) 
90° right hand handles rotate counter-clock- 
wise 
90° left hand handles rotate clockwise 
180° handles reversible for right or left hand 
doors 


Key removable in locked or unlocked position 
for either 90° or 180° handles. 


Series 1000 — Lever Handles FUNCTIONS: 
NUMBER 
wood metal 
“B32 44 LG, Vp MAX. DOOR | application* | application function 
ee / wi000 1000 Lever Locking Handle 
W1000A 1000A Lever operating handle, 
| no lock 
wi000B 1000B Lever rigid handle, non 
operating 
wi0o1 1001 Tee Locking Handle 
W1001A 1001A Tee operating handle, 
no lock 
W1001B 1001B Tee rigid handle, non 
operating 
Cams: H1 and H2 Cams used for two or three point lock- 
ing in conjunction with H3 holding plate. Holding plate 
to hold rod in place. For one point holding, see cams on 
CAM & HOLDING PLATE page 73. 
FURNISHED WITH CAT. NO'S 


1 “Yo0) & [001A ONLY WHEN. 


Cam Positioning: Square spindle allows cams to be mount- 
SO ORDERED 


ed at 12, 3, 6 and 9 o'clock. 
Rods and Guides: Not furnished. 
CAM SUB-ASSEMBLY Series 1001 — Tee Handles Spindle Length: Regularly furnished 25/32” long (meas- 
#41 and #H2 ured from back of escutcheon). Also available 1” to 344” 
long in %” increments, 


*Available for wood 14” to 114” thickness, in 4” increments. Specify wood thickness. 


5 Master- 24 
aes eae eo keyed Nickel Platedstandard | woscy 
woot metal . K B Ke 

application* | application | Handle | Spindle {changes |Changes |c4o5 4es| Blank No. ee 
w1000 1000 Pressure} Steel, 200 200 180 |5865JVR Ib. 10 oz. 
W1000A 1000A Cast, | cadmium 5 Ib. 5 oz. 
Ww1000B 1000B satin plated 5 lb. 5 oz. 
wi001 1001 chrome 200 | 1400 5 Ib. 10 oz. 
WI1001A 1001A finish 5 oz. 
W1001B 1001B 


*Available for wood 14” to 114” thickness, in 14” increments. Specify wood thickness. 
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ONE, TWO & THREE 
POINT HANDLES 


No. 15766 
Disc Tumbler. 


/ 
ale Can be master keyed 
Operation: Top and bottom bolts and cam | 
operated by a quarter turn of the handle except | 
when handle is locked by key. Key removable in 
HOLES either locked or unlocked position. 
Rods and Guides: For top and bottom bolts | 
not furnished. 
| 
ad Hand: Regularly furnished Right Hand. Left hand available when specified. (Handle 
| (Handle and Cam rotate 90° clockwise.) and Cam rotate 90° counter-clockwise.) | 
2 Nickel-Plated 
Material Mad. Regul Master Keyed Standard ; 
ie Hendiciandicam Farber itay eheaces’ ||’ \ Key chdegas Brass hays Pack Weight 
15766 Pressure Cast, 2 Tone Satin 
Chromium Finish Handle; 4" max. 200 180 ppd 10 5 Ibs. 
le Steel, Zinc Plated Cam | (5 discs) 
15766A Same as No. 15766 except without key or locking mechanism. 
= 
| 
Pil 
16 ) 
es eee 
Wa" } ( Sie" |. 
Shoulder Foy 
Woe 
416" diam, | 
Ye" high 5g" | 
. “ 1 
Spindle 136’ long for doors % to No. 2500 No. 2502 


54" thick. 


No. 2500 


Spindle 14” fone for doors 4 to 
34" thick, 


No. 2502, 3502 


Type of 3502 


Cam: Steel, Zinc Plated. 
Spindle: 5/’ on the diamond. Bronze for 2500, 2502; Steel for 3502. 
Hand: Regularly furnished right hand as illustrated. Left hand available when specified. 


Operation: Top and bottom bolts and cam operated by a quarter turn of handle. 


Rods: Rods and guides not furnished. 


Diam- 


Standard 


Ne. Tee Handle tenor Pack Meishl 
Base 
2500 | Solid bronze, 5%" I Ib. 9 oz. 
Finish US 10 
2502 | Cast bronze, rte 2 Ibs. 7 oz. 
Finish US 10 
3502 | Cast iron, ah 2 |bs. 7 oz. 


Finish US 10 


OTHER CAMS AVAILABLE, SEE PAGES 73, 74, 75 
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CORBIN 


ONE, TWO & THREE 
POINT HANDLES 


No. 2506 No. 2516 


ver Type of No. 3506 Type of No. 3516 
Cam: Steel, Zinc Plated, Other plates avail- Hand: Reversible for Right or Left Hand / 
able, see page 73, Doors. | 
ee | 
Spindle: %, on the diamond. Bronze for Operation: Cam is operated by a quarter | 
2506, 2516. Iron for 3506. Steel for 3516. turn of Handle. 
Assembly Plate: Wrought steel, 2%” x | 
5%” with stop for cam. 
Regularly furnished blank for spot welding. 
Shoulder 3 
Size of | Projection | Diameter | _________________| Spindle | Standard] Weight 
Tee Handle | Handle | of Handle | of Base | Diameter | Height | Length | Pack | Approx. 
Cast Bronze, Finish US1Q 19/4" Ww" bie he" Yn" Ve" 10 2 Ibs. 4 oz. 
Cast Bronze, Finish USIQ) | 2%" 1%" ik A" Ya" 1%" 10 | 4 Ibs. 5 oz. 
Cast iron, Finish US10] 194’" We" %" re! Yai" V5he"” 10 2 Ibs, 4 oz. 
Cast iron, Finish USIO| 2%” 1h" MG a" Ya" wm” 10 4 lbs. 5 oz. 
1 al ) 


SHOULDER “DIA, 
Yauicn 


n yy Cam: Cast bronze, cadmium plated. 
—- 
x x \ Spindle: Bronze, 6’ on the diamond. 


wu ’ 

% ; f ‘ Hand: Reversible for Right or Left Hand 
ea eS J) Doors. 

1% | Operation: Cam is operated by a quarter 
| turn of Handle. For right and left hand doors. 
| 

No. 2587 


Diameter Shoulder Spindle | Standard 
of Base | Diameter|Height| Length Pack Weight 


Size of | Projection 
Handle Handle | of Handle 


2587 


Cast Bronze, Finish US10 | 234” | 11%,” | i? Bat eee | ee 10 4 |b. 6 oz. 


See pages 73, 74, 75 for additional cams. 


66 DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


POINT HANDLES 


No. 2706 
Cams: Steel, Zinc Plated. 
Spindle: Bronze, %'’ on the diamond. 


Assembly Plate: Wrought steel, 2% x 54” 


ONE, TWO & THREE 


. With stop for 


cam. Regularly furnished blank for spot welding. Other 


plates available, see page 73. 


Hand: Reversible for right or left hand doors. Tee handle 


is turned counterclockwise to open for either 


hand. 


Operation: Cam is operated by a quarter turn of the 


Tee Handle. 


Shoulder 


Projection Diameter | —____________| Spindle | Standard 
of Handle | of Base | Diameter | Height | Length | Pack Weight 


Size of 
No. Tee Handle Handle 
2706 | Cast bronze | 13%4” 


Finish US10 


1%" al! Yel! 


al! 15/6!" 1 


No. 2519 
Cam: Steel, Zinc Plated. 
Spindle: Steel, % on the diamond. 


Assembly Plate: Wrought steel, 244” x 
5%” with stop for cam. 


Regularly furnished blank for spot welding. 
Other plates available, see page 73. 


Hand: Reversible for Right or Left Hand 
Doors. 


Operation: Cam is operated by a quarter 
turn of Handle. 


0 P Ibs. 1 oz. 


Shoulder 
Size of | Projection Diameter | —_____________| Spindle | Standard 
No. Tee Hondle | Handle |of Handle | of Base | Diameter | Height | Length | Pack | Weight 
2519 |Cast bronze,| 154” HY" Ya” He" Ya” ibd 10 |1 Ib. 14 oz. 
Finish US10. 


See pages 73, 74, 75 for additional cams. 
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ONE, TWO & THREE 
POINT HANDLES 


FLUSH METAL CATCH 


V Cam: Steel, Zinc Plated. 
Spindle: Bronze 3." on the diamond. 


Assembly Plate: Wrought steel, 2%” x 
54” with stop for cam. Other plates avail- 


Cs —_——) able, see page 73. 
Se Regularly furnished blank for spot welding. 
Hand: Reversible for Right or Left Hand 
— Doors. 
No. 2504 
Me" k- Sg" e, Operation: Cam is operated by a quarter 


turn of screw driver or coin in slotted head. 


Size of | Diameter | __ Shoulder Standard 
No. Handle Handle | of Base | Diameter |Height| Pack Weiglit 


54" 


2504 | Solid Bronze, Finish US10 |_34” 


) HEAVY DUTY 


2"xe"-13 Check Nuts 
5) — Friction Washer 


N es asher Vie" 
Nee No.10 (140) Ga 
Sosy sant 


= 
DON ZELLER EAI SIIEE OD) CLELEL 


Shoulder 
I"Diam.Y8"High 


VLLELISLELTPLD. LZ 


Cam: Cast bronze, zinc plated. Cam has 
34" dia. pins for 34” x 14” rods. Throw of 


ZERZEZ TLL 


0 rods 4%”. 
Spindle: Stainless Steel, %4’’ on the 
diamond. 


No. 2541 Hand: Furnished Right Hand only. 


~ Operation: One quarter turn of handle 
operates top and bottom Rods and cam. 


Rods and Guides: Not Furnished. 


Size of | Projection | Diameter Shoulder Spindle | Standard 
No. Handle Handle | of Handle | of Base | Diameter |Height| Length | Pack Weight 
2541 | Cast Bronze, Finish US10 Bt oY 1h" ie Yar | eR” 2 6 lb. 4 oz. 


See pages 73, 74, 75 for additional cams. 
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’ 
15 
1" = i6 
SSS UL OS 
CLL CLL OE \ Le a’ 


A 
fs 
N 
N 


ONE, TWO & THREE — 
POINT HANDLES 


No. 2526 


Cam: Cast bronze, zinc plated. 
Spindle: Steel, %.'’ on the diamond. 
Hand: Regularly furnished Right Hand. Left Hand available when specified. 


Operation: Top and bottom bolts and cam operated by a quarter turn of the 
lever handle. 


Rods and Guides: Not Furnished. oh 


4 


No. 
2526 


/ 
Standard | 


Size of | Projection | Diameter Shoulder Spindle 
Handle Handle| of Handle | of Base | Diameter |Height| Length Pack Weight 
Cast Bronze, Finish US10; 
With Cadmium Plated | 37%” oF ited He | Mel | Hel" 6 Alb. 2 oz. 
Steel Keeper 


9 DIA. OF 
16 SHOULDER 


Spindle 1%” long for doors 
Ve to Ve" thick. 


Cam: Steel, Zinc Plated. . 


Hand: Regularly furnished right hand as 
illustrated. Left hand available when | 
specified. | 


Spindle: >,” on the diamond. Steel for 3513, 
Bronze for 2513. 


Operation: Top and bottom bolts and cam 
operated by a quarter turn of handle. 


Rods and Guides: Not Furnished. | 


| 
No. 2513 
Type of No. 3513 


3 


Size of | Projection | Diameter Shoulder Spindle | Standard 
No. Handle Handle |of Handle] of Base |Diameter|Height| Length Pack Weight 
2513 | Cast Bronze, Finish US10 | 354” | 1% 2340" Heh 3 Yee |) Wet 6 2 Ibs. 7 oz. 
3513 | Cast iron, Finish USTO 3%" | 1%" | Ma" | He" | we" | 1K" 6 |2 Ibs. 6 oz. | 
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See pages 73, 74, 75 for additional cams. 


69 
| 


FLUSH CUP & DROP HANDLES 


CORBIN ONE, TWO AND THREE POINT LATCHIN~ 
Ne Finishes: Bronze U.S. 10, U.S. 26 and U.S. 26D Aluminum U.S. 28. 
ANTI-RATTLE FEATURE: Can be furnished on bail nots 
drop handles if specified. 4 te : 
BRONZE ALUMINUM | 

DROP HANDLE: Cast bronze, Cast aluminum, _ 4 
Finish US10. anodized. be oh +e 

CUP: Wrought bronze, Wrought aluminum, aan 
Finish US10. anodized i 

SPINDLE: Steel, M & T bronze Steel, cadmium plated, 
plated, 4” on the 4” on the diamond. 
diamond. 


Regular length 1742” measured from back of post. Special lengths 
from 144” to 414” in 4” increments. 


CAM: 2598 and 2598 AL — Cast bronze, zinc plated; 2” center 
of spindle to end of cam. 2599 and 2599 AL — Cast bronze, zinc 
plated; 244” center of spindle to end of cam. 


OPERATION: Top and bottom rods and cam operated by a 
quarter turn of drop handle. 


HAND: Reversible for right or left hand doors. 

ATTACHED: By #6-32 flat head machine screws (not furnished.) 
logs he Nos. 2598, 2599 RODS AND GUIDES: not furnished. 

No. 2599 


FASTENING PLATE 
BY CABINET MFR. 


No. 2598 


Lock no. 0737 Cup 


Can be fur- No. Overall Diam. Depth Diam. 
nished for use =A ahi 
with 2598 and 2598 3” % 21% 


Cie MEY 2598 AL | Same as 2598 but ALUMINUM , anodized 3 Ibs. 6 oz. 
bolts in’ thrown 2599 ae 3," 


position. 2599 AL | Same as 2599 but ALUMINUM , anodized 3 Ibs. 6 oz, 


Va a 
wore AM us | 
ANTI-RATTLE FEATURE: Can be furnished on bail of these 
drop handles if specified. 
[ BRONZE ALUMINUM 
2% 1% DROP HANDLE: Cast bronze, Cast aluminum, 
| fe Finish US10. anodized 
CUP: Wrought bronze, Wrought aluminum. 
Finish US10. ancdioed 
SPINDLE: Steel, M & T bronze Steel, cadmium plated, | 
By cAniner iar plated, %” on the 9%” on the diamond. 
No. 2562 \ diamond. 


Regular length 1742” measured from back of post. Special lengths | 
from 114” to 414” in 14” increments. 


CAM: Cast bronze, zinc plated. 


OPERATION: Top and bottom rods and cam operated by a 
quarter turn of drop handle. 


HAND: 2562 and 2562 AL regularly furnished Right Hand. Left 
Hand available when specified. 2563 and 2563 AL reversible. | 


Nos. 2562, 2563 ATTACHED: by #6-32 flat head machine screws (not furnished.) 
RODS AND GUIDES: not furnished. 


Nore A ep~4 | e 
‘ Lock No. 0737 
y Can be furnished cn Standard 
ie for use with Overall Diam. Depth Diam. Pack pasisht 
No. 2563, when 3” 3” 2%," Ibs. 1 
ordered, to lock Ye 1 


2% 17 y bolts in thrown Same as 2562 but ALUMINUM , anodized Ibs. 6 oz. aN 
1 position. 2563 73% i) 3%" 23K" 6 4lbs. ! 
| 2563 AL | Same as 2563 but ALUMINUM , anodized 3 Ibs. 6 oz. | 
70 et See pages 73, 74, 75 for additional cams. Ws) 


BY CABINET MFR. ase f 
} = fe 
ee 


FLUSH CUP & DROP HANDLES 
ONE, TWO AND THREE POINT LATCHING 


Finishes: Bronze U.S. 10, U.S. 26 and U.S. 26D 


|>—roos 


| — FASTENING PLATE 
‘BY CABINET MR, 


sp ake 
No. 025053, 


Nos. 250534 , 0250534 


——24 


Aluminum U.S. 28. 


s er # 
I-RATTLE FEATURE: Can be furnished on bail of these 
undles if specified. 


BRONZE ALUMINUM 
Cast bronze, Cast aluminum, 
Finish US10. anodized 
Wrought bronze, Wrought aluminum 
Finish US10. anodized 


Steel, M & T bronze Steel, cadmium plated, 
plated, 44” on the 444” on the diamond. 
diamond. 


egular length 1742” measured from back of post. Special lengths 
om 114” to 414” in 14” increments. 


CAM: 2505%4 and 2505%4 AL— Cast bronze, zinc plated; 214” 
center of spindle to end of cam. 


0250534 and 025054 AL — Cast bronze, zinc plated; offset type, 
214” center of spindle to end of cam. 


ATTACHED: By #6-32 flat head machine screws (not furnished 
by Corbin.) 


HAND: Reversible for right or left hand doors. 
RODS AND GUIDES: not furnished. 


(a & AG azeearine Cup Standard) 
Ae rearaie No. Overall Diam. Depth Diam. Pack | Weight 
sei (Ga 25053 3” Hm" ax | 6 |a ibs. 
al 140 250534 AL | Same as 250534 but ALUMINUM anodized 3 Ibs. 6 oz. 
No. 0250534, 0250534 EY Yy" 21%," 6 [4 Ibs. 
0250534, AL Same as 0250534, but ALUMINUM anodized 


MACH. SCR 


Nos. 250514; 0250514 


3 Ibs, 6 oz. 


DROP HANDLE: Cast bronze, polished.Finish US10. 
CUP: Wrought bronze. Finish US10. 
SPINDLE: Steel, M & T bronze plated, 44” on the diamond. 


Regular length 1” measured from back of cup. Special lengths 
from 114” to 4” in 14” increments. 


CAM: 250514 — Cast bronze, zinc plated; 214” center of spindle 
to end of cam. 0250514 — Cast bronze, zinc plated; offset type, 
2%” center of spindle to end of cam. 


OPERATION: Top and bottom bolts and cam operated by a 
quarter turn of drop handle. 


HAND: Reversible for right or left hand doors. 


ATTACHED: By #6-32 flat head machine screws (not furnished 
by Corbin.) 


No. 250515 
H— 2% 
F | Cop Standard 
ie Teves ee No. Overall Diam. Depth Diam. Pack _| Weight 
: at 250514 1%” Hal” 17%," 6 2 Ibs. 
Tae Bo 0250514 1%” ye 1%" 6 2 Ibs. 
Pie 
No. 025051 
Ye DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST 7\ 


TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


ct a feet medic eat iiapieiaes 
FLUSH CUP & DROP HANDLE 
NE, TWO AND T :E POINT LATCHING 


Finishes: Bronze U.S. 10, U.S. 26 and U.S. 26D 


CAM CAM 


tor sg | ne LEFT HAND RIGHT HAND 
SPINDLE | of | I 


DROP HANDLE: Width: 314”. Cast bronze. Finish US10. 


FRONT CUP: Overall diameter: 434”. Outside diameter: 394,” 
(requires hole 356” diameter in door,) Cast bronze, Finish US10, 
Has spurs on back to prevent its turning. 


BACK CUP: Cast iron, zinc plated. Overall diameter: 3144". 
CAM: Cast bronze, zinc plated. 

SPINDLE: Bronze, jo” on the diamond. 

ANTI-RATTLE FEATURE: Regularly furnished on bail . 
OPERATION: Top and bottom rods operated by a quarter turn 
of drop handle. 

To withdraw bolts drop handle operates in 


clockwise direction with right hand cam or in 
counter clockwise direction with left hand cam. 


RODS AND GUIDES: not furnished . 
Standard Pack— 2 
WEIGHT — 2 Ibs. 12 oz. 
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AM 
onan At | 


CAST BRONZE, ZINC PLATED UNLESS OTHERWISE NOTED 


ASSEMBLY PLATES 
Overall Dimensions Steel, no finish 
2 Vg mw x 5p” 


3 Q | 
——-J) 
oo) 


For use with Locking Devices or til eh 


Handles having 5,” Spindle By | 
on the diamond 33 =e 


———— er 
090. 
N No. No. No. 2506 
Ss 2506DT 2506CS Steel, Zinc Plated 
2506B Drilled and Drilled and 
Blank for Spot Tapped for 6- Countersunk for 
Welding 32 Screws flathead screw. 


No. $11739 No. $11422 
No. $11448 (A) 1%" Steel, Zinc Plated 
No. S11449 (ajvx%e" 
22. 
me 6 ‘ 
\! 
co gL B®) 
1 7 ie SEE gee 
it 0 
l ; © 3 = bare 
Bo a Ya. +16 
cael a+ ay 
a, 8 
See 
No. $11592 No. 25895 (a) 1%” (8) 14” 
Mo. $11553 No. $11463 (4) 1%” (8) 1%” 


2 
t—Ik 1y, 
} a i 2 | eb 


ab oe a) fe C=O 


J i) 3 —— asi 
a es a 
No. 2719 No. $11132 
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CAMS 
TWO POINT CAMS 


CAST BRONZE, ZINC PLATED 


For use with Locking Devices or Handles having %;” Spindle on the diamond 


No. 2562 No. 2563 No. $11619 


THREE POINT CAMS 


No. 2541 
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Se Te Ss Tao +.) UlU[L:S ee SS SS el UL! 


CAMS 


THREE POINT CAMS 


CAST BRONZE, ZINC PLATED 


® 


For use with Locking Devices or Handles having %;” Spindle on the diamond 


ve a 
No. 2510 ee ed 9 
if 2 4 LEE? “et 
Dimensions: 134” 26!" A | 
2m , 4 Ia 4 


No. 2500 Straight 
Not Reversible. State Hand. No. 2500 Offset No. $11543 
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CORBIN CABINET LOCK DIVISION 


THE AMERICAN HARDWARE CORP. e NEW BRITAIN, CONN. 


KEY 
BLANKS 


OCK LINE 


CORBIN CABINET LOCK DIVISION Featiiyrarrtenrs 


CORBIN CABINET LOCK 
PIN TUMBLER KEY BLANKS 
BRASS NICKEL PLATED 


8632C 86I8C  8687C 
4 PIN SPIN 6 PIN 


SECTION KEY BLANK N® SECTION KEY BLANK N* 
8632C-CR 8632C-RI 
lig 8618C-CR 8618C-RI 
CR 8687C-CR 8687C-RI 
8632 C-CL 8632 C-R2 
wel) 8618 C-CL 8618 C-R2 
Gi 8687C-CL 8687 C-R2 


<A | 8ig & VR esis €-83 
8618 C- - 

VR 8687 C- VR 8687 C-R3 

| Bie EV seid c-na 

VL 8687 C- VL 8687 C-R4 


section — KEY | KEY BLANK N® | N* 
eee | 
rts R S41I95C-AR 
4192 C-AL 
4193 C-AL 
S 4195 C~AL 


4192C-BR 
4193C-BR 
$4195C-BR 
4192C-BL 
4193C-BL 
$4195C-BL 


4192 C-WR 

S4I95C 4193C-WR 
6 PIN S4I195C-WR 
4192C-WL 

4193C- WL 

S4195C-WL 


KEY BLANKS 


CYLINDER 
ASSEMBLY TOOLS 


CT3 ASSEMBLY BLOCK 


ILLUSTRATIONS FULL SIZE 


CT51 SETTING UP VISE 


a 


CT6 TWEEZERS 


a 


CT8 PLIERS with 
holes drilled for Nos. 253 
and 254 Cylinder Pins 


Z1-60-6 


CSS} 
C124 FOLLOWER 


—=— 


CT5 REAMER 


ines 


CT2 V BLOCK 


ae 
CT7 BURRING TOOL 


Z4-60-4 


Z1-60-4 


FOR P. & F. CORBIN LOCKS 


nickel-silver keys = 5,6 and7 active pins 


new style bow—used with 59 and 60 sections only 


old style bow—not used with 59 and 60 sections 


replacing former no. 


X1-77-5, etc.| 77, 67, 27, 97, 99 
X1-77-6, etc. | 73%, 63%, 23 V4, 93 Va 


X4-77-7 etc.|74, 64, 24, 94 


key sections for use with Z style bows 
“WA 
60 (stock) 


a) aN AM an 


S9AI 59A2 59B1 59B2 


for $1 and S2 bows only 


a a | 
26% % 


(plug sections shown) 


10. $1-26-5 replaces former no. 26% 
10. §2-26-5 replaces former no. 026% 


5,6 and 7 active pins 3, 4, 5 and 6 active pins 
for 26% and 96 sections 


Y4 


ordering information 


When ordering key blanks specify: bow style (X1, etc.) 
key section (77, etc.) 

pin length (5, etc.) 

Combining these three into one 

number, you arrive at; X1-77-5 


FOR RUSSELL & ERWIN LOCKS 


paracentric e nickel-silver 


5-pin 


plain both sides 


mca rca 
no. 981%4B no. 9817%B no. 961%4B no, 9617%B 
Pic= rc= 
no. 852348 no. 852% 


Kwikset Key Blank 


No. 1-1063 
for “400” and Imperial Locksets 


KB 7525 400 Line® Imperial Line® 
Bro 


no. 752B 


>, & F. CORBIN cut steel keys, nickel-plated 


illustrations one-half size 


PS SERIES “R" SERIES “BQ” SERIES “BT” SERIES 
1-12 1-72 1-250 1-48 


m4 


no. 8134 


CORBIN CABINET LOCK 
DISC TUMBLER KEY BLANKS 
BRASS NICKEL PLATED 


Ive 8658-JVR 
5865-JR 
8658-JR 


S5865-JS SERVICE 
8658-JS SERVICE 


Sen 5865-JL MASTER 
JL 8658-JL MASTER 
S5865-JVS SERVICE 

8658-JVS SERVICE 


S865-JVLMASTER 
8658-JVLMASTER 


S860-KS SERVICE 
5861-KS SERVICE 
S860-KM MASTER 
S861-KM MASTER 


5860 
SHISC 


Va 
YB 4197 4 YB 


4197 % 
5 DISC 


CORBIN 
bit keys and blanks __ solid steel, nickel-plated 


Lb 


no. 54Y%4B no, 558%B no. 559B no. 557B no. 563B 
Brass, type of 0756 


79214CD peaaD 
Die Cast Die Cast 
} | | | 4409K 
Malleable Iron Double Bit 
Malleable Iron 
4610K 


@on Melted’ leitron Malleable Iron Bronze 


Fifty in a box 


xD 


ILLUSTRATIONS FULL SIZE 
STEEL 
NICKEL PLATED 


ao 
4151 


Numbers... 
Thickness. . 


NICKEL PLATED 


4120A 
.072 
300 


Fifty in a box 


KEY BLANKS 


STEEL ILLUSTRATIONS FULL SIZE 
NICKEL PLATED 


let 


4140A 4773 
4140A 4773 


058 058 


Thickness... 58 


NICKEL PLATED 


[— = <— } 


4179 
(Bright Steel) 


4179 
049 


Fifty in a box 


=e ee 


KEY BLANKS 


STEEL 
NICKEL PLATED 


[= =] 


A743A 
4743C 4740 


47424 4742B 4742C 4743A 4743C 4740 
072 058 049 072 049 042 
-300 -300 - 300 -300 -300 +250 


4741 4741A 4741B 4741 ILLUSTRATIONS FULL SIZE 


-058 049 
-300 -300 


8715A 8715B 8715C 
Bright Steel Bright Steel Bright Steel Bright Steel 
1234 1235 


LENGTH POST BIT PACKED WEIGHT 
UME : MATERIAL Overall Diameter HIGH Wide Malls in Box per Box 


1234 IRON, NICKEL PLATED 340” -205” Te” Ser 078" 50 1% Ibs. 
1235 IRON, NICKEL PLATED 3%” 205” he" Yio" 120". 50 1% Ibs. 


Fifty in a box 


KEYING KITS 


FOR THE LOCKSMITH OR MAINTENANCE MAN 


sos 


KIT NO. K-4 KIT NO. K-1 
(For Horizontal Cylindrical Lock Cylinders) (For Large Key) 
Contains all the pins, springs, tools, etc., 
needed for simple re-keying of Corbin cylin- 
der door locks. 
Weight 1 Ib. 12 0z. 


Keying Kit contains complete assortment of 
cylinder parts including master key pins and 
master key disks...also an itemized list of 
parts and complete keying instructions. Dura- 
ble keying kit container is made of metal. 
Cover is hinged and equipped with fastener. 
Weight 1 Ib, 12 oz. 


Also 
available: 
MK-2 Kit for 
previous 
type 253 
CORBIN 
cylinder 


no. MK-52 


KIT NO. MK-52 


Kit no. MK-52: Same as no. K-51, but with the addition of 


KIT NO. KK-100 master pins, cams, etc., for re-keying all types of Corbin 
cylinder door locks, including master-keyed locks, class 


For Small, Key) 59 and 60 keys only. 
For pin tumbler cabinet and drawer locks. Kit no. MK-2: For re-keying of cylinders in. existing 
Kit has places for everything you need systems established prior to Oct. 15, 1960. 
with permanently attached itemized list of Weight 3 Ib. 12 oz. 
parts on back cover. Kit is all metal with 
a fastener. 
Weight 1 Ib. 10 oz. 


Keying Kit 


No. KK-125 for CCL 


Disc Tumbler Locks 


Handy transparent 
case—with 

cover diagram to help you 
locate parts fast. 


Kwikset Keying Kit No. 1-271 


Compact Kit containing all necessary parts required 
for Keying or Master-Keying Cylinders of “400” Line 
entry sets. Parts are packaged in individually sectioned 
transparent box for easy viewing of contents. Size 
4% x 8%, x 1%. 

Weight 1 |b. 


Simplifies and Speeds Up 
All Your Keying Jobs 


Now right at your fingertips . . . every item 
you need for keying CCL Disc Tumbler 
Locks. Included are tumblers and springs 
for keying alike—different and masterkeyed 
. . . locking cams—stop cams—collars— 
pronged washers—plug nuts—plug nut 
washers—cylinder nuts and attaching clips. 
Kit also includes folder giving key blank 
ordering information. 


Weight 1 lb.100z. 


Kwikset Keying Kit No. 1-270 


A complete comprehensive kit containing all necessary 
parts required for Keying and Master-Keying all 
Kwikset keyed products. Parts are packaged in indi- 
vidually sectioned transparent box for easy viewing of 
contents. Size 1% x 7% x 10. 

Weight 3 lbs. 


Pani CORBIN CABINET LOCK DIVISION 


THE AMERICAN HARDWARE CORP. e NEW BRITAIN, CONN. 


el 


CATCHES 
: ABINET 


OCK LINE 


CORBIN CABINET LOCK DIVISION Watntitvarenttcerre 


CORBIN 


® 
8 1875 DIA, BALL a f 
3 21 a 
= aqyhe 
. oe Spiliaeaies : OF SLOT 
af © Aa 1” 
+ a is 4 TUT es 
tia. 4 cpr) 
& MAX. RECOMMENDED DRILLED AND 
MENT 
ba FOR No. 2 F.H 
No. 3066 CATCH No. 2571 STRIKE 


u 
2 3125 DIA. BALL 
2 es {oua. 


fe) 


FRICTION CATCHES 


ro 
(OS) 
) 


No. 3066 


© No. 3067 


Projection of ball can be adjusted 


(= 


©,| No. 3068 


Can be furnished with stainless steel ball when so ordered 


Eon. & 3 2 
Diam- | Adjust- | Strike | Weight 
MAX RECOMMENDED No. Length Material and Finish | eter ment No. Dozen 
Fa 5 
NO. 3067 CATCH 3066 ¥"' | All brass, with steel ball Y" Ye" | 2571 1% oz. 
3066CR ¥'' | All brass, with steel ball chromium plated | %4’’ Ye" | 2571 1% oz. 
30662 %'’ | All brass, with steel ball nickel plated Ys, Ye’ | 2571 iB oz, 
3067 Yy'' | All brass, with steel ball x" Y” 2568 | 4% oz, 
= 3067CR Yy"' | All brass, with steel ball chromium plated | %’’ Y"' 2568 | 4% oz. 
250i. gpI. 3067 4% Ya'' | All brass, with steel ball nickel plated x" Yl" 2568 | 4% oz. 
sal ‘ (©) 3068 %'' | All brass, with steel ball x" Y" 2568 5-02. 
3068CR %’" | All brass, with steel ball chromium plated | Ye” Y" 2568 5.02. 
i pees 30682 %" | All brass, with steel ball nickel plated x" Y 2568 5 oz. 
ADJUSTMENT 3 
2 2 HOLES DRILLED 
AND COUNTERSUNK 
FOR No. 3 FH. SCREW 
No, 3068 CATCH No, 2568 STRIKE 
SPRING CATCH 
7 Standard 
N f Y% No. Material and Finish eee Weight 
a 1232 Steel — Brass Plated 
No. 1232 
Standard é 
No. Material and Finish i Weight 
No. 1231 1231 Steel — nickel plated 50 1 Ib. 
Base We x 1%" 
Overall 1% 
No, 1250 
FLUSH RING CATCH 
No. ITEM Material and Finish | Standard | weight 
Pack 
1250 | FLUSH RING CATCHES BRASS | 10 | 1 lb. 4 oz. 
Finish US 3 


90 DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


CORBIN 


® 


APPROX. DIM. 


31 
32 
BACKPLATE 


aE D 
Ls Approx, 


LOAD DIM. 


15834S — 15834 SHB 


15834 15834 U 
15835 15834 UHB 
15834 HB 

15834 H 


FOR MAX. 
7 DEFLECTION 


8 OF 2” AND 


LOAD OF APPROX. 
“E” LBS. 


MOUNTING 
DIMENSIONS 


MENSIONS SHOWN FOR REFERENCE ONLY— 
REQUEST TEMPLATE DRAWINGS 
FOR ACTUAL APPLICATIONS 


DRAW PULL CATCHES 


No. 15834 


with Compression Springs 


No. 158345 
MULTI-PURPOSE 


overall size: 234 x 1 Ye x ¥% inches. 


No. 15834U 


material and finish: Spring cover and cradle are stainless steel, 
other parts are carbon steel. Regularly furnished Cadmium Plated. 


no. 15834 compression spring draw pull catch meets U.S. Signal Corps 
specification, Drawing number SC-B-83314. 


Designed for compressing gaskets and made for heavy duty service. 


Withstands 600 Ib. Pull Test. Top Piece is designed (for catch protec- 
tion) to withstand 400 to 500 lb. pull. 


Proper positioning of catch and strike automatically adjusts springs to 
proper holding tension. 


ree Daainion Dimensions, inches Standarel rate 
A B c D E| Pack lant 
15834 lever curves in “ |_% | mH | 2% | 60 | 25 | Fee 
15834H lever curves in are % | 2% | 2%, | 60) 25 i lee 
15834HA lever curves in 1 % | 2%, | 2%, | 60} 25 i Re 
15834HB lever curves in ae % | 2% | 24%, | 60 | 25 5 es 
158345 straight lever “ % | 2% | 2% | 60| 25 | 7 a 
15834SH straight lever a % | 2% | 2% | 60 | 2s i ae 
15834SHA straight lever “ % | 2% | 2% | 60 25 ae 
15834SHB straight lever 7 z % | 2% | 2% | 60| 25 j us 
15834U lever curves out 43 Ms | 2% | 2% | 60] 25 ji es 
15834UH lever curves out a % | 2% | 2% | 60] 23 | 4 es 
15834UHA lever curves out ae ™% | 2%, | 2% | 60 | 25 ra 
15834UHB lever curves out ae Me | 2%4 | 2% | 60 | 25 wa 
15835 lever curves in KH % | 2% | 248% | 20 | 25 4 Se 
158358 straight lever a % | 2% | 2% | 20) 2 | 4 
15835U lever curves out oe % | 2% | 2% | 20| 2 | oe 91 


CORBIN 


® 


128 
192 DIA. 


2 HOLES 


141 
147 DIA. 


2 HOLES 


No. 15824 


with loop retainer 
spring No. 15822 


z 25 
Z APPROX. 64 

5 
142 a 
“14g DIA. 1 


1 
2 HOLES 
oe 
lei 
os 
35208 DIA. 32 
3 
a 16 
16 
141 
DIA. 
ol 1147 5 
2 HOLES Palen 64 


os 


APPROX. NO LOAD DIM. 
MODIFY AT APPLICATION 
TO MEET REQUIREMENTS 


MOUNTING DIMS. 


No. 15250 


DRAW PULL CATCHES 


with Compression Springs 


Qo oO) 
= Meets U.S. Signal Corp. 
= Specification, Drawing No. 
SC-D-20648. 
No. 15824 
3 Standard 
No, Description Material and Finish Pack Weight 
15824 Catch Steel, stainless steel links, 25 2 Ibs. 
no finish 
15824C Catch Steel, stainless steel links, 25 2 Ibs. 
cadmium plated 
15824H Same less mounting Steel, stainless steel links, 25 2 Ibs. 
holes for welding no finish 
15824P Same except with pro- Steel, stainless steel links, 25 2 Ibs. 
jections for projection no finish 
welding 
15822 Loop retainer spring Steel, no finish o5 8 oz. 
15822c Loop retainer spring Steel, cadmium plated 25 8 oz. 


Normal attaching hole spacing catch tension, 50 Ibs. +10%—Yo"" deflection. 


No. 15250 


Standard 
No. Material and Finish Pack Weight 
15250 Steel, no finish 25 2 Ibs. 3 oz. 
15250C Steel, cadmium plated 
15250N Steel, nickel plated 
015250 Brass, dipped and lacquered 
15251 Steel, no finish. Without holes, for 


welding 


92 DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


DRAW PULL CATCHES 


Meets U.S. Signal Corp. 
Specification, Drawing No. 
SC-D-20649. 


No. 15804 


No. Description Material and Finish 
15804 Catch Steel, stainless steel links, 25 4 lbs. 
no finish 
15804C Catch Steel, stainless steel links, 25 4 lbs. 
cadmium plated 
15801-11 Loop retainer spring Steel, no finish 25 1 Ib. 
No. 15804 15801-11C | Loop retainer spring Steel, cadmium plated 25 1 Ib. 


with loop retainer 
spring No. Normal attaching hole spacing catch tension, 100 Ibs. +10%—Va"" deflection. 


15801-11 


128 
“130 DIA. 2 HOLES 


1 CBD | 
3B 
- DIA. 
- 
141 pia. 
2 HOLES , No. 15797 
APPROX. NO LOAD DIM. | 
MODIFY AT APPLICATION 
TO MEET REQUIREMENTS Sard 
Standar 
se ah [ews No. Material and Finish Pack Weight 
4 x 15797 Steel, no finish 25 1 Ibs, 12 oz. 
No. 15797 15797C Steel, Cadmium plated 
15797N Steel, nickel plated 
133 15797ZP Steel, zinc plated 
\ 16 015797 Brass, dipped and lacquered 
eee 15797P Steel, no finish. With projections for 
7 proj 
te 1: projection welding 
ie 15797PH Steel, no finish. Without holes, for | 
MOUNTING welding 
DIMENSIONS 
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.203 


DRAW PULL CATCHES 


As (ghs oz 
HOLE 
me Standard 
No. Material and Finish Pack Weight 
NS ; 
32 15641 | Steel, no finish 25 | lbs, 11 oz. 
CS RAN WIRE 15641C | Steel, cadmium plated 25 
td 15641N Steel, nickel plated 25 
21 Zz 15641P | Steel, no finish. Without 25 
| 215 DIA. pide u 
221 32] holes for welding 
S HOLES $y 015641D| Brass, dipped and lacquered] 25 
5 
3 64 % rm 
1 
a 16 
No. 15641 
isoaa a 
16 
303 DIA. 
2 HOLES 
With locking ears for use with padlocks. 
5_DIA. 
32 WIRE Standard 
No. Material and Finish Pack | Weight 
Bi DIA. 15642 Steel, no finish 25 |5 lbs. 5 oz. 
2 HOLES 15642C Steel, cadmium plated 25) 
CAN TAKE UP 
To-> DIA. 
SHACKLE. 
h—l, 
No, 15642 
13 IA 
27 
64 [ 4 
a Sain ore) With locking ear for use with padlock. 
is Standard 
Ltt | No. | Material and Finish Pack Weight 
8 
oe 25 156425 Steel, no finish 25 |5 lbs. 
WIRE 64 | 15642SC | Steel, cadmium plated 25 
geo. 15642SN | Steel, nickel plated 25 
a2 15642SP | Steel, no finish. Without 25 
DIA. holes for welding 
on DIA. Bore 015642SD | Brass, dipped and lacquered 25 
2 HOLES ZL i 
32 (ater) 
mys 
BS aoe 
Zz 
& SAF ee: | 
4 32 | 
No. 15642 S 
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DRAW PULL CATCHES 


® 


7 17 
12. APPROX. : a 


APPROX. 


[ No. 15797E 


No, 15797 E Standard 
andar 
No. Material and Finish Pack Weight 
15797E Steel, no finish 25 1 lb. 12 oz. 
/ 
15797EC Steel, Cadmium plated 
| 
/ 
| 
| 
| 
| 
iL+ee DIA | 
j 
a | 
336 | 
| 
34 
16 * 
147 DIA. 
2 HOLES 
No. 15250 F Standard 
No. Material and Finish Pack Weight 
15250F Steel, no finish 25 2 Ibs. 3 oz. 
15250FC 


Steel, Cadmium plated 


DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 95 


DRAW PULL CATCHES 


° with Spring Loops 


-128-.132 


mae HOLES 19%, 4 


No. 15794B 


Standard 
No. Material and Finish Pack Weight 
No. 15794B 15794B Steel, no finish 25 2 Ibs. 4 oz. 

15794BC Steel, Cadmium plated 
15794BPH Steel, no finish 

Without holes, for welding 
15794BP Steel, no finish. With projections 

for projection welding 


ad 
No. 15840 
Standard 
No. Material and Finish Pack Weight 
15840 Steel, no finish 25 12 oz. 
No-713840 15840C Steel, Cadmium plated 
15840P Steel, no finish. With projections 


for projection welding 
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203 
213, DIA. 
2 HOLES 


16 
4 H 4 
APPROX. NO LOAD DIM, ' | 


MODIFY AT APPLICATION 
TO MEET REQUIREMENTS | 


DRAW PULL CATCHES — 


with Spring Loops 


No. 15795 


Standard 


No. Material and Finish Pack Weight 
te 15795 Steel, no finish 25 4 bs. | 
5 a = Specify finish required 
H K 15795C Steel, Cadmium plated 
No. 15795 1s >-@-- 15795P Steel, no finish. Without holes, 
te for welding 
1 | 
16 
MOUNTING DIMS. | 
| 
/ 
: 
No. 15795H 
Standard 
No. Material and Finish Pack Weight 
No. 15795H 15795H Steel, no finish 25 4 Ibs. 11 oz. 
15795HC Steel, Cadmium plated 
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DRAW PULL CATCHES 


APPROX. NO LOAD DIM. 
MODIFY AT APPLICATION 
TO MEET REQUIREMENTS 


aN 


No. 177812 


Standard 


Gauge of 


MOUNTING DIMS. No. Material and Finish Metal Pack Weight 
No. 177812 17782 | Steel, Brass Plated .025 25 2 Ibs, 11 07, 
1778% Steel, Nickel Plated 025 25 2 |bs.-11 oz. 


APPROX. NO LOAD DIM. 
MODIFY AT APPLICATION 
TO MEET REQUIREMENTS 


No. 177114 


Y G f Standard 
Raat MOENTINGABIMS? No. Material and Finish Metal. Pack. Weight 
lo. 2 
1771" Steel, Brass Plated .032 25 1 Ibs. 12 oz. 
1771% Steel, Nickel Plated .032 25 1 Ibs. 12 oz. 


98 DIMENSIONS SHOWN FOR REFERENCE ONLY—REQUEST TEMPLATE DRAWINGS FOR ACTUAL APPLICATIONS 


® 


STRIKES 


Strikes for Catches 15641-15642- 15642S-15795-15795H -15804- 15809 
All Strikes Carbon Steel Unless Otherwise Noted 


Lf ig 3B e eee 
Eppes 


No. 15642H with attaching holes. 


No. 015642H brass with attaching holes. 


Be ar: 24 


No. 15641 with attaching holes. 
No. 15642Z without attaching holes. 


No. 015641 brass with attaching holes. 


ares Sen i 


Fenn 
Jez 


No. 15641A with attaching holes. 


BG. 
4 
Vs 


OIA 


2 HOLES 


Slie 


ao 


No. 15641T without attaching holes. 


* i 
2 HOLES 401A 


No. 15642Y with attaching holes. 
No. 15642X without attaching holes. 


& 16 ZHOLES .208 DIA. 
No. 15642SE with attaching holes. 
No. 15642SEP without attaching holes. 


2 HOLES 
zo. 


No. 15842ST with attaching holes. 
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STRIKES 


Strikes for Catches 15250-15794B-15797-15824-15840 


All Strikes Carbon Steel Unless Otherwise Noted 


3B 
No. 15794 with attaching holes. 

No. 15794BPH without attaching holes. 

No. 15797P with projections for projection welding 
No. 015794 brass. 


No. 15794T with attaching holes. 
No.15794TA same as 15794T but without loop kickoff. 


No, 15794TP without attaching holes. Projections for pro- 

jection welding. 

No. 15794TS same as 15794T but with .130 dia. holes. 
134 


No. 15840A with attaching holes. 


c 

1 

~g OIA. HOLE 
1 
ral 


A 


1 
<a 


No. 15840B with attaching holes. 
No. 15840PB without attaching holes. 


No. 15794A with attaching holes. 


No. 15797A without attaching holes. 
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| MISCELLANEOUS 


ORBIN WT 111: 


ABINET 


~  OCK une 


CORBIN CABINET LOCK DIVISION ivinkiiaenreiae 


HANDLES AND PULLS 


® 


STEEL—NO FINISH 


For Spot Welding 


Overall Size Width Base Proj. Clearance Standard 
No. Pack Weight 
3284 | IA" x5%" | Wale tena 100 | 13lb. 3 oz. 


STEEL—NO FINISH 


For Spot Welding 


Overall Size Width Base Proj. Clearance | Standard Weight 
No. Pack ‘ 
OUTAS Ya) 9 R20 | ae | eee erie 50 | 6b. 10 oz. 


+f e = 
Es ea i 
= 


DRAWER PULL 


Cen. to Cen. Standard | Weight 
No. Material and Finish Overail Size of Screws Projection Clearance Pack 
4370 | FORGED BRASS | 1%)’ x 4” 3p" Use 2Hfy!" 10 |1lb. 80z. 
FINISH US26 | 
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HANDLES AND PULLS 


CHEST HANDLES, RIM ano FLUSH 


1236 1237 1238 1239 1249 
MATERIAL BAIL STANDARD WEIGHT 

NUMBER AND FINISH ee INSIDE PACK 

1236 STEEL, CADMIUM PLATED 2%" x 3%6" 3%" 10 Albs. 4 oz. 

1237 STEEL, CADMIUM PLATED 2516” x 4” 4Y_" 10 6 lbs. 

1238 STEEL, CADMIUM PLATED 4M" x 46" 4" 10 9 Ibs. 8 oz. 

1239 STEEL, CADMIUM PLATED 14" x 3%" 2y," 25 4 lbs. 1 oz. 

1248 BRASS FINISH US3 WY" x3" 1y" 10 2 Ibs. 

KNOBS a 
1 
Size: 1%" diameter. Forged brass. Ye 
fi uu 
\ Projection: 1”. 16 


Standard 
Material Pack Weight i 
1570 FORGED BRASS 10 1 lb. 402. 14, - #8 - 32 


FINISH _US26 MACHINE SCREW WITH 


WASHER HEAD 
Ten in a box with machine screws and washers. 


No. 1570 


FLUSH RING PULLS 


eT? 
S i=} 
1242 — 1243 1244 — 1245— 1246 1247 
NUMBER bi SIZE RING DIAMETER STANDARD WEIGHT 
BRASS FIN. 1% 6" x lhe” 12 oz. 
BRASS FIN. x 1%” 8 oz. 
BRASS FIN. WAt x1" : 
BRASS FIN. V2” x 1%" 1lb. 2 oz. 
BRASS FIN. 1%" x 2%" 2 Ibs. 2 oz. 
BRASS FIN. 2%” x 3%" 2 Ibs. 4 oz. 
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No. 0177742 


(4 


MISCELLANEOUS 
HARDWARE 


MIRROR CLIP 


Standard 
No. Material and Finish Overall size: {| Offset Pack Weight 
017772 | Wrought brass, Ya x Yin. | .273 50 9 oz. 


FINISH US14 


One screw hole countersunk, 4’—5-F.H. 


Gauge of metal .065. 


se 
a Standard 
No. Material Projecticn, Inches Base Pack Weight 
Nawos 93 Cast Aluminum 1% 1%" x 1%" 25 Diez 
1230 
NUMBER Material and Finish PIN | erg | Weight 
1230 | STEEL FINISH US 14 Ye" x Ye" Diam. 100 | 1% Ibs. 
rom 
o> Diameter Standard , 
No. Material and Finish of Pin Pack Weight 
No. 1748 1768 Wrought steel, FINISH US14 VESTER A| Caz 
No. 09 Material Overall Card Gauge of | Standard 
Type of 010, 011, 012. No. and Finish | Size Space Metal | Pack | Weight 
09 2x ae 1%" x He" | .012 50 | 5oz. 
6 s a °) 010 Wrought Brass, Ar x Vs" Yet a Te’ |. 08D 50 | 50z 
N 4 oll Dipped and 31a" x Te" 27a" x He" | 012 50" | Gioz. 
No. 020 012 leequered 3A" x ”" | 3%" x He” | .012 50 | 8 oz. 
#01 ors 2" x 2%’ x Ye | 012 | 50 | 8 oz. 
be ea 020 32" x 3h" 3Ye"’ x Ye’ | 1012 | 50 [12 02 
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MISCELLANEOUS 
i HARDWARE 


FLUSH RING PULLS 


No. 1241 


Ring Diameter Back Standard 
Number Material Size Outside Inside Set Pack Weight 
1241 | BRASS 14" Dia. BY OE ae 10 12 oz. 
FINISH US3 


ero MENDING STRAPS 
oa. — Gauge of metal: .049. 


No. 03502 Overall Standard 
6 aN No. Size Material and Finish Pack 
( (@) ©) 3) 03502 al! x Ya"! Brass, dipped and lacquered | 50 
: 03503 DY Dine Brass, dipped and lacquered 
03504 3” xh" Brass, dipped and lacquered 
No. 03504 03505 4” x" | Brass, dipped and lacquered 


BRACKETS 


Gauge of metal: .049. 


m Overall Standard 

No. 03602 ) A) No. Size Material and Finish Pack Weight 

fe) fi 03602 YH x VY!’ x Ya'' | Brass, dipped and lacquered 50 8 oz. 
(0 
4 “x 1" xVhl! | Brass, dipped and lacquered 50 12 

No. ~ 03603 Vexitex 2 rass, dippe: qui oz. 
jo. 03604 \ j 03604 | 1%"x 1%4"x 4" | Brass, dipped and lacquered | 50 | 1b, 2oz. 
03605 | 2” x2” x'%"' | Brass, dipped and lacquered 50 1b. 5oz. 


(mor oc CORNER PLATES 


(eo) Overall Gauge of | Standard 
No. Size Material and Finish Metal Pack Weight 
| No. 03614 03614 Die Rio he xe Brass, dipped and lacquered 042 50 1 Ib. 
| ») | 0-0 03615 2a!" x 2a!’ x H"" Brass, dipped and lacquered 049 50 2\b. 2oz. 


Approx. 
Gauge Number 
Overall of to Standard 
No. Size Material and Finish Metal Pound Pack Weight 
03900 Y% | Brass, Bright Finish | .0403 137 100 12 oz. 
— 03901 1 Brass, Bright Finish | .0403 102 100 1lb. 40z. | 
No. 03902 No. 03934 03902 1% | Brass, Bright Finish | .0403 88 100 1 lb. 10 oz 
03903 iY Brass, Bright Finish | .0403 64 100 Tlb. 80z 
03904 1% Brass, Bright Finish | .0403 62 100 1 lb. 12 oz. 
03934 |% x 2%4| Brass, Bright Finish | .0403 60 100 Tlb. 12 oz 
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a CARD HOLDERS 


c e 
No. 19324%4H 
No. 19024%4H 
Overall size: 2% x ‘Me in. Overall size: 22 x 1% in. 
Card space: 1'Yis x % in. Card space: 1'%6 x 1Y%e in. 
Gauge of metal: .022. Gauge of metal: .028. 
Standard Standard 
No. Material and Finish Pack Weight No. Material and Finish Pack Weight 
1932Y%4H |_ Brass, dipped and lacquered] 50 5 oz. 1902Y%4H | Brass, dipped and lacquered} 50 1 |b. 
No. 19114%4H No. 19124%4H 
Overall size: 2% x 1% in. Overall size: 2% x 1% in. 
Card space: 1'Yie x 1% in. Card space: 1'%e x 1 in. 
Gauge of metal: .022. Gauge of metal: .022. 
Standard: Standard 
No. Material and Finish Pack Weight No. Material and Finish Pack Weight 
1911Y%4H | Brass, dipped and lacquered| 50 9 oz. 1912Y4H | Brass, dipped and lacquered] 50 8 oz. 
No. 19254%4H No. 1935A, 1935%4H 
Overall size: 3 x 1% in. Overall size: 3 x 1% in. 
Card space: 2% x 1 in. Card space: 2% x 1 in. 
Gauge of metal: 028: Gauge of metal: 1935A .035, 1935%4H 022 
Standard Standard 
No. Material and Finish Pack Weight No. | Material and Finish Pack Weight 
1925%4H | Brass, dipped and lacquered) 50 | 1 lb. 802z. 1935A __| Steel, no finish 50 1lb. 4 oz. 
1935 Y4H | Brass, dipped and lacquered llb. 40z. 
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No. 19134%4H 
Overall: size 3%6 x 1% in. 


Card space: 2'%¢ x 1% in. 
Gauge of metal: 1913A .035, 1913%H .028 


CARD HOLDERS 


No. 19154%4H 
Overall size: 3%6 x 1'Ye in. 


Card space: 2'%6 x 1% in. 
Gauge of metal: .028. 


] Standard Standard 
No. | Material and Finish Pack Weight No. | Material and Finish Pack Weight 
1913A__| Brass, dipped and lacquered | 50 | 1b. 40z. 9 1915V4H | Brass, dipped and lacquered 50 | 1 1b. 10 o7 
19134%H | Steel, no finish |__50 lb. 4 oz. 
No. 1893%4H 
Sees Se SI sill Overall size: 3'%6 x 2¥ in. 
Card 2 BY % in. 
ard'spacessa vax 72.in Card space: 2'%6 x 2%6 in. No. 1914YaH 
CEUGD ciititainndtes. Gauge of metal: .032 
Standard | Standard 
No. Material and Finish Pack Weight No. Material and Finish Pack Weight 
1893Y4H Brass, dipped and lacquered 50 14 02. 1914Y4H | Brass, dipped and lacquered 50 |1\lb. 2oz. 
q 


No. 1923%4H 


Overall size: 5Y%2 x 3% in. 


Card space: 4% x 3% in. 


Gauge of metal: .032. 


Standard 


No. Material and Finish Pack Weight 


1923V4H | Brass, dipped and lacquered| 59 


4A lbs. 15,0z. 
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a4 CORNERS 


No. 03700 No. 03715 
Overall size: 1% x 1% x Yin. Overall size: 1%4 x 1% x % in. 
Gauge of metal: .025. Gauge of metal: .025. 
Standard Standard 
No. Material and Finish Pack Weight No. Material and Finish Pack Weight 
03700) Brass, dipped and lacquered | 50 8 oz. 03715 Brass, dipped and lacquered | 50 | 1 Ib, 
No. 3713% 
No. 03703 37134 
Overall size: 1% x 1%s x 1%e in. 
en? ) Sh ii 
Overall size: 1% x 1% x 1% in. Gauge of metal: .035. 
Gauge of metal: .032. 
Standard 
No. Material and Finish Pack Weight 
Standard 
No. Material and Finish Pack Weight 3713¥ SreaIAB pIGSd ee ibe 7 
/a, eel, Brass Plate i 7 Ody 
03703) Brass, dipped and lacquered 50 =: |2 Ibs. 14 oz. 37131 Steel, Nickel Plated 50 1lb. 7 ie 
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Stands on counter or table, fastens 
to wall, or hangs from pegboard. 
Measures 1834” high, 1734” wide, 
7” deep. (with detachable stand) 


Displays volume selling assort- 
ment of useful hardware items — 
each a popular priced favorite, 


COMPACT... 
CONVENIENT .. . 
COLORFUL!. 


each in a visual pack. 


e No rack assembly required. 
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All cards are uniform size. 


Solid brass screws 
or pins furnished. 


K-400 MERCHANDISER 


No. 


K 03000 
K 02111 
K 02114 
K 03700 
K 1768 

K 03604 
K 03614 
K 03504 


K 1771% 
K 3713% 


HINGES e BRACKETS e SHELF RESTS 
HASPS e CORNERS e CATCHES e PLATES 
Solid Brass and Brass Plated 


Available as open stock in boxes of six 


Hasp 

Hinges 
Hinges 
Corners 
Shelf Rests 
Brackets 
Corner Plates 
Mending Plates 
Haso 

Hasp 

Hinges 
Hinges 
Safety Hasp 
Catch 

Catch 
Corners 


Material and Finish 


Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Steel, Brass Plated 

Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Solid Brass, Dipped and Lacquered 
Steel, Brass Plated 

Steel, Brass Plated 


K-400 ASSORTMENT consists of six each of the above items 


Weight per 
Box of Six 


3 oz. 
3 oz. 
3 0z. 
6 oz. 
6 oz. 
12 oz. 
12 oz. 
12 oz. 
6 oz. 
60z. 
9 oz. 
9 oz. 
12 oz. 
12 oz. 
9 oz. 
15 oz. 


Total weight 
11 Ibs. 11 oz. 


tock in Boxes of Six 


sound =H koay14 SOLID 03700 
BRASS NGES CORNERS *9370 


4 
in 
e 


ewe Pe 


i a Lo soup Rass pins J 


} Granny aa @) Goraiiy (oes) @) Gonsix (eee) Co : Gone (aaa @) 
BRASS SHELF K1768 SOLD BRACKETS 03604 SOLID CORNER  xo3614 soup MENDING xos3s0a 
PLATED RESTS LiGHT BRASS Foun BRASS PLATES OUR BRASS, PLATES Four 


S| & ome &— 1oe 
Cees cs tices cue | age anges oe 
at iti incl ri i 

r pi} ii} 


Gam > CD a a) Grn CY a 


ee 
SOLID SAFE Ko03032 SOLID CATC KO15250 TVs BRASS 
BRASS ikea” cate BRASS ud one red GATCH KV paw. CORNERS: “7 


| K-500 MERCHANDISER 


SOLID BRASS BUTT HINGES 
WITH SOLID BRASS SCREWS 


COMPACT... 
CONVENIENT .. . 
COLORFUL! 


Stands on counter or table, fastens 
to wall, or hangs from pegboard. 
Measures 1834" high, 13” wide, 
7” deep. (with detachable stand) 


Displays volume selling assort- 
ment of solid brass hinges — each 
a popular-priced favorite, each ina 
visual pack. 


e All cards are uniform size. 
e No rack assembly required. 


2 Weight per 
e Solid brass screws furnished. No. Material and Finish Box of Six 
K 02160 3 oz. 

K 02160 6 oz. 

K 02160 6 oz. 

K 02161 6 oz. 

K 02160 Solid Brass Hinges Dipped and Lacquered 9 oz. 

K 02161 with Solid Brass Screws 9 oz. 

K 02162 9 oz. 

K 02160 12 oz. 

K 02162 12 oz. 

K 02161 1lb. 5oz. 

K 02163 9 oz. 

K 02163 15 oz. 

K-500 ASSORTMENT consists of six each of the above items Total weight 

10 Ibs. 3 oz. 
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SOLID 
BRASS 


Gears 02160": 


"x7" wide open 


Eni) <> 


SOLID HINGES Ko21611" 
_ BRASS a5 


soup HINGES «02162: 
BRASS) i PAIR 


Peree Sh4i ta 
: mine 


4 wide open 


SOLID 
BRASS 


KO2160 %" 
HINGES 02160 


2A” x 94" wide open 


SOLID 
BRASS 


562 wide oper 


HINGES ko2160: 


SOLID 
BRASS 


1 i= 


HINGES 021602 


#1” wide open 


a) 


HINGES «02161 


SOLID 
Ss 


SOLID 


HINGES 02163: 


| e529 


SOLID 


HINGES «021611. 
BRASS ERATE 1 PAIR 


SOLID HINGES 02162 : 
BRASS esas 


SOLID 
BRASS 


biel a K021631": 
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oo 


HINGE HASPS 


Hinge Slotted of Pack 25 Pr. 


Overall 
No. Material and Finish Size Flap Flap Metal Weight 


03017 | Brass, dipped and lacquered| 246 x%" | 1” x%" | 1%" x%" | .049 | 1 Ib. 2 oz 


| Gauge | Standard 


No. 03017 


Gauge | Standard 
Hinge Slotted of Pack 25 Pr. 
No. Material and Finish Flap Flap Metol Weight 


03000 | Brass, dipped and lacquered | 1'%6'’ x Ya" | Ya’ x Ya” | He x He’ | 025 | 5.02. 


Gauge | Standard 


Overall Hinge Slotted of Pack 25 Pr. 
No. Material and Finish Size Flap Flap Metal Weight 


(03001 | Brass, dipped and lacquered| 2%’ x ¥e" | 16’ x Ze" | 16’ x Z| 025 | 5 oz. 


No. 03001 


Gauge | Standard . 
Overall Hinge Slotted of Pack 25 Pr. 
No. Material and Finish Size Flap Flap Metal Weight 


03002 | Brass, dipped and lacquered| 3’ x %e’ | 1%6' x He’ | 1%6"’ x He'’ | 049 | 11 oz. 
No. 03002 


Gauge | Standard 


Overall Hinge Slotted of Pack 25 Pr. 

No. Material and Finish Size Flap Flap Metai Weight 
3004 | Steel, brass plated Qe xP | WX" | IR" xX H""| 049 |1 lb. 4 oz. 
3008 | Brass, dipped and lacquered | 254" x%"| 1” x%"’ | 1%! x %’"| .049 |1 Ib. 4 02. 


No. 03004 
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SAFETY HINGE HASPS 


WHEN LOCKED, SCREWS ARE CONCEALED AND PROTECTED 


No. 03032 


Material and Finish i Staple 
Brass, dipped and lacquered | 3%"x1" | 3%" x1" | 1A" x 1” 


No. 
03306% | 


Material and Finish 


FINISH US3 


Gauge 
of of Standard 
Joint Metal Pack 


1%)" x 1%" | 1X6 040 
1%" x Wp" | 1%" | .032 13 oz. 


No. Material and Finish 


02115 | Brass, dipped and lacquered 
02116 | Brass, dipped and lacquered | 3” x 1%’ 
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CORBIN 


e 


° ° —s 
a Va aad 
Gx 

Of O 

OO 


HINGES 


length | Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02114 | Brass, dipped and lacquered | 1X6’ x 1¥e” c/a .025 7 oz. 
length | Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02110 | Brass, dipped and lacquered | 1% x '’" Ae" .018 3 oz. 
UU) lien Se Eee ee 
Length Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02111 | Brass, dipped and lacquered 1h" xa" He" .022 5 oz. 


Standard 
Size of of Pack 25 Pr, 
No. Material and Finish Open Joint Metal Weight 
02112 | Brass, dipped and lacquered | 25%’ x %’’ 5" .025 10 oz. 
Length Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02108 | Brass, dipped and lacquered | ¥'’ x 1%’ 5" .025 | 8 oz. 
Pierced for 2 in. No. 16 Escutcheon Pins. 
Length | Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02109 | Brass, dipped andlacquered | 2%’ x 2" yA" .049 }1 Ib. 2 oz. 
Length Gauge | Standard 
Size of of Pack 25 Pr. 
No. Material and Finish Open Joint Metal Weight 
02122 | Brass, dipped and lacquered | 2%" x %4’" y" 049 |1 |b. 7 oz. 
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No. 2604 (Brass pin.) 


HINGES 


BRASS SLIP PIN HINGES 


Showing slip pin feature. 
Regularly furnished 


Left Hand as illustrated. No. 2627 
GA. Brass Pin Drilled Hole | Standard Weight 
No. Size Metal Size Size Pack | Doz. Pair 
2627 1" x 1%6"” .040 105 .110 25 1 Ib. 10 oz. 
2628 WA" x 1%" .045 H25 153 25 1 lb. 10 oz. 


STEEL HINGES 


No. 2602 


No. 2604 
BLANK LEAVES e FAST JOINT @ BRASS PIN 
Si No. of Standard ; 
No. fess Knuckles GA Pack Weight 
2602 1"He' x 1%6" 3 062 50 6 lbs. Ibs. 
2604 | 1%" 1%" 062 S0uia lesbians 
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No. 02160-2” 
No. 02161-2” 


No. 02162-2” 


i 
iv 
i : 
L 
No. 02163-2” 


BRASS BUTTS 


Ya" and 2” furnished with brass pins 22" and 3” furnished with steel pins 
Gauge Cour intersunk 
Width of for Standard Weight 
Type Open Metal Screws Pack 
Te’ 021 4 No. 0 100 Pr. 7 oz. 
ie -028 4 No. 1 100 " 3 oz. 
x" .030 4 No. 2 TOs 4072. 
Narrow 1%" %" 036 4 No. 3 10 “ 5 oz. 
1%" A" .038 4 No, 4 LON 8 oz. 
No. 02160 1%" 2%" .040 6 No, 4 iho? 10 oz 
a 1 .045 6 No. 5 TOs 13 oz. 
24'" Wy" 054 6 No. 7 10 ‘ |1 Ib. 10 oz. 
3” 1%" 064 6 No. 8 10 ‘ |2 Ibs. 10 oz. 
mere Standard Weight 
Screws Pack 
4 No. 0 100 Pr. 8 oz. 
4 No. 2 10" 4 oz. 
4 No. 2 TOm* 4 oz. 
Middle 4 No. 3 Oe 6 oz. 
4 No. 4 LORS 8 oz. 
No. 02161 6 No. 4 10 O\o7 eam 
6 No. 5 10°“ TSiOzZeae 
6 No. 7 10) ilvlbs, V2iozs 
6 No. 8 10" [2 lbs. 14 oz. 
Coenternunt Standard Weight 
Screws 


Pack 


4 No. 0 100 Pr. 9 oz. 
4 No. 2 Biozs 
4 No. 3 4 oz. 
Broad 4.No. 3 7 oz. 
4No. 4 10 oz. 
No. 02162 6 No. 4 12 0z. 
6 No. 5 Ib. — 
6 No. 7 1 Ib. 14 oz. 
6 No. 8 Ibs. 3 oz 
aa Wek Savas Coerenie Wistandardl| elt werin 
Type Length Open Metal Screws Fock 
wr 1%6" .040 6 No. 2 
Desk Ws 1" .045 6 No. 4 
mn" 1%" .045 6 No. 4 
No. 02163 Wn" 2 -048 6 No. 5 
ps 3Y%e" .060 6 No. 7 
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No. 1721 

Overall length, open: 4%e in. 
Width: % in. 

Gauge of metal: .058. 


Screw holes countersunk for Ye'’—4—F.H. 


No. 1756 

Overall length, open: 8% in. 
Width: % in. 

Gauge of metal: .058. 


Screw holes countersunk fer Ye'’—4—F.H. 


No. 1752 


Overall length, open: 1072 in. 
Width: 2 in. 
Gauge of metal: .058. 


1752 | Steel,,FIN. US3 


Screw holes not countersunk, 


PUSH-PULL SCREEN DOOR CATCH 


reversible, for doors % to 1% in. thick, opening out 


no. 2475, exterior view 


installation: Bore one hole 134 in. in diameter in door. 
Insert outside handle through hole in door. Position out- 
side escutcheon and tighten the two through-bolts which 
connect the escutcheons. The angle strike is surface- 
applied on the jamb. 


operation: By a slight push on inside lever or an easy pull 
on outside lever. Slide button on inside escutcheon locks 
the latch. 


interior view 


material and finishes: pressure-cast zinc; US3, polished 
brass; 4L, satin brass lacquer; 10L, satin bronze lacquer; 
28L, satin aluminum lacquer. 


packed: 1 set per box with screws 
30 sets per case 


weight, 
no. per case 


2475 Wx" Ag 2x2 18% |b. 
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CORBIN 


® 


RIM NIGHT LATCHES 


PIN TUMBLER 
CAN BE 
MASTERKEYED 


Case: Cast iron finish US19. 

Strikes: Regular rim, cast iron finish US19. 
Cylinder: Cast bronze. 

Latch Bolt: Cast bronze. 


Also available, reverse bevel strike steel finish US3 for 
doors opening out. To order Suffix RB to number. 


Operation: By key from outside; turn knob inside. The 
stop inside deadlocks against key or holds back the 
bolt. Bolt also held retracted by key. 

Hand: Reversible; to reverse for doors opening out, re- 
verse bolt and use angle strike. 

Packed: One in a box with screws, ten per case. 


Thickness Regular 
Backset of Door Key 
Material Inches Inches Changes 


2%8 All 


Different 


Cast iron 1 to 2Y%2 


Finish USI9 


2 Nickel 
Silver Keys 
Blank No. 


Standard 
Pack 


Z1- 60-5 


1 1 Ib.10 oz. 
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No. 360 


RIM DEADLOCK 


PIN TUMBLER 
CAN BE 
MASTERKEYED 


Cylinder: Cast bronze. 
Dead Bolt: Cast bronze. 
Strikes: Regular rim, cast iron finish US19. 


Also available, reverse bevel strike steel finish US3 for 
doors opening out. To order Suffix RB to number. 


Operation: By key from outside and turn knob inside. 


Hand: Reversible. For doors opening out use angle 
strike. 
Packed: One in a box with screws; ten in a case. 


360 


Thick- Regular 
ness Key 
Size Material Backset of Door Changes 
3%"' x | Cast iron, 2%" | 1" to 2%" All 
2¥%2'" | Finish US19 Different 


2 Nickel 
Silver Keys 
Blank No. 


ZI- 60-5 


Standard 
Pack Weight 
1 1 Ib. 
13 oz. 


NEW "Bright Beauty" 
CONVERSION KIT 


For conversion from mortise locksets to cylindrical locksets, Over- 
size plates cover all markings and screw holes from mortise lock instal- 
lation. 


7% x3V% hear 
FINISH vise USS 
BRASS | 10% x3 % | 
FINISH US3} 


standard finishes polished brass (U.S. 3) 
satin bronze (U.S. 10) 
polished brass by polished 
chrome (U.S. 3x U.S. 26) 
satin chrome (U.S. 26D) 
polished brass (U.S. 3) 


fo center 


no. 2040: 8 Ib to a carton 


packed: 1 kit to a box, 10 boxes to a carton 
no. 2041: 10 Ib to a carton 
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CORBIN CABINET LOCK DIVISION 


124 THE AMERICAN HARDWARE CORP. e NEW BRITAIN, CONN. 


The CORBIN 60 Series Surface Do mechanical device 
ietly and efficiently. Simplicity of con- 
i i bined with the 


“ened to close doors qu 
i mn rec gnized mechanical principles mi 
hav! din a sturdy, 


dependable closer. 

ce Door Closet is UNIVERSAL in its method 

ause it is reversible for right oF \ 
too! 


ec 
o rearrange any parts. to) 
s a screw driver, thus making applicatio 


ng operation. 


SURFACE 


DOOR CLOS 
A ERS 
BINET Win 


4 ORBIN 


~ OCK une 


“Sa 


iH 
ORBIN CABINET LOCK DIVISION THE AMERICAN 


NEW B 
RITAIN, CONNECTICUT 


Printed in U.S.A 


REVERSIBLE, FOR RIGHT OR 


Closing power is obtained from a coil 
spring. Opening the door winds or 
energizes the spring, storing up closing 
power. At the same time, the piston is 
drawn toward the spindle or crank- 
shaft with liquid passing freely through 


PACKAGING 
Door closers packed one in a box com- 
plete with screws, wrench and full di- 
rections for applying. 
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60 SERIES DOOR CLOSERS 
LIQUID TYPE 


LEFT-HAND DOORS WITHOUT 
OPERATION 


the ball valve in the bottom of the 
piston into the cylinder chamber. As 
the door closes, the piston moving 
forward, due to the unwinding of the 
spring, forces this liquid through the 
ports controlled by the regulating valve. 


REVERSING ARM OR SPRING 


Both speeds of closing and latching 
are governed by this valve. The piston, 
cylinder and valves are precision-made 
to prevent any liquid from by-passing 
the valve and affecting control of the 
door, 


Project. | Min. Weight, 


Case of | Top Ib. each 
Cisse Max. Size Closer | Rail Iron 
Number | Type of Door of Door Inches | Inches (approx.) 
62 | Heavy screen doors 3'0” x 7'0"x 134" | 3% | 21%, 1 10 
or medium weight interior 2'8”" x 7'0" x 134,” 
doors, wood or metal 
63 | Light exterior doors 2'6"” x 7’0” x 134” | 4 3H, 1 1334 


and interior doors of 
wood or metal 


Exterior doors 
and heavy interior doors 
of wood or metal 


Heavy exterior doors 
and heavy interior doors 


or doors of unusual 
height or width 


3'0" x 7’0" x 134" 


3'0"x 76" x 214” 
40" x 7'6" x 21/4," 


36" x 76" x3” 
46" x76" x 21/4" 
Extra heavy exterior doors | 40” x 76” x 3” 


4% 


60 SERIES DOOR CLOSERS 


LIQUID CONTROL, WITH 
FRICTION HOLD-OPEN ARMS 


REVERSIBLE, FOR RIGHT OR LEFT-HAND DOORS WITHOUT REVERSING ARM OR SPRING 


Project. | Min. Weight, 
Case of |Top leached per |B: each 
Closer Max. Size Closer | Rail ao Pet tron 
Number |Type of Door of Door Inches (approx.) 

62H | Heavy screen doors and 3'0” x 7’0” x1¥%”" | 3% a 

medium weight interior 2'8” x 7'0” x 134” 

doors, wood or metal 

=} 

63H |Light exterior doors 2°6” x 7'0" x 134” | 4 3% 1} 4] 15 

and interior doors of 3'0” x 7’0” x 134” 

wood or metal 

Exterior doors and 3'0” x 7'6" x 214” | 4% | 3% 1} 3| 19% 
64H |heavy interior doors of 4'0"x7'6" x 214” 

wood or metal 

Heavy exterior doors 3.67X 7/6" XS” AY, | 3% 1] 2) 23% 

and heavy interior doors 46" x76" x 214” 

Extra heavy exterior doors | 4’0” x 7’6” x 3” AY, | 3% a lea 

or doors of unusual 

height or width 

FINISHES 


The specifications apply to doors under 
normal conditions. If door is unusually 
heavy or is subject to very strong drafts, 
use closer larger than that specified. 
These closers can be used with or with- 
out brackets. 


Dull bronze finish will be furnished if 
not otherwise specified. Closers are not 
furnished in oil paint finishes. 

DBL—dull bronze lacquer 

FBL—flat black lacquer 

SBL—silver aluminum lacquer 

USP—prime coat (for paint) 


CLOSER APPLIED TO 
CLOSER APPLIED TO DOOR CORNER BRACKET 


77 


Dimensions, Inches 
Closer | 


Number J L M 
gan | 2% 3% | 5 
Sool! eeshe 4 5% 
Pan |b 836 4% | 6% 
fsa | 3% 4% | 6% 
bean || coke 4%, | 6% 
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60 SERIES DOOR CLOSERS 
FRICTION HOLD-OPEN ARM£& 


| 
/ 
REVERSIBLE, FOR RIGHT OR LEFT-HAND DOORS WITHOUT REVERSING ARM OR SPRING 


| 


CONSTRUCTION 


The CORBIN hold-open arm is unique in that there are 
four surfaces that are brought together when the door is 
held open. The main arm “A” has a friction surface “A-A” 
and the cam plate “C” has a corresponding friction sur- 
face. These friction surfaces are brought together against 
the cam “B” attached to the forearm “H”. Between the 
four friction surfaces, one each on “A” and “C” and ‘two 
on “B”, there are two brass washers that prevent corrosion. 


Hold-Open Arm 


a O 


E These four friction surfaces provide maximum holding 
power and prevent excessive wear on the device, thus 
Bc lessening the possibility of the door being opened, after a 
period of time, past the predetermined holding point. 


There are no pawls, springs or plungers to break or wear. 
The frictional resistance of the cam faces, which are prac- 
tically indestructible, holds the door open at any desired 
A ye angle. 


To vary the position of holding, loosen the bolt “EY move 
door to required position, and tighten nut. 


OPERATION 
HOLD-OPEN ARM 


The hold-open arm is designed for doors opening to ap- 
proximately 100 degrees and is located at junction of 
arms. The hold-open feature does not interfere in any 
way with regular movement of door which is under con- 
trol of closer. The holding mechanism is inoperative until 
door is intentionally opened to hold-open point. 


To allow door to close, it is necessary only to push or pull 
it slightly away from the holding point; closer then will 
close door in the usual way. 


The holding device is controlled by friction and can be 
adjusted to hold door open at any degree up to limit of 
opening. 
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Piston Link 
(malleable iron) 


Piston 
Machined and fitted for 
perfect compression 


60 SERIES DOOR CLOSERS 
CONSTRUCTION FEATURES 


SPINDLE OR CRANK SHAFT 


Spindle of one piece drop-forged steel is carefully machined and accu- 
rately ground to a smoothness that will eliminate friction and assure 
long life. 

Spindle is supported by four bearings. Top bearing in cap sustains direct 
thrust of closer arm. Main bearings maintain spindle alignment. Step 
bearing at bottom end of spindle shares thrust of piston with main bear- 
ings. 


PISTON AND PISTON LINK 


The piston in a door closer must fit snugly in order to give perfect com- 
pression. 

Corbin pistons are accurately machined and ground to give high com- 
pression and checking control, preventing any possible chance of the 
liquid passing by the piston when in operation. 

The piston link, made of malleable iron, is unusually heavy and therefore 
capable of sustaining any regular or unusual strain. 


SPRING 


The Corbin spring is made of flat, rectangular wire. It is of the helical 
torsion type and is designed to provide maximum resiliency, thereby 
minimizing crystallization and assuring long and effective life. 


It is so constructed that it operates either a right or left hand door without 
being reversed. 


Quiet closing 
adjustment 


Speed adjustment 


VALVE CONTROL 


The Corbin valve can be adjusted to control door perfectly under varying 
conditions. 


When the door closes from open position, there is a slight acceleration 
which gradually diminishes until door is at latching point. At this point, 
because of decreased leverage of the crank, door is allowed to close with 
minimum resistance from the piston. 


RR A ET TE I LT EE 


Sectional view of valve 


CONTROL FUNCTIONS 


All the available power of the spring is allowed to overcome latch resist- 
ance. It is not necessary to adjust the arm to get this control — it is 
natural to the construction. 


The speed valve is used to increase and decrease speed of door. All 
closers, when they leave the factory, operate with this control. 


The quiet closing valve is used when it is desired to eliminate the noise of] 29 
the slight impact of door against jamb. 
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60 SERIES DOOR CLOSERS 


SPECIFICATIONS 


case: Cast iron, with piston cylinder machined to 
close tolerances. 


2 cap: Cast iron. 


3 cover: Cast iron, provides support for top bearing 


in ratchet. 


ratchet: Malleable iron, top bearing for shaft. Means 
of adjusting spring tension. Transmits spring power 
to spindle. 


4V2 ratchet washer: Fibre. 


5 


10 


13W gland packing washer: Steel. 


top dog: Cast iron, holds top end of spring. Con- 
nected with ratchet to transmit spring power to 
spindle. 


middle dog: Malleable iron. Connected to spindle 
delivers spring power through lower dog to spindle. 


lower dog: Malleable iron, holds bottom end of 
spring and connected to middle dog. 


spindle: Steel drop forging, ground to close toler- 
ances to form close fit with bearings. 


gland: Cast iron, serves as main bearing for spindle, 
contains shaft and capillary chamber with two re- 
turn port holes to return liquid to chamber. 


packing nut: Steel, holds packing in place, 
serves as bearing for spindle. 


13P gland packing: Metallic type. 


13 


loop screw: Steel. 


14 


15 


16 
17 


piston: Cast iron, ground to glass smooth surface to 
form close fit with cylinder to give high compression 
and checking control. Has steel ball valve to allow 
passage of liquid into cylinder as door opens. 


piston link: Malleable iron, unusually heavy to with- 
stand regular and any unusual strain. 


link pin: Steel, connects link to piston. 


piston ball valve: Steel, allows passage of liquid 
into chamber. Forms perfect seal when door closes. 


17% pin: Steel, holds ball valve in place. 


18 


19 


20 
21 


22 


spring: Steel, tempered, powerful. Helical torsion 
type, has maximum resiliency to guard against crys- 
tallization and insure long life. 


ratchet pin: Steel, permits adjustment of spring tor- 
sion. 


arm: Drop forged. 


extension arm and bracket: Steel and malleable 
iron, connects loop connection to door frame. 


loop connection: Malleable iron, fastens to arm on 
closer and extension arm. 


23 spindle nut: Steel, holds 
arm to shaft. 


24 plug screw: Steel. 


242 washer: Seal for plug 
screw. 


25 adjusting valve: Brass, 
contains speed and latch 
closing adjustment. 


60 SERIES DOOR CLOSERS 
CORBIN PARTS 


parts for 60 series closers 


' When ordering parts specify part number, size, name and model of closer. 
If outside parts in other than dull bronze finish are wanted, specify finish. 


~~ Ua YW 4¥2- RATCHET 
WASHER 
4-RATCHET 
3.COVER 
tH 
CASE PIN 
ep 9-GLAND 
6%4-MIDDLE 8-SPINDLE 
DOG NUT 
7-LOWER DOG 
> Y, D 
aa e) 
10-GLAND 13W-STEEL 13P-GLAND 19.RATCHET whee WRSTON 
PACKING GLAND PACKING PIN 15-PISTON LINK pi ay 
NUT WASHER 14-PISTON (COMPLETE) ° 
17B-PISTON 
VALVE BALL 


SPRING 
@o: 
NAME 
2ESPINDLE 245-PLUG fue PLATE 
22-LOOP_ CONNECTION NUT ‘SCREW vey 
AND SCREW SCREW ) 
WASHER 


21A-EXTENSION 


ARM & BRACKET VALVE PARTS 


KNOB 


o, Oo O 


VALVE STEM 
ee WASHERS CASE VALVE TUBE 
NUT WASHERS 


VALVE STEM 
ASSEMBLED AND BUTTON 
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60 SERIES DOOR CLOSERS 


CORBIN 
PARTS 


® 


parts for 60” series door closer hold-open arms 


parts for 100 degree hold-open arms 


42 LOOP 
TOP CAM PLATE FRICTION WASHER 
u2 il © 6 —==—— nee 
34 NUT 37 
eee Se earn 33 BOLT LockinG DoG 4! EXTENSION ARM AND BRACKET 


“60" series door closer tools 


no. 58 handle for gland and cap wrench 
no. 52 gland wrench for sizes 2, 3, 4, 5 and 6. 
for sizes 2, 3, 4, 5 and 6. One handle used for all sizes. 
Different size wrench used on each size. 


]] 
im | 
on ll 
no. 60 cap wrench no. 66 packing wrench no. 71 packing tube 
for sizes 2, 3, 4, 5 and 6. for sizes 2, 3, 4, 5 and 6. for sizes 2, 3, 4, 5and 6. 
Different size wrench used on each size. Different size wrench used on each size. Different size packing tube used on each size. 


Say 
spindle cap 
no. 76 middle dog nut wrench a no. 77 middle dog lifter and spindle cap All tools for 5 and 6 closers 
for sizes 2, 3, 4, 5 and 6. —/S for sizes 2, 3, 4, 5 and 6. arenant 
Different size wrench used on each size. One lifter used for all sizes. tical. 
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CORBIN 60 SERIES DOOR CLOSERS 
BRACKETS 


FOR APPLICATION OF SURFACE DOOR 
CLOSERS e MALLEABLE IRON 


CORNER BRACKET Corner bracket should be used where conditions prevent 


application of closer to door, i.e., exterior door opening 
out, transverse wall that prevents door opening 90° or for 
appearance. Construction of bracket affords maximum 
support for closer. 


For 
Closer 
Number 


62 & 62H 


Base, Inches 


Bracket 
Number 


68-3 | 63 & 63H 
68-4 | 64 & 64H 
68-5 | 65 & 65H 
68-6 | 66 & 66H 


SOFFIT BRACKET 


Soffit bracket to be used when necessary to apply bracket 
to soffit or head of door frame. 


For 
Closer 
Number 


62 & 62H 


Base, Inches 


Bracket 


67-3 63 & 63H 5 
67-4 64 & 64H 5 
67-5 65 & 65H 5% 
67-6 66 & 66H 5% 


GUARANTEE 


CORBIN Door Closers are guaranteed against defects in material 
and workmanship. Every closer is thoroughly tested and adjusted 
to operate on a full-size right or left-hand door before leaving the 
factory, and is ready to apply to a door operated under ordinary 
conditions. 


Directions, packed with each closer, explain fully how adjustment 
can be made to meet unusual conditions. 


We do not assume any responsibility, however, for breakages 
occurring where a smaller size closer than is suitable for the door 
is used. The tables of sizes list the size of door which each closer 
is intended to control. 


ee es, ee 
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CORBIN 


This closer is suitable for installation on light interior 
(residential) doors as well as on screen doors. 


It can be reversed for right or left-hand doors by remoy- 
ing the arm and replacing it on the closer in the correct 
position for the desired application as described in the in- 
stallation instructions and templates packed with each 
closer. 


specifications 


spindle or crank shaft: One-piece drop-forged steel sup- 
ported at the bottom end to provide a four-point bearing. 


gland: Packed with composition, cork and leather washers 
to assure an even, tightly-packed joint. 


piston: Accurately machined and fitted. Has an extra-long 
bearing supported at both ends to assure perfect compres- 
sion and checking control. 


spring: Flat, rectangular wire-coil spring. Maximum re- 
siliency prevents crystallization and breakage. 


speed control: Adjustment of screw or valve to right or 
left decreases or increases speed of door closing. 


material: cast iron 


finish: DBL dull bronze lacquer regularly furnished; also 
available in GBL gold brass lacquer, FBL flat black lac- 
quer, USP prime coat or SBL silver aluminum lacquer 
finish when ordered 


packed: 1 per box with screws 
6 per carton 


screen door closers 


construction details 


Applied to inside of door open- 
ing out or outside of door open- 
ing in and between doors. 


Applied to outside of door open- 
ing out or inside of door open- 
ing in. 


When installed on outside of door cpening out or inside of 
door opening in, top rail must be 21% in. wide. 

When applied to inside of door opening out or outside of 
door opening in, top rail must be 314 in. wide with 3% in. 
space between doors. Same dimensions apply for installa- 
tion between doors. 


handing of doors and closers: see pages 24, 25 


min. top rail, in. 


closer |width,|height,|project.,/space between 


for application to}weight, lb (approx) 


numberjincheslinches jinches |doors, inches 


inside |outside |each lper carton 


(0) 5% | 4% 2% 3% 3% 


2% 


5u | 31% 


CORBIN) r close 


parts for no.O screen door closer 


no. 16 no. 17 


Bo He) 


no.7 0.26 no.27 no.28n0.29 


| hago enemas no. 1] ° 


=— ww 
no.24 no.23 no.25 


ic _ Bol no. 14 | ed 
no. no. 18 no. 20 no.21 no. 22 


N! 


part part 
number | description number | description description 
1 case spindle spindle nut 
2 cap gland packing nut piston pin 
eh cover extension rod piston spring 
4 top dog arm bracket rivet cotter pin 
5 middle dog piston ball pin valve ball 
6 lower dog composition gland washer leather gland washer 
7 gland valve nut cork gland washer 
8 piston arm bracket leather valve washer 
9 main arm coil spring spring lock ring 
10 loop valve stem 


To order. state part number and for no. 0 closer. 


tools for no.O screen door closer 
| | 
no. 8-] no. 8-3. Lf no. 8-6 


no. 8-2 


no. fool no. | tool 

8-1 cover winding wrench 8-6 gland packing wrench 
8-2 cap wrench 8-7 gland packing tube 
8-3 gland wrench DTO | dog removing tool 
8-4 | tool for inserting piston 
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no. 21 


ii ae Ui | 


Applied between doors on in- 
side of door opening out or 
outside of door opening in. 


Applied to outside of door 
opening out or inside of door 
opening in. 


packing and weights (approx): 


Reversible for right or left-hand doors opening in or out. 1 per box with screws, 3 Ib 
12 per case, 36 Ib 


Regularly furnished with hold-open device. Space required 
when mounted between doors is 2% in. 
Closing speed is adjustable. Spring is coiled torsion type, 
encased, with adjustable tension. 
material: barrel, seamless steel 
jamb bracket, steel 
finish: DBL dull bronze lacquer regularly furnished; also 
available in SBL silver aluminum lacquer finish when 
ordered 


length, inches 


diam. 
barrel, in. 


jamb 
bracket, in. 


3%x1% 


CORBIN CABINET LOCK DIVISION © wtwseitain, connecricu. 
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